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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Aug-2014 11:39 PM 5 X JH015230 8259.8 28-Aug-2014 8259.8 0 A 03
FAULT WRITE-UP: ACTION TAKEN:
RH MAIN LANDING GEAR BRAKE PINS FLUSH REPLACED RH MAIN LANDING GEAR BRAKE PADS AND DISCS
IAW EM 0013 WP 460 AND WP 456
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 KM021457 15 F
X G 2 03 O -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

27-Aug-2014 1 X 02 REINFLATED TIRE TO 135 PSI MR# 109876

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR TIRE DEFLATED RJ020141 0.2 TC026358 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

27-Aug-2014 1 X 02 REINFLATED TIRE TO 135 PSI MR# 109876

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR TIRE DEFLATED RJ020141 0.2 TC026358 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

27-Aug-2014 2 X 02 REPLACED COTTER KEY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT  RJ020141 0.2 TC026358 0.2 F

COTTER KEY REMOVED

DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 2 X 02 REPLACED COTTER KEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT  RJ020141 0.2 TC026358 0.2 F

COTTER KEY REMOVED

DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 3 X 02 REINSTALLED NUT AND TORQUED TO 80 FOOT POUNDS MR# 129452
BROKE TORQUE AND TORQUED TO 45 FOOT POUNDS MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT  RJ020141 0.2 TC026358 0.2 F
REMOVED
DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 3 X 02 REINSTALLED NUT AND TORQUED TO 80 FOOT POUNDS MR# 129452
BROKE TORQUE AND TORQUED TO 45 FOOT POUNDS MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT  RJ020141 0.2 TC026358 0.2 F

REMOVED
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Aug-2014 4 X 02 REINSTALLED BEARING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY OUTBOARD RJ020141 0.2 TC026358 0.2 F

BEARING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 4 X 02 REINSTALLED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY OUTBOARD RJ020141 0.2 TC026358 0.2 F

BEARING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 5 X 02 REINSTALLED WHEEL ASSEMBLY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY REMOVED RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 5 X 02 REINSTALLED WHEEL ASSEMBLY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY REMOVED RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 6 X 02 REINSTALLED BEARING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY INBOARD RJ020141 0.2 TC026358 0.2 F

BEARNG REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 6 X 02 REINSTALLED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY INBOARD RJ020141 0.2 TC026358 0.2 F

BEARNG REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 7 X 02 RECONNECTED QD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING BRAKE ASSEMBLY QUICK DISCONNECT RJ020141 0.2 TC026358 0.2 F

AT DRAG BEAM DISCONNECTED

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 7 X 02 RECONNECTED QD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING BRAKE ASSEMBLY QUICK DISCONNECT RJ020141 0.2 TC026358 0.2 F

AT DRAG BEAM DISCONNECTED




Report Date: 24-Mar-2016

Page 3 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476
NEXT PHASE: 8861.5

HOURS: 8627.7
LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 8 X 02 NA NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY TUBE RJ020141 0.2 TC026358 0.2 F
DISCONNECTED FROM INLET PORT OF BRAKE AND DRAG BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 8 X 02 NA NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY TUBE RJ020141 0.2 TC026358 0.2 F
DISCONNECTED FROM INLET PORT OF BRAKE AND DRAG BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 9 X 02 REPLACED HARDWARE AND TORQUED TO 100 INCH POUNDS MR#
117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY DISC RJ020141 0.2 TC026358 0.2 F
INSTALLATION DOLT/NUTS REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 9 X 02 REPLACED HARDWARE AND TORQUED TO 100 INCH POUNDS MR#
117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY DISC RJ020141 0.2 TC026358 0.2 F
INSTALLATION DOLT/NUTS REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 10 X 02 REPLACED DISC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY ROTATING DISC  RJ020141 0.2 TC026358 0.2 F
(2 EACH) REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 10 X 02 REPLACED DISC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY ROTATING DISC  RJ020141 0.2 TC026358 0.2 F
(2 EACH) REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 11 X 02 REPLACED DISC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY STATIONARY RJ020141 0.2 TC026358 0.2 F
DISC REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 11 X 02 REPLACED DISC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY STATIONARY RJ020141 0.2 TC026358 0.2 F
DISC REMOVED
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 12 X 02 REPLACED PADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY PADS REMOVED RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 12 X 02 REPLACED PADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY PADS REMOVED RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 13 X 02 REPLACED INSULATORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY INSULATORS RJ020141 0.2 TC026358 0.2 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 13 X 02 REPLACED INSULATORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR BRAKE ASSEMBLY INSULATORS RJ020141 0.2 TC026358 0.2 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY BEARINGS DUE 0 TC026358 0.2 F
PACKING
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND MAIN LANDING GEAR WHEEL ASSEMBLY BEARINGS DUE 0 TC026358 0.2 F
PACKING
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 15 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INBOARD SIDE OF WHEEL FOR 0.010 INCH CLEARENCE 0 TC026358 0.2 F
BETWEEN BRAKE HOUSING AND WHEEL
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Aug-2014 15 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INBOARD SIDE OF WHEEL FOR 0.010 INCH CLEARENCE 0 TC026358 0.2 F

BETWEEN BRAKE HOUSING AND WHEEL
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 16 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR SERVICING OF TIRE 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 16 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR SERVICING OF TIRE 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE TO CHECK BRAKES 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE TO CHECK BRAKES 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 18 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 18 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 19 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 19 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 TC026358 0.2 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:

Current Status W:

26-Aug-2015

Page 6 of 2265

To 24-Mar-2016

8627.7

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 20 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 20 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 TC026358 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Aug-2014 11:40PM 6 X JHO015230 8259.8 28-Aug-2014 8259.8 0 A 03
FAULT WRITE-UP: ACTION TAKEN:
LOWER TAIL WHEEL LOCKPIN BUSHING UNSEATED REPLACED TAIL WHEEL LOCK PIN BUSHING IAW EM 0013 WP 472
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 KM021457 0.7 F
X G 2 03 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 1 X 03 REMOVED TOWING BAR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED TAIL WHEEL TOWING BAR RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 1 X 03 REMOVED TOWING BAR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED TAIL WHEEL TOWING BAR RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 2 X 03 REPLACED AND PRESSED IN NEW LOCK PIN BUSHING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
KNOCKED LOCK PIN BUSHING UP OUT FROM TAIL WHEEL FORK RJ020141 0.2 TC026358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 2 X 03 REPLACED AND PRESSED IN NEW LOCK PIN BUSHING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
KNOCKED LOCK PIN BUSHING UP OUT FROM TAIL WHEEL FORK RJ020141 0.2 TC026358 0.2 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
LAST MISSION:

Current Status O:

26-Aug-2015
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To 24-Mar-2016

8627.7

Current Status W:

DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 3 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 TC026358 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 3 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 TC026358 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 4 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 TC026358 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Aug-2014 4 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 TC026358 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 29-Aug-2014 12:34 AM 1 X COMGEN  8265.6 29-Aug-2014 8265.6 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was COMPLETED OK IAW 11-6140-203-23&P
Due at: 25-Aug-2014. Upgrade to Red X Status on 29-Aug-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 SK015001 1 F
o o 1 09B0O1A o 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Aug-2014 1 / 09BO1A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BATTERY COVER 0 CM012632 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Aug-2014 1 / 09BO1A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BATTERY COVER 0 CM012632 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 1 / 09BO1A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BATTERY COVER 0 SK015001 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 1 / 09BO1A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BATTERY COVER 0 SK015001 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 2 X 09BO1A RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BREAK AWAY SAFETY FROM SLAB BATTERY CLAMP RODS  JB014458 0.1 CM012632 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 2 X 09BO1A RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BREAK AWAY SAFETY FROM SLAB BATTERY CLAMP RODS  JB014458 0.1 CM012632 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 2 X 09BO1A RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BREAK AWAY SAFETY FROM SLAB BATTERY CLAMP RODS  JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 2 X 09BO1A RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BREAK AWAY SAFETY FROM SLAB BATTERY CLAMP RODS  JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 3 X 09BO1A TIGHTEND CLAMP RODS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CLAMP RODS ON SLAB BATTERY JB014458 0.1 CM012632 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Aug-2014 3 X 09BO1A TIGHTEND CLAMP RODS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CLAMP RODS ON SLAB BATTERY JB014458 0.1 CM012632 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 3 X 09B01A TIGHTEND CLAMP RODS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMP RODS ON SLAB BATTERY JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 3 X 09B01A TIGHTEND CLAMP RODS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMP RODS ON SLAB BATTERY JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 4 X 09B01A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SLAB BATTERY ELECTRICAL CONNECTOR JB014458 0.1 CM012632 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 4 X 09B01A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SLAB BATTERY ELECTRICAL CONNECTOR JB014458 0.1 CM012632 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 4 X 09B01A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SLAB BATTERY ELECTRICAL CONNECTOR JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 4 X 09B01A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SLAB BATTERY ELECTRICAL CONNECTOR JB014458 0.1 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 5 X 09B01A REINSTALLED SLAB BATTERY IAW EM0013 WP 0870
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SLAB BATTERY JB014458 0.1 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 5 X 09B01A REINSTALLED SLAB BATTERY IAW EM0013 WP 0870
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SLAB BATTERY JB014458 0.1 CM012632 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 5 X 09B01A REINSTALLED SLAB BATTERY IAW EM0013 WP 0870
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SLAB BATTERY JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 5 X 09B01A REINSTALLED SLAB BATTERY IAW EM0013 WP 0870
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SLAB BATTERY JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 6 - 09B01A COMP MOC OK IAW EM 0013 WP 0106
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELETRICAL SYSTEM MOC DUE 0 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 6 - 09B01A COMP MOC OK IAW EM 0013 WP 0106
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELETRICAL SYSTEM MOC DUE 0 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 6 - 09B01A COMP MOC OK IAW EM 0013 WP 0106
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELETRICAL SYSTEM MOC DUE 0 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 6 - 09B01A COMP MOC OK IAW EM 0013 WP 0106
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELETRICAL SYSTEM MOC DUE 0 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 7 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 CM012632 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 7 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CHECK DUE 0 CM012632 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 7 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 7 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 8 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CM012632 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 8 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CM012632 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 8 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 8 - 09B01A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SK015001 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Aug-2014 7:25 AM 8 X JG012550 8265.6 29-Aug-2014 8265.6 0 P 02B14
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE COWLING LATCH BRACKET CRACKED REPLACED #2 ENGINE COWLING LATCH BRACKET IAW EM0013
WP 324
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 JG012550 0.6 F
K G 1 02B14 O 0
DELAY

13-2s to Follow




Page 12 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 1 X 02 REPLACED COTTER KEYS IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (3 EACH) COTTER KEYS JB014458 0.1 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 2 X 02 INSTALLED AND TORQUED TO 50 IN LBS MR#126755 IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2 EACH) HARDWARE FROM LOCKING TUBE TO HANDLE JB014458 0.1 JG012550 0.1 F
SUPPORT
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 3 X 02 INSTALLED IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2 EACH) LOCKING TUBES JB014458 0.1 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 4 X 02 INSTALLED IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LATCH HANDLE JB014458 0.1 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 5 X 02 INSTALLED IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (6 EACH) HANDLE SUPPORT HARDWARE JB014458 0.1 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 6 X 02 REPLACED SUPPORT BRACKET IAW EM 0013 WP 324
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HANDLE SUPPORT JB014458 0.1 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 7 - 02 COMPLETED FOD INSP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Aug-2014 8 - 02 COMPLETED TOOL INVENTORY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JG012550 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2014 7:45 PM 1 X JM072086 8270.6 03-Sep-2014 8270.6 0 B 02A03A
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOTS SEAT BELT RESTRAINT ROUTED INCORRECTLY. RE-ROUTED ICS CABLE IAW EM0013 WP 238
DIFFICULT TO OPERATE SEAT BELT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JF014874 0.5 VD026252 0.5 F
T K 4 02A03A O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2014 1 X 02A03A REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (2EA) ADEL CLAMPS JF014874 0.2 VD026252 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2014 2 - 02A03A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ 0 VD026252 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2014 3 - 02A03A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 VD026252 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Sep-2014 1:05 AM 5 X AMO015683 8272.2 09-Sep-2014 8279.4 0 A 02

FAULT WRITE-UP:

CO PILOTS GREENHOUSE IS LEAKING AROUND THE HARDWARE
AS MARKED IN WHITE

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
X G 2 02 O 0

DELAY

ACTION TAKEN:

SEE GREENHOUSE HARDWARE REPLACEMENT AND FOLLOW ON
MAINT IN PAPER FLT PACK DATED 09 SEP 14, PAGE 15, ENTRY #3
AND PAGES 17 AND 18.

TIPID MMH
JB014458 0.1

PID
CK014224

MMH TYPE
0.1 O
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 09-Sep-2014 9:24 AM 8 X AS011060 8279.4 09-Sep-2014 8279.4 0 1 00

FAULT WRITE-UP:

I/G/B S/N A005-01255 DUE DRAIN FLUSH AND RESAMPLE AFTER
FIRST FLIGHT CYCLE

ACTION TAKEN:
SERVICED IAW WP 1658. TM- EM0013

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS PW015674 1.5 WJ022169 2 F
H G 2 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGB FAIRING PW015674 0.2 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CHIP DETECTOR PW015674 0.2 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 3 X 00 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED DRAIN HOSE. PW015674 0.2 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 4 X 00 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED IGB PW015674 0.2 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SELF CLOSING VALVE SAFETY. PW015674 0.2 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 6 X 00 REINSTALLED. TQ 1/3 TURN PAST RISE IN TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SELF CLOSING VALVE PW015674 0.2 WJ022169 0.2 F
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Report Date: To 24-Mar-2016

24-Mar-2016 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 WJ022169 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 WJ022169 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2014 9:27 AM 9 X AS011060 8279.4 09-Sep-2014 8279.4 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
APU S/N 836118 DUE BASELINE OIL SAMPLE SAMPLE TAKEN IAW EM0013, WP1717 AND TB 43-0211, CH. 7
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SR020200 0.5 GD020513 0.5 F
H G 2 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2014 1 - 00 FOD CHECK COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 GD020513 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2014 2 - 00 TOOLBOX INV COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE. 0 GD020513 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Sep-2014 3:10 AM 5 X JT012790 8288.5 12-Sep-2014 8288.5 0 A 03
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL FOLK BUSHES UNSEATED REPLACED TAIL WHEEL LOCK PIN FORK BUSHING IAW EM 0013
WP 471
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 TC026358 0.5 F
X G 2 03 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Sep-2014 1 X 03 REMOVED TOW BAR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED TOW BAR ON AIRCRAFT RJ020141 0.2 TC026358 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Sep-2014 2 X 03 REPLACED LOCK PIN BUSHING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL WHEEL FORK LOCK PIN BUSHING RJ020141 0.2 TC026358 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Sep-2014 3 - 03 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 TC026358 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Sep-2014 4 - 03 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE 0 TC026358 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 5:33 AM 2 X LF026464  8291.1 18-Sep-2014 8291.1 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
ACFT. BATTERY DISCONNECTED FOR STATIC DISPLAY. CONNECTED BATTERY IAW TM 11-6140 -203 23P PARA. 2.4 DC
ELECTRICAL MOC OK IAW EM0013 WP 106
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LB021686 0.6 CF026288 1 F
K G 2 00 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2014 1 - 00 COMP IAW EM0013 WP106

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DC ELCTRICAL MOC DUE FOR DISSCONNECT SLAB 0 CF026288 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2014 1 - 00 COMP IAW EM0013 WP106

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DC ELCTRICAL MOC DUE FOR DISSCONNECT SLAB 0 CF026288 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2014 1 - 00 COMP IAW EM0013 WP106

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DC ELCTRICAL MOC DUE FOR DISSCONNECT SLAB 0 DT026672 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 1 - 00 COMP IAW EM0013 WP106

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DC ELCTRICAL MOC DUE FOR DISSCONNECT SLAB 0 DT026672 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INV DUE 0 CF026288 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INV DUE 0 CF026288 0.2 F




Report Date: 24-Mar-2016

Page 18 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

Current Status E:

FOR: K08DD2
SERIAL NUMBER: 8524476

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS TOOL INV DUE 0 DT026672 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS TOOL INV DUE 0 DT026672 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSP DUE 0 CF026288 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSP DUE 0 CF026288 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSP DUE 0 DT026672 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSP DUE 0 DT026672 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2014 7:53 PM 1 X WEO026337 8291.1 25-Sep-2014 8291.1 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
REMOVED MAIN ROTOR HEAD FOR HUB TBO REPLACED MAIN ROTOR HUB IAW EM 0013 WP 556. NEW HUB S/N
D308-00318
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 5 WE026337 4 F
K G 1 05 -7
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 WE026337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 WE026337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 2 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 2 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 3 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM RED MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 3 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM RED MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 5 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 5 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 6 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 6 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 7 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 7 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 8 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 8 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 9 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLUE MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 9 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLUE MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 10 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 10 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 11 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 11 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 12 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 12 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 13 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 13 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 14 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 14 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 15 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM YELLOW MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 15 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM YELLOW MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 16 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 16 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F




Page 23 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 17 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 17 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 18 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 18 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 19 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 19 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE-ICE CANON PLUG JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 20 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 20 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING JD020647 0.1 DH026838 0.5 F




Page 24 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 21 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLACK MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 21 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLACK MAIN ROTOR BLADE PINS (2 JD020647 0.1 DH026838 0.5 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 22 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 22 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LEAD PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 23 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 23 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LAG PIN JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 24 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 24 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR BLADE JD020647 0.1 DH026838 0.5 F




Page 25 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 25 / 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MODULE DRIP PAN 0 WE026337 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 25 / 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MODULE DRIP PAN 0 WE026337 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN JA015264 0.5 JL026004 3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN JA015264 0.5 JL026004 3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN JA015264 0.5 WB021098 3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN JA015264 0.5 WB021098 3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 27 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE CANON PLUGS AT DISTRIBUTOR NWO014904 0.3 JJ026611 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 27 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE CANON PLUGS AT DISTRIBUTOR NWO014904 0.3 JJ026611 0.5 F




Page 26 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 28 X 02 REPLACED TQ TO 110 INLBS MR#117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BIFILAR COVER MOUNT BOLTS NW014904 0.3 JJ026611 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 28 X 02 REPLACED TQ TO 110 INLBS MR#117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BIFILAR COVER MOUNT BOLTS NW014904 0.3 JJ026611 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 29 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR NW014904 0.3 JJ026611 0.5 F
ASSEMBLY
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 29 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR NW014904 0.3 JJ026611 0.5 F
ASSEMBLY
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 30 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR DE-ICE STAND PIPE NW014904 0.3 JJ026611 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 30 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR DE-ICE STAND PIPE NW014904 0.3 JJ026611 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 31 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129481
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING BOLTS JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 31 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129481
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR SHAFT NUT LOCK RING BOLTS JD020647 0.2 SB026773 0.2 F




Page 27 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 32 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 32 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 33 X 02 REPLACED TQ. TO 780 IN. LBS. IN 250 IN. LBS. STEPS AND STABILIZED AT
EACH STEP MR# 129481 & 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS JD020647 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 33 X 02 REPLACED TQ. TO 780 IN. LBS. IN 250 IN. LBS. STEPS AND STABILIZED AT
EACH STEP MR# 129481 & 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS JD020647 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 33 X 02 REPLACED TQ. TO 780 IN. LBS. IN 250 IN. LBS. STEPS AND STABILIZED AT
EACH STEP MR# 129481 & 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS JD020647 0.2 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 33 X 02 REPLACED TQ. TO 780 IN. LBS. IN 250 IN. LBS. STEPS AND STABILIZED AT
EACH STEP MR# 129481 & 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS JD020647 0.2 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 34 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 34 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR SHAFT NUT TANG LOCK JD020647 0.2 SB026773 0.2 F




Page 28 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 35 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT WASHER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 35 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT WASHER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 36 X 02 REPLACED TQ TO 425 INLBS MR#129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS PWO015674 0.2 JJ026611 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 36 X 02 REPLACED TQ TO 425 INLBS MR#129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS PW015674 0.2 JJ026611 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 36 X 02 REPLACED TQ TO 425 INLBS MR#129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS PW015674 0.2 JR026690 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 36 X 02 REPLACED TQ TO 425 INLBS MR#129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS PW015674 0.2 JR026690 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 37 X 02 RAISED GAP WAS .018
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED MAIN ROTOR LOWER PRESSURE PLATE PW015674 0.2 JJ026611 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 37 X 02 RAISED GAP WAS .018
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED MAIN ROTOR LOWER PRESSURE PLATE PW015674 0.2 JJ026611 0.5 F




Page 29 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 37 X 02 RAISED GAP WAS .018
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED MAIN ROTOR LOWER PRESSURE PLATE PW015674 0.2 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 37 X 02 RAISED GAP WAS .018
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED MAIN ROTOR LOWER PRESSURE PLATE PW015674 0.2 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 38 X 02 REPLACED S/N 4056
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES PWO015674 0.2 JJ026611 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 38 X 02 REPLACED S/N 4056
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES PW015674 0.2 JJ026611 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 38 X 02 REPLACED S/N 4056
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES PW015674 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 38 X 02 REPLACED S/N 4056
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES PW015674 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.5 F
HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.5 F

HARDWARE AT SWASHPLATE




Page 30 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.5 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.5 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT PWO015674 0.2 JJ026611 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.5 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.5 F

HARDWARE AT SWASHPLATE




Page 31 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.5 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.5 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 42 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PWO015674 0.2 JJ026611 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 42 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 42 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 42 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.5 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.4 F

HARDWARE AT SWASHPLATE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 44 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PWO015674 0.2 JJ026611 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 44 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 44 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 44 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.3 F

HARDWARE AT SWASHPLATE




Page 33 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PWO015674 0.2 JJ026611 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.4 F

HARDWARE AT SWASHPLATE




Page 34 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER PW015674 0.2 JR026690 0.4 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 48 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PWO015674 0.2 JJ026611 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 48 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 48 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 48 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JR026690 0.4 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER PW015674 0.2 JJ026611 0.3 F

HARDWARE AT SWASHPLATE




Page 35 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 50 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.4 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 50 X 02 REPLACED TQ TO 650 ILBS MR#129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT PW015674 0.2 JJ026611 0.4 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY JD020647 0.2 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY JD020647 0.2 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY JD020647 0.2 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY JD020647 0.2 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 52 - 02 COMPLETE/ FAILED MR 126472
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON LOWER PRESSURE 0 SB026773 1 F

PLATE INSERTS

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 52 - 02 COMPLETE/ FAILED MR 126472
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON LOWER PRESSURE 0 SB026773 1 F

PLATE INSERTS




Page 36 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER OUTBOARD  JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER OUTBOARD  JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 54 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 54 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 55 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER INBOARD ~ JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 55 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER INBOARD ~ JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 56 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 56 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F




Page 37 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 57 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 57 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 58 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 58 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 59 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 59 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 60 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER INBOARD  JD020647 0.2 SB026773 0.2 F

HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 60 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER INBOARD  JD020647 0.2 SB026773 0.2 F

HARDWARE




Page 38 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

26-Aug-2015
Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 61 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 61 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 62 X 02 REINSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 62 X 02 REINSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 63 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F

OUTBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 63 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F

OUTBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 64 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 64 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F




Page 39 of 2265
Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS

wuc ACTION TAKEN
18-Sep-2014 65 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F
INBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 65 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F
INBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 66 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 66 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 67 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 67 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 68 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F
OUTBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 68 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER JD020647 0.2 SB026773 0.2 F
OUTBOARD HARDWARE




Page 40 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS: 8627.7
26-Aug-2015

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 69 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 69 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER OUTBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 70 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER INBOARD ~ JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 70 X 02 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER INBOARD ~ JD020647 0.2 SB026773 0.2 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 71 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 71 X 02 REPLACED TQ. TO 1450 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER INBOARD HARDWARE JD020647 0.2 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 72 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 72 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER JD020647 0.2 JR026690 0.2 F




Page 41 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 73 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 73 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 74 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 74 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 75 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 75 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 76 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 76 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DAMPER BRACKET JD020647 0.1 SB026773 0.3 F




Page 42 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 77 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 77 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 78 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 78 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 79 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 79 X 02 REPLACED TQ. TO 230 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DAMPER BRACKET MOUNT HARDWARE JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 80 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DAMPER BRACKET JD020647 0.1 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 80 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DAMPER BRACKET JD020647 0.1 SB026773 0.3 F




Page 43 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 81 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM RED MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 SB026773 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 81 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM RED MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 SB026773 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 82 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 82 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 83 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 83 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 84 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRINGS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 84 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR DROOP STOP SPRINGS JD020647 0.1 SB026773 0.2 F




Page 44 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 85 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR DROOP STOP HEATER PIN CANON JD020647 0.1 SB026773 0.2 F
PLUG

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 85 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR DROOP STOP HEATER PIN CANON JD020647 0.1 SB026773 0.2 F
PLUG

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 86 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DROOP STOP JD020647 0.1 SB026773 0.2 F
HEATER PIN

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 86 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DROOP STOP JD020647 0.1 SB026773 0.2 F
HEATER PIN

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 87 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 87 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 88 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DROOP STOP CAM JD020647 0.1 SB026773 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 88 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED DROOP STOP CAM JD020647 0.1 SB026773 0.2 F




Page 45 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 89 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE MOUNT HARDWARE JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 89 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE MOUNT HARDWARE JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 90 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR DROOP STOP SPRING CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 90 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR DROOP STOP SPRING CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 91 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 91 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 92 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 92 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 SB026773 1 F




Page 46 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Sep-2014 93 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLUE MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 JR026690 0.2 F

STOP MOUNT BOLTS

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 93 X 02 REPLACED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 JR026690 0.2 F

STOP MOUNT BOLTS

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 94 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 94 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 95 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 95 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 96 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP SPRINGS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 96 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP SPRINGS JD020647 0.1 JR026690 0.2 F




Page 47 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 97 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 97 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 98 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 98 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 99 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 99 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 100 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DROOP STOP CAM JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 100 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP CAM JD020647 0.1 JR026690 0.2 F




Page 48 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 101 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 101 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 102 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DROOP STOP SPRING CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 102 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DROOP STOP SPRING CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 103 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 103 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 104 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 104 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 JR026690 1 F




Page 49 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 105 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM YELLOW MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 SB026773 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 105 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM YELLOW MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 SB026773 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 106 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 106 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 107 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 107 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 108 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP SPRINGS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 108 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRINGS JD020647 0.1 SB026773 0.2 F




Page 50 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 109 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 109 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 110 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 110 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 111 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 111 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP HEATER PIN JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 112 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP CAM JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 112 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP CAM JD020647 0.1 SB026773 0.2 F




Page 51 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 113 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 113 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 114 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRING CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 114 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRING CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 115 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 115 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 116 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 116 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 SB026773 1 F




Page 52 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 117 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLACK MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 JR026690 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 117 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLACK MAIN ROTOR SPINDLE ANTI-FLAP JD020647 0.1 JR026690 0.2 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 118 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 118 X 02 REINSTALLED TQ. TO 190 IN. LBS. MR# 129480
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 119 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 119 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 120 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRINGS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 120 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP SPRINGS JD020647 0.1 JR026690 0.2 F




Page 53 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 121 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 121 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK DROOP STOP HEATER PIN CANON PLUG JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 122 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 122 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 123 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 123 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP HEATER PIN JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 124 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP CAM JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 124 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP CAM JD020647 0.1 JR026690 0.2 F




Page 54 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 125 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 125 X 02 REPLACED TQ. TO 1010 IN. LBS. MR# 129374

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE MOUNT BOLTS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 126 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP SPRING CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 126 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP SPRING CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 127 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 127 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS JD020647 0.1 JR026690 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 128 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 128 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE ASSEMBLY JD020647 0.1 JR026690 1 F




Page 55 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 129 X 02 REPLACED. TQ. AND STABILIZED TO 940 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 129 X 02 REPLACED. TQ. AND STABILIZED TO 940 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 129 X 02 REPLACED. TQ. AND STABILIZED TO 940 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 129 X 02 REPLACED. TQ. AND STABILIZED TO 940 IN. LBS. MR# 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 130 X 02 REPLACED INSTALLED NEW SPLIT CONES MATCHED SET S/N S-04466
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE SPLIT CONES JD020647 0.3 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 130 X 02 REPLACED INSTALLED NEW SPLIT CONES MATCHED SET S/N S-04466
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE SPLIT CONES JD020647 0.3 SB026773 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 131 X 02 REINSTALLED. GAP DIFFERENCE OF 0.008 (PASSED)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 131 X 02 REINSTALLED. GAP DIFFERENCE OF 0.008 (PASSED)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR UPPER PRESSURE PLATE JD020647 0.1 JR026690 0.5 F




Page 56 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 131 X 02 REINSTALLED. GAP DIFFERENCE OF 0.008 (PASSED)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 131 X 02 REINSTALLED. GAP DIFFERENCE OF 0.008 (PASSED)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 132 X 02 REPLACED TQ. TO 3000 IN. LBS. (250 FT. LBS.) MR# 114982
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 132 X 02 REPLACED TQ. TO 3000 IN. LBS. (250 FT. LBS.) MR# 114982
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 132 X 02 REPLACED TQ. TO 3000 IN. LBS. (250 FT. LBS.) MR# 114982
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 132 X 02 REPLACED TQ. TO 3000 IN. LBS. (250 FT. LBS.) MR# 114982
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 133 X 02 REPLACED AND INSTALLED S/N D308-00318
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB JD020647 0.1 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 133 X 02 REPLACED AND INSTALLED S/N D308-00318
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR HUB JD020647 0.1 JR026690 1 F




Page 57 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 133 X 02 REPLACED AND INSTALLED S/N D308-00318
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 133 X 02 REPLACED AND INSTALLED S/N D308-00318
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB JD020647 0.1 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 134 X 02 REPLACED TQ. TO 100 FT. LBS. (1200 IN. LBS.) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 134 X 02 REPLACED TQ. TO 100 FT. LBS. (1200 IN. LBS.) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS JD020647 0.1 JR026690 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 134 X 02 REPLACED TQ. TO 100 FT. LBS. (1200 IN. LBS.) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 134 X 02 REPLACED TQ. TO 100 FT. LBS. (1200 IN. LBS.) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS JD020647 0.1 SB026773 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 135 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 WE026337 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 135 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 WE026337 0.2 F

ON OPERATIONS




Page 58 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 136 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 WE026337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 136 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 WE026337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 137 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 WE026337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 137 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 WE026337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 138 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 WE026337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 138 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 WE026337 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 139 - 05 COMPLETED TQ. CHECK PASSED AT 18 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TQ. CHECK DUE ON UPPER PRESSURE PLATE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 139 - 05 COMPLETED TQ. CHECK PASSED AT 18 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TQ. CHECK DUE ON UPPER PRESSURE PLATE INSERTS 0 SB026773 0.3 F




Page 59 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 140 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON RED M/R SPINDLE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 140 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON RED M/R SPINDLE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 141 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLACK M/R SPINDLE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 141 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLACK M/R SPINDLE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 142 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TORQUE CHECK DUE ON YELLOW M/R SPINDLE 0 SB026773 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 142 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TORQUE CHECK DUE ON YELLOW M/R SPINDLE 0 SB026773 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 143 - 05 DUPLICATE ENTREY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON YELLOW M/R SPINDLE INSERTS 0 SB026773 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 143 - 05 DUPLICATE ENTREY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAKAWAY TORQUE CHECK DUE ON YELLOW M/R SPINDLE INSERTS 0 SB026773 0.1 F




Page 60 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 144 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON RED DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 144 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON RED DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 145 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLACK DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 145 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLACK DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 146 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TORQUE CHECK DUE ON YELLOW DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 146 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK AWAY TORQUE CHECK DUE ON YELLOW DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 147 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLUE M/R SPINDLE INSERTS 0 SB026773 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 147 - 05 COMPLETED TQ. CHECK PASSED AT 14 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAKAWAY TORQUE CHECK DUE ON BLUE M/R SPINDLE INSERTS 0 SB026773 0.3 F




Page 61 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 148 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLUE DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 148 - 05 COMPLETED TQ. CHECK PASSED AT 6.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON BLUE DAMPER BRACKET 0 JR026690 0.3 F
INSERTS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 149 - 05 COMPLETED TQ. CHECK PASSED AT 9.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE FOR REPLACEMENT OF LOWER 0 SB026773 0.5 F

PRESSURE PLATE INSERTS

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 149 - 05 COMPLETED TQ. CHECK PASSED AT 9.5 IN. LBS. MR# 124366
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE FOR REPLACEMENT OF LOWER 0 SB026773 0.5 F

PRESSURE PLATE INSERTS

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 150 X 05 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOCK RINGS FROM HUB TO SHAFT BOLTS 2EA. JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 150 X 05 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOCK RINGS FROM HUB TO SHAFT BOLTS 2EA. JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 151 X 05 REINSTALLED TQ. TO 190 IN. LBS. MR# 126757

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HUB TO SHAFT BOLTS LOCK RING HARDWARE 4EA. JD020647 0.1 SB026773 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 151 X 05 REINSTALLED TQ. TO 190 IN. LBS. MR# 126757

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HUB TO SHAFT BOLTS LOCK RING HARDWARE 4EA. JD020647 0.1 SB026773 0.2 F




Page 62 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 152 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR MAST NUT JD020647 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 152 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR MAST NUT JD020647 0.2 JR026690 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 152 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR MAST NUT JD020647 0.2 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 152 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR MAST NUT JD020647 0.2 SB026773 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 153 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR THIRD SHIFT AVIONICS. 0 JL026004 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 153 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR THIRD SHIFT AVIONICS. 0 JL026004 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 154 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR THIRD SHIFT AVIONICS. 0 JL026004 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 154 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE FOR THIRD SHIFT AVIONICS. 0 JL026004 0.2 F




Page 63 of 2265
Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 154 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR THIRD SHIFT AVIONICS. 0 WB021098 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 154 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR THIRD SHIFT AVIONICS. 0 WB021098 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2014 7:54 PM 2 X WE026337 82911 20-Sep-2014 8291.1 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENGINE FOR COLD SECTION TBO REPLACED #2 ENGINE WITH S/N GE-E-306961 IAW EM 0013 WP
490
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 2 HW021802 4 F
K G 1 04 0 -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 1 X 02

REINSTALLED, TORQUED @ 140 IN/LBS, T/W MR # 126446.
FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT TO INPUT COUPLING FLANGE BOLTS REMOVED  JD020647 0.1 MP026871 0.3

F
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT DISCONNECTED FROM INPUT FLANGE JD020647 0.1 MP026871 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 3 X 02 REINSTALLED, TORQUED @ 190 IN/LBS., T/W MR # 129484.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE MOUNT BOLTS REMOVED FROM JD020647 0.1 MP026871 0.2 F
INPUT GIMBAL
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 4 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE DISCONNECTED FROM INPUT JD020647 0.1
GIMBAL

MP026871 0.1




Page 64 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 5 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE PAS ROTARY INPUT DISCONNECTED AT HMU JD020647 0.1 HW021802 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 6 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE LDS ROTARY INPUT DISCONNECTED AT HMU JD020647 0.1 HW021802 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 7 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE PAS/LDS CABLE CLAMP DISCONNECTED FROM IPS BLOWER JD020647 0.1 HW021802 0.2 F

DUCT #2 ONLY

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 8 X 02 REINSTALLED TQ TO 70INLBS MR 126446
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE IPS BLOWER DUCT V BAND REMOVED JD020647 0.1 HW021802 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 9 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE IPS BLOWER DUCT REMOVED JD020647 0.2 HW021802 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 10 X 02 REINSTALLED TQ TO 45INLBS MR 126446
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE CLAMP REMOVED FROM STARTER JD020647 0.1 HW021802 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 11 X 02 REINSTALLED TQ TO 45INLBS MR 126446
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE CLAMP REMOVED FROM FIREWALL HOSE JD020647 0.2 HW021802 0.2 F
FITTING
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE START AIR TUBE REMOVED JD020647 0.1 HW021802 0.3 F




Page 65 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Sep-2014 13 X 02 RECONNECTED TQ TO 45INLBS MR 126446

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CROSS BLEED AIR TUBE HOSE CLAMP REMOVED AT JD020647 0.1 HW021802 0.3 F

FIREWALL FITTING

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 14 X 02 REINSTALLED, TORQUED @ 40 IN/LBS., T/W MR # 126446.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DESWIRL CLAMP REMOVED JD020647 0.1 HW021802 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 15 - 02 COMPLETED INSPECTION, NO DISCREPANCIES NOTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTON OF DESWIRL CLAMP FOR CRACKS, IAW TM 1-1520-237-6 0 MP026871 0.5 F

WP 0490, REQUIRED PRIOR TO INSTALLATION

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 16 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DESWIRL DUCT REMOVED JD020647 0.1 MP026871 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 17 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE WHITE ELECTRICAL HARNESS CANNON PLUGS (2 PLACES) JD020647 0.1 HW021802 0.3 F

DISCONNECTED AT FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 18 X 02 RECONNECTED, TORQUED @ 470 IN/LBS., T/W MR # 129374
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE MAN FUEL LINE DISCONNECTED AT ENGINE DRIVEN FUEL JD020647 0.1 MP026871 0.1 F
PUMP

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 19 X 02 RECONNECTED, TORQUED @ 220 IN/LBS., T/W MR # 129484.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE COMMON DRAIN LINE DISCONNECTED FROM DRAIN JD020647 0.1 MP026871 0.1 F

MANIFOLD TUBE

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Sep-2014 20 X 02 RECONNECTED, TORQUED @ 150 IN/LBS., T/W MR # 129484.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE COMBUSTOR DRAIN LINE DISCONNECTED JD020647 0.1 HW021802 0.1 F




Page 66 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 21 X 02 REINSTALLED TQ TO 150INLBS MR 126446
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
POU (D4) DRAIN LINE DISCONNECTED AT POU MANIFOLD JD020647 0.1 MP026871 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 22 X 02 REINSTALLED, TORQUED @ 190 IN/LBS., T/W MR # 129484.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE OUTER MOUNT LINKS AIRFRAME ATTACHING HARDWARE JD020647 0.1 HW021802 0.1 F
REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 23 X 02 REINSTALLED, TORQUED @ 190 IN/LBS., T/W MR # 129484.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE INNER MOUNT LINKS AIRFRAME ATTACHING HARDWARE JD020647 0.1 HW021802 0.1 F
REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 24 X 02 REINSTALLED, TIGHTENED NUTS FINGER TIGHT, ADVANCED TO NEXT
CASTELLATION AND INSTALLED COTTER PIN.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CENTER MOUNT LINKS AIRFRAME ATTACHING HARDWARE JD020647 0.1 HW021802 0.2 F
REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 25 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE ASSEMBLY REMOVED JD020647 0.1 HW021802 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 25 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE ASSEMBLY REMOVED JD020647 0.1 MP026871 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 26 X 02 REINSTALLED TQ TO 120INLBS MR 117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOLTS SECURING ENGINE SUPPORT TUBE TO ENGINE REMOVED JD020647 0.1 KM015559 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 27 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE SUPPORT TUBE REMOVED JD020647 0.1 KM015559 0.4 F




Page 67 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 27 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE SUPPORT TUBE REMOVED JD020647 0.1 MP026871 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 28 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT REMOVED JD020647 0.1 KM015559 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 28 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT REMOVED JD020647 0.1 MP026871 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 29 - 02 LCF1 : 03596 LCF2:20130 INDEX:07745 HOURS: 7579
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HISTORY RECORDER READINGS DUE 0 MP026871 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 30 - 02 COMPLETED INSPECTION, NO DISCREPANCIES NOTED. AXIAL PLAY IS
0.13 INCHES, DIAL INDICATOR MR # 126905.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 MP026871 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 31 - 02 INSPECTION COMPLETED / NEW STYLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 MP026871 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 32 - 02 COMPLETED, NO DISCREPANCIES NOTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 MP026871 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 33 - 02 COMPLETED, NO DISCREPANCIES NOTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ELASTOMERIC GIMBAL 0 MP026871 0.2 F




Page 68 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 34 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL INPUT MODULE TORQUE REACTOR PLATE PART NUMBER JD020647 0.1 MP026871 0.1 F
410404-1
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 35 - 02 TORQUE CHECK GOOD @ 650 IN/LBS., T/W MR # 129484 IAW EM0013 W/P
0490.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT FLANGE MOUNT NUT TORQUE CHECK REQUIRED 0 MP026871 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 36 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM AN ENGINE OUTPUT SHAFT INSPECTION AFTER 0 MP026871 0.3 F
DISCONNECT
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 37 - 02 COMPLETED, NO DISCREPANCIES NOTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 MP026871 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 38 X 02 REINSTALLED TQ 50 IN LB. MR 129378
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE CHIP DETECTOR JD020647 0.1 HW021802 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 39 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CHIP DETECTOR SCREEN REMOVED JD020647 0.1 LD026633 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 - 02 COMPLETE, OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CHIP DETECTOR CIRCUIT TEST DUE 0 DwW026040 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 40 - 02 COMPLETE, OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE CHIP DETECTOR CIRCUIT TEST DUE 0 LD026633 0.3 F




Page 69 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 41 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED (TO BE RE-ENTERED ON 2408- 0 WE026337 0.2 F
13-1)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 42 X 02 N\A INLET REMOVED ON ITS OWN ENTRY SEE ENTRY DATED 18SEP2014
ITEM #3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TI FOD INSPECTION DUE OF ENGINE INLET AREA PRIOR TO INLET JD020647 0.1 JD020647 0.1 F
INSTALLATION
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 43 - 02 N/A RECIEVED PROPERLY SERVICE FROM ENGINE SHOP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN AND RESERVICE ENGINE OIL (ANNOTATE TYPE OF OIL 0 WE026337 0.2 F
SERVICED WITH)
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 44 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 WE026337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 45 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 WE026337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 04 REINSTALLED ON S/N GE-D-006961
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHITE HARNESS JD020647 0.1 HI026705 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 46 X 04 REINSTALLED ON S/N GE-D-006961
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHITE HARNESS JD020647 0.1 HS026118 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 47 - 04 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE FOR 2ND SHIFT AVIOINCS 0 H1026705 0.3 F




Page 70 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 47 - 04 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE FOR 2ND SHIFT AVIOINCS 0 HS026118 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 48 - 04 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE FOR 2ND SHIFT AVIONICS 0 H1026705 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 48 - 04 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE FOR 2ND SHIFT AVIONICS 0 HS026118 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 49 - 04 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR 2ND SHIFT OWW 0 MP026871 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 50 - 04 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE FOR 2ND SHIFT OWW 0 MP026871 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 51 - 04 COMPL

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INV DUE FOR CHIP DETECTOR TEST 0 DW026040 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 51 - 04 COMPL

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INV DUE FOR CHIP DETECTOR TEST 0 LD026633 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Sep-2014 52 - 04 COMPL.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS FOD INSP DUE FOR CHIP DETECTOR TEST 0 DW026040 0.2 F




Report Date: 24-Mar-2016

Page 71 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 52 - 04 COMPL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSP DUE FOR CHIP DETECTOR TEST 0 LD026633 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2014 9:22 PM 3 X COMGEN  8291.1 26-Sep-2014 8291.1 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE INLET REMOVED REINSTALLED #2 ENG INLET IAW EM0013 WP0493.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS PWO015674 0.5 WT021711 0.8 F
O G 1 02 O -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818/P823 FROM INLET PW015674 0.2 WT021711 0.1 F

RECEPTACLE

DATE SEQNO STATUS wucC ACTION TAKEN
18-Sep-2014 2 X 02 RECONECTED, TRQ TO 45 IN LBS. MR # 126445 IAW EM 0013 WP 00493.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLEXIBLE (HOSE) COUPLING AND BLEED AIR TUBE PW015674 0.2 WTO021711 0.2 F
FROM AIR INLET
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 3 X 02 RECONNECTED HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WATERWASH HOSE FROM INLET PW015674 0.2 WT021711 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 4 X 02 RECONNECTED. IAW EM0013 WP1212.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM FIREWALL PW015674 0.2 WTO021711 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 5 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECOTR ELECTRICAL CONNECTOR (P819) PW015674 0.2 WTO021711 0.2 F

FROM FIREWALL RECEPTACLE




Page 72 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 6 X 02 RECONNECTED TRQ TO 70 IN LBS. IAW EM0013 0493, MR #126445.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED V-BAND CLAMP FROM INLET TO SWIRL FRAME PW015674 0.2 WT021711 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 7 X 02 REINSTALLED IAW EM 0013 WP 0491 TORQUE TO 55 IN LBS. MR # 126445
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH BOLT PW015674 0.2 WT021711 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 8 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH PWO015674 0.2 WTO021711 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 9 X 02 REINSTALLED ENG INLET .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE INLET ASSEMBLY PW015674 0.2 WTO021711 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 10 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INLET SCREEN INSTALLED ON ENGINE PW015674 0.2 WT021711 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 11 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PLUG INSTALLED IN ENGINE AIR TUBE FLEXIBLE HOUSE COUPLING PW015674 0.2 WT021711 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 12 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 WT021711 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 13 X 02 COMPLETED BY AFS Tl
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TI FOD INSPECTION DUE OF ENGINE INLET AREA PRIO TO INLET PW015674 0.2 PW015674 0.2 F

INSTALLATION




Page 73 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 14 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 WT021711 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Sep-2014 15 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 WT021711 0.2 F




Page 74 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2014 9:23 PM 4 X WE026337 82911 25-Sep-2014 8291.1 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#2 EYEBROW FAIRING SEAL TORN BEYOND LIMITS REPLACED #2 EYEBROW FAIRING SEAL IAW EM0013 WP261
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 0.5 JB026230 1 F
K G 1 02 O -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 1 X 02 REPLACED 11 EA RIVETS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 11 EA RIVETS JD020647 0.1 JB026230 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 2 X 02 RELPLACED SEAL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAL JD020647 0.1 JB026230 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 3 X 02 REINSTALL RETANIER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER JD020647 0.1 JB026230 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
18-Sep-2014 4 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 2ND SM 0 JB026230 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 2ND SM

0 JB026230 0.2 F




Page 75 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 19-Sep-2014 1:42 AM 1 X WE026337 8291.1 19-Sep-2014 8291.1 0 A 05

FAULT WRITE-UP:
ALL LOWER PRESSURE PLATE INSERTS REQUIRE REPLACEMENT

ACTION TAKEN:

REPLACED LOWER PRESSURE PLATE INSERTS 18 EACH IAW
EMO0013 WP 0558

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RV013799 0.1 MS021974 2 F
K G 1 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 1 X 05 REPLACED AND INSTALLED 18 NEW INSERTS TQ 90 IN/LB MR 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
18 EA INSERTS REMOVED RV013799 0.1 JR022154 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 1 X 05 REPLACED AND INSTALLED 18 NEW INSERTS TQ 90 IN/LB MR 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
18 EA INSERTS REMOVED RV013799 0.1 JR022154 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 1 X 05 REPLACED AND INSTALLED 18 NEW INSERTS TQ 90 IN/LB MR 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
18 EA INSERTS REMOVED RV013799 0.1 MS021974 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 1 X 05 REPLACED AND INSTALLED 18 NEW INSERTS TQ 90 IN/LB MR 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
18 EA INSERTS REMOVED RV013799 0.1 MS021974 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 2 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JR022154 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 2 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JR022154 0.2 F




Page 76 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 2 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 2 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JR022154 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JR022154 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MS021974 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Sep-2014 5:14 PM 7 X MP026871 8291.1 20-Sep-2014 8291.1 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
# 2 ENGINE INNER STRUT HAS A STIFF BEARING. #2 ENGINE INNER MOUNT STRUT REPLACED IAW EM0013 WP 494
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 0.5 HW021802 25 F
K G 1 02 O 0
DELAY

13-2s to Follow




Page 77 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 1 X 02 REPLACE CARTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE UPPER BOLT CARTER PIN JD020647 0.1 HW021802 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 2 X 02 REINSTALL BOLT AND HDW TQ 185 IN LB MR 129484
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE UPPER BOLT AND HDW JD020647 0.1 HW021802 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 3 X 02 REPLACE CARTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER BOLT CARTER PIN JD020647 0.1 HW021802 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 4 X 02 REINSTALL AND TQ TO 185IN LB MR 129484
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER BOLT AND HDW JD020647 0.1 HW021802 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 5 X 02 REPLACE INNER MOUNT STRUT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INNER MOUNT STRUT JD020647 0.1 HW021802 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 HW021802 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Sep-2014 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 HW021802 0.3 F




Page 78 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 7:35 PM 1 X CM020344 8291.1 26-Sep-2014 8291.1 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DAMPER RES LOW, NO GOLD SHOWING SERVICED IAW EM0013 WP1660
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 JD026612 0.8 F
\ G 5 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 1 X 02 SAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON MAIN ROTOR BLADE DAMPER PLUGS RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 3 X 02 REINSTALLED TORQUED TO 70 IN. LBS. MR#117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Sep-2014 4 X 02 DISCONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 5 X 02 TORQUED TO 70 IN. LBS. MR#117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Sep-2014 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAD/LAG CHECK DUE

0 JD026612 0.1 F




Page 79 of 2265

Report Date: To 24-Mar-2016

24-Mar-2016 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 7 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 8 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JD026612 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Sep-2014 3:55 PM 6 X THO021312  8291.1 27-Sep-2014 8291.1 0 4 02
FAULT WRITE-UP: ACTION TAKEN:

ALL FOUR M/R P/C ROD JAM NUTS SAFTIES REMOVED FOR TRACK
ADJUSTMENT.

INSTALLED SAFTIES IAW EM-0013, WP 0575, TQ TO 750 IN LBS, MR
#121991.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS NW014904 0.4 THO021312 0.2 F
M G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 TH021312 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 TH021312 0.1 F




Page 80 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Sep-2014 8:13 PM 10 X THO021312 82924 28-Sep-2014 8292.4 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS DOOR WILL NOT OPEN FROM INSIDE WHEN IN THE REPLACED ROLL SPRING PIN AND HANDLE RETURN SPRING
LOCKED POSITION. IAW TM 1-1520-237-23 WP0213 00
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.2 MS026867 15 F
M G 4 02 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

27-Sep-2014 1 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE DOOR HANDLE ROD SPRING PIN DL021603 0.1 LC026879 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

27-Sep-2014 1 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE DOOR HANDLE ROD SPRING PIN DL021603 0.1 LC026879 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

27-Sep-2014 1 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE DOOR HANDLE ROD SPRING PIN DL021603 0.1 MS026867 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

27-Sep-2014 1 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE DOOR HANDLE ROD SPRING PIN DL021603 0.1 MS026867 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

27-Sep-2014 2 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DOOR MECHANISM LOCKING SPRING DL021603 0.1 MS026867 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

27-Sep-2014 2 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DOOR MECHANISM LOCKING SPRING DL021603 0.1 MS026867 0.2 F




Page 81 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 3 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR COMPLETION OF TASK 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 3 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR COMPLETION OF TASK 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 4 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE FOR WORK AREA 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 4 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE FOR WORK AREA 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 5 - 02 COMPLETE, MOC OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR REPLACEMENT OF HANDLE RETURN SPRING 0 MS026867 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 5 - 02 COMPLETE, MOC OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR REPLACEMENT OF HANDLE RETURN SPRING 0 MS026867 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Sep-2014 8:15 PM 11 X TH021312  8292.4 28-Sep-2014 8292.4 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS RIGHT BREAK PEDAL BOTTOMS OUT. SERVICED PILOT R/H BRAKE MASTER CYLINDER IAW TM 1-1520-
237-23 WP0466
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.3 MS026867 25 F
M G 4 02 F -1
DELAY

13-2s to Follow




Page 82 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT L/H PEDAL BOOT HDWR DL021603 0.1 LC026879 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT L/H PEDAL BOOT HDWR DL021603 0.1 LC026879 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H PEDAL BOOT DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H PEDAL BOOT DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PEDAL BOOT HDWR DL021603 0.1 LC026879 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PEDAL BOOT HDWR DL021603 0.1 LC026879 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PEDAL BOOT DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PEDAL BOOT DL021603 0.1 LC026879 0.2 F




Page 83 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T-PANEL HDWR DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T-PANEL HDWR DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T-PANEL DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T-PANEL DL021603 0.1 LC026879 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM PILOT R/H BRAKE MASTER CYLINDER PLUG DL021603 0.1 MS026867 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM PILOT R/H BRAKE MASTER CYLINDER PLUG DL021603 0.1 MS026867 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 8 X 02 REINSTALLED BLEEDER PLUG, TQ TO 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT R/H BRAKE MASTER CYLINDER FILL PLUG DL021603 0.1 MS026867 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 8 X 02 REINSTALLED BLEEDER PLUG, TQ TO 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT R/H BRAKE MASTER CYLINDER FILL PLUG DL021603 0.1 MS026867 0.3 F




Page 84 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 9 X 02 TIGHTENED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED FLUID LEVEL SCREW DL021603 0.1 MS026867 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 9 X 02 TIGHTENED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED FLUID LEVEL SCREW DL021603 0.1 MS026867 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 10 - 02 SERVICED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SERVICED PILOT R/H BRAKE MASTER CYLINDER 0 MS026867 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 10 - 02 SERVICED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SERVICED PILOT R/H BRAKE MASTER CYLINDER 0 MS026867 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 11 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR COMPLETION OF TASK 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 11 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR COMPLETION OF TASK 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 12 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE FOR WORK AREA 0 MS026867 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 12 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE FOR WORK AREA 0 MS026867 0.3 F




Page 85 of 2265
Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

Report Date: 24-Mar-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 13 - 02 COMPLETE, MOC OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR SERVICING OF PILOT R/H BRAKE MASTER CYLINDER 0 MS026867 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 13 - 02 COMPLETE, MOC OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC DUE FOR SERVICING OF PILOT R/H BRAKE MASTER CYLINDER 0 MS026867 0.2 F




Page 86 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Sep-2014 4:32 PM 2 X DH026838 8292.4 28-Sep-2014 8292.4 0 C 03B05B
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL LOCK PIN BUSHING IN FORK ASSY IS UN SEATED . FOUND BUSHING IMPROPERLY INSTALLED , SEATED BUSHING
IAW EM 0013 WP 472.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 0.5 DH026838 2 F
K G 1 03B05B F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
28-Sep-2014 1 X 03B05B REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK PIN CLEVIS PIN COTTER PIN . JD020647 0.1 DH026838 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
28-Sep-2014 2 X 03B05B REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLIVES PIN FROM BELLCRANK. JD020647 0.1 DH026838 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
28-Sep-2014 3 X 03B05B REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK PIN . JD020647 0.1 DH026838 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
28-Sep-2014 4 - 03B05B COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE. 0 DH026838 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
28-Sep-2014 5 - 03B05B COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 DH026838 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
28-Sep-2014 6 - 03B05B COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATIONAL CHECK OF LOCK MECHANISM SYSTEM DUE . 0 DH026838 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Sep-2014 2:49 AM 1 X LD026633 8292.4 29-Sep-2014 8292.4 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS FAT GAUGE BONDING JUMPER BROKEN FROM FAT REPLACED GROUNDING STRAP IAW EM0013 WP0807
GAUGE, NEEDS REPLACING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DC014303 0.1 WHO012831 15 F
K G 2 19 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Sep-2014 1 X 19 REINSTALLED. TORQUED TO 40INLB MR#129378
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAT GAUGE MOUNTING NUT (SUN SHIELD) DC014303 0.1 WH012831 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Sep-2014 2 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COPILOT'S FAT GAUGE DC014303 0.1 WH012831 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Sep-2014 3 X 19 LIFTED AND RESECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED UPPER SWITCH PANEL TO FOM DC014303 0.1 WH012831 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Sep-2014 4 X 02 REPLACE RIVET AS NEED TO REPLACE STRAP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIVET HOLDING GROUND JUMPER TO AIRFRAME DC014303 0.1 JC014602 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Sep-2014 4 X 02 REPLACE RIVET AS NEED TO REPLACE STRAP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIVET HOLDING GROUND JUMPER TO AIRFRAME DC014303 0.1 JM015659 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Sep-2014 5 X 19 REPLACED GROUND STRAP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GROUNDING STRAP DC014303 0.1 WH012831 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 6 - 19 COMPETED MR#129235 .0020HM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EME CHECK DUE AFTER REPLACMENT OF GROUNDING STRAP 0 WHO012831 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 7 - 02 FOD INSP. COMP FOR S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHEETMETAL FOD INSPECTION DUE 0 JC014602 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 7 - 02 FOD INSP. COMP FOR S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHEETMETAL FOD INSPECTION DUE 0 JM015659 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 8 - 02 TOOL INVT. COMP. FOR S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHEET METAL TOOL INVENTORY DUE 0 JC014602 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 8 - 02 TOOL INVT. COMP. FOR S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHEET METAL TOOL INVENTORY DUE 0 JM015659 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSPECTION DUE 0 WHO012831 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Sep-2014 10 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INVENTORY DUE 0 WH012831 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014 8:51 AM 1 X JE012833 8292.4 01-Oct-2014 8292.4 0 2 19
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS RADAR ALTIMETER READS 5 FT STATIC ON GROUND ADJUSTED COPILOTS RADAR ALTIMETER IAW EM 0013
PEFORMED OPERATIONAL CHECK IAW EM 0013 WP 0159
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DC014303 0.1 CS012121 1 F
K G 2 19 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2014 1 X 19 REINSTALLED IAW EM 0013 WP 0338
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS SECURING COPILOTS RADAR ALTIMETER TO FOM DC014303 0.1 CS012121 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2014 1 X 19 REINSTALLED IAW EM 0013 WP 0338
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS SECURING COPILOTS RADAR ALTIMETER TO FOM DC014303 0.1 CS012121 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2014 1 X 19 REINSTALLED IAW EM 0013 WP 0338
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS SECURING COPILOTS RADAR ALTIMETER TO FOM DC014303 0.1 JE012833 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
01-Oct-2014 1 X 19 REINSTALLED IAW EM 0013 WP 0338
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS SECURING COPILOTS RADAR ALTIMETER TO FOM DC014303 0.1 JE012833 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2014 2 - 19 COMPLETED OK AFTER ADJUSTMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF COPILOTS RADAR ALTIMETER DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
01-Oct-2014 2 - 19 COMPLETED OK AFTER ADJUSTMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF COPILOTS RADAR ALTIMETER DUE 0 CS012121 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 19 COMPLETED OK AFTER ADJUSTMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF COPILOTS RADAR ALTIMETER DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 19 COMPLETED OK AFTER ADJUSTMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF COPILOTS RADAR ALTIMETER DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 19 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 19 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 19 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 19 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 - 19 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 - 19 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 CS012121 0.2 F
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Report Date: To 24-Mar-2016

24-Mar-2016 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 - 19 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 - 19 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JE012833 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014 11:53 AM 2 X KB893305 8294.9 01-Oct-2014 8294.9 0 3 00

FAULT WRITE-UP:

TRIM AND FPS CAUTION LIGHT CAME ON TWICE DURING FLIGHT
WITH TRIM CAPSULE LIGHT.

WHEN HOW MAL wuc MAINT

DEFERRED

ACTION TAKEN:

COMPLETED TROUBLESHOOTING IAW EM 0013 WP 0168
PERFORMED GROUND BITE OPERATIONAL CHECK AND FAULT
PROCEDURES 17, 27, 28. NO FAULTS NOTED . SEE MTF
EVALUATION WRITE UP DATE 1 OCT 14

TIPID

MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WW01446 0.4 JE012833 3 F
G G 2 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED NO GBCS NOTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND BITE OPERATIONAL CHECK DUE IAW EM 0013 WP 0168 0 CS012121 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED NO GBCS NOTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND BITE OPERATIONAL CHECK DUE IAW EM 0013 WP 0168 0 CS012121 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED NO GBCS NOTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND BITE OPERATIONAL CHECK DUE IAW EM 0013 WP 0168 0 JE012833 1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED NO GBCS NOTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND BITE OPERATIONAL CHECK DUE IAW EM 0013 WP 0168 0 JE012833 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 CS012121 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 CS012121 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CS012121 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JE012833 0.2 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

Current Status O:

HOURS:

Page 93 of 2265

To 24-Mar-2016

8627.7

26-Aug-2015

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 4 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P422R ON AFCC COMPUTER FOR Ww014464 0.1 JE012833 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 4 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P422R ON AFCC COMPUTER FOR Ww014464 0.1 JE012833 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 4 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P422R ON AFCC COMPUTER FOR Ww014464 0.1 RR011596 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 4 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P422R ON AFCC COMPUTER FOR Ww014464 0.1 RR011596 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 5 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P426R FROM SAS 2 RATE GYRO ASSEMBLY FOR Ww014464 0.1 JE012833 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 5 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P426R FROM SAS 2 RATE GYRO ASSEMBLY FOR Ww014464 0.1 JE012833 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 5 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P426R FROM SAS 2 RATE GYRO ASSEMBLY FOR Ww014464 0.1 RR011596 0.2 F

TROUBLESHOOTING




Selection Range : 01-Jan-1980

Report Date: 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:
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To 24-Mar-2016

8627.7

26-Aug-2015

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 5 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P426R FROM SAS 2 RATE GYRO ASSEMBLY FOR Ww014464 0.1 RR011596 0.2 F
TROUBLESHOOTING
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 6 / 00 RAISED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED AFT CABIN SOUNDPROOFING TO GAIN ACCESS TO STAB 0 JE012833 0.2 F
AMPS
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 6 / 00 RAISED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED AFT CABIN SOUNDPROOFING TO GAIN ACCESS TO STAB 0 JE012833 0.2 F
AMPS
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 6 / 00 RAISED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED AFT CABIN SOUNDPROOFING TO GAIN ACCESS TO STAB 0 RR011596 0.2 F
AMPS
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 6 / 00 RAISED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED AFT CABIN SOUNDPROOFING TO GAIN ACCESS TO STAB 0 RR011596 0.2 F
AMPS
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P404R FROM #2 STAB AMP Ww014464 0.1 JE012833 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P404R FROM #2 STAB AMP Ww014464 0.1 JE012833 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P404R FROM #2 STAB AMP Ww014464 0.1 RR011596 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P404R FROM #2 STAB AMP WWO014464 0.1 RR011596 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P405R FROM #1 STAB AMP WWO014464 0.1 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P405R FROM #1 STAB AMP WWO014464 0.1 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P405R FROM #1 STAB AMP WWO014464 0.1 RR011596 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P405R FROM #1 STAB AMP WWO014464 0.1 RR011596 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 17 DUE 0 JE012833 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 17 DUE 0 JE012833 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FAULT PROCEDURE 17 DUE 0 RR011596 1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 17 DUE 0 RR011596 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 28 DUE 0 JE012833 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 28 DUE 0 JE012833 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 28 DUE 0 RR011596 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 - 00 COMPLETED OK IAW EM 0013 WP 0168 MR#88630025
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAULT PROCEDURE 28 DUE 0 RR011596 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 - 00 INVENTORY COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RR011596 0.2 F




Report Date: 24-Mar-2016

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

Current Status E:
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

HOURS:
26-Aug-2015

8627.7

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 11 - 00 INVENTORY COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RR011596 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 12 - 00 INSP COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 12 - 00 INSP COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JE012833 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 12 - 00 INSP COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 RR011596 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 12 - 00 INSP COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 RR011596 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 3:13 AM 6 X DO020466 8295.4 02-Oct-2014 8295.4 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL PIN IS BROKEN TAIL WHEEL PIN REPLACED IAW 1-1520-237-23 WP 442
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 KM021457 0.6 F
X G 2 02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CLEVIS PIN RJ020141 0.2 KM021457 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLEVIS PIN RJ020141 0.2 KM021457 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKPIN RJ020141 0.2 KM021457 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Oct-2014 4 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 KM021457 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE

0 KM021457 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 1:25 PM 9 X RG014505 8299.8 02-Oct-2014 8299.8 0 A 03B04
FAULT WRITE-UP: ACTION TAKEN:
LIGHT DID NOT INDICATE LOCKED HWOEVER THE TAILWSA REPLACED DEFECTIVE LAMPS IN ACCORDANCE WITH EM0013
LOCKED WORK PACKET 0844. MAINTENANCE OPERATIONAL CHECKS
COMPLETED SATISFACTORILY IN ACCORDANCE WITH EM0013
WORK PACKET 0074.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WWO01446 0.3 AB012803 1 F
K G 2 03B04 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 1 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 AB012803 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 1 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 AB012803 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 1 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 RG014505 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Oct-2014 1 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 RG014505 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 2 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 AB012803 0.2 F




Report Date: 24-Mar-2016
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 AB012803 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 RG014505 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 RG014505 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 1:31 PM 10 X RG014505 8299.8 02-Oct-2014 8299.8 0 J 11
FAULT WRITE-UP: ACTION TAKEN:
FPS/TRIM FAIL WITH A TRIM LIGHT CAPSULE ILLUMINATED COMPLETED OPERATIONAL/TROUBLESHOOTING FOR FBC 145 (
MULTIPLE TIMES THROUGH OUT THE FLIGHT YAW TRIM FAULT) IAW EM 0013 WP 168. SEE 13-1 DATED 02-OCT-
2014 FOR YAW TRIM SERVO REPLACEMENT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014879 0.1 MJ026637 2 F
K G 2 11 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 11 COMPLETE. NOTED FBC 145 X4 ( YAW TRIM FAULT )
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFCC CHECKS DUE 0 BJ015505 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 11 COMPLETE. NOTED FBC 145 X4 ( YAW TRIM FAULT )
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFCC CHECKS DUE 0 BJ015505 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 11 COMPLETE. NOTED FBC 145 X4 ( YAW TRIM FAULT )
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFCC CHECKS DUE 0 MJ026637 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 11 COMPLETE. NOTED FBC 145 X4 ( YAW TRIM FAULT )
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFCC CHECKS DUE 0 MJ026637 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 11 COMPLETE. FOUND YAW TRIM SERVO FAULTY. REQUIRES
REPLACEMENT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL/TROUBLESHOOTING DUE FOR FBC 145 (YAW TRIM 0 BJ015505 1 F
FAULT)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 11 COMPLETE. FOUND YAW TRIM SERVO FAULTY. REQUIRES
REPLACEMENT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL/TROUBLESHOOTING DUE FOR FBC 145 (YAW TRIM 0 BJ015505 1 F
FAULT)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 11 COMPLETE. FOUND YAW TRIM SERVO FAULTY. REQUIRES
REPLACEMENT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL/TROUBLESHOOTING DUE FOR FBC 145 (YAW TRIM 0 MJ026637 1 F
FAULT)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 11 COMPLETE. FOUND YAW TRIM SERVO FAULTY. REQUIRES
REPLACEMENT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL/TROUBLESHOOTING DUE FOR FBC 145 (YAW TRIM 0 MJ026637 1 F
FAULT)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 BJ015505 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 BJ015505 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 MJ026637 0.1 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:

LAST MISSION: 26-Aug-2015

Current Status O: Current Status W:

Page 102 of 2265
To 24-Mar-2016

8627.7

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 MJ026637 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 BJ015505 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 BJ015505 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 MJ026637 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 MJ026637 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 5:21 PM 11 X MJ026637  8299.8 03-Oct-2014 8299.8 0 A 11C06
FAULT WRITE-UP: ACTION TAKEN:
REQUEST REPLACEMENT OF YAW TRIM SERVO FOR FPS/TRIM REPLACED IAW WP 1091 AND 1126 TM 1-1520-237-23&P
FAIL WITH A TRIM LIGHT CAPSULE ILLUMINATED MULTIPLE TIMES
THROUGH OUT THE FLIGHT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB020713 0.1 IM012747 3 F
K G 2 11C06 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 X 11C06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R SLIDDING PYLON COVER CB020713 0.1 PG021971 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 X 11C06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R SLIDDING PYLON COVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 11C06 REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CONTROL ROD HDWR COTTER PINS 2EA CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 11C06 REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CONTROL ROD HDWR COTTER PINS 2EA CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 11C06 RECONN TQ TO 40 INLB MR# 129382
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CONTROL ROD FROM YAW TQ SHAFT LEVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 11C06 RECONN TQ TO 40 INLB MR# 129382
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CONTROL ROD FROM YAW TQ SHAFT LEVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 11C06 REINST TQ TO 20 INLB MR# 129378
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TRIM SERVO LEVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 11C06 REINST TQ TO 20 INLB MR# 129378
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TRIM SERVO LEVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 X 11C06 RECONN TQ HDWR TO 30 INLB MR# 129382
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC CONTROL ROD FROM SERVO LEVER CB020713 0.1 PG021971 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 X 11C06 RECONN TQ HDWR TO 30 INLB MR# 129382
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CONTROL ROD FROM SERVO LEVER CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 11C06 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUG FROM YAW TRIM SERVO CB020713 0.1 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 11C06 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUG FROM YAW TRIM SERVO CB020713 0.1 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 11C06 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUG FROM YAW TRIM SERVO CB020713 0.1 TLO15508 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 11C06 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUG FROM YAW TRIM SERVO CB020713 0.1 TLO15508 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 11C06 REPLACED IAW WP 1091 WITH SN B333-01705 TQ HDWR TO 115 INLB MR#
129383
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TRIM SERVO ASSY SN A5036 CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 11C06 REPLACED IAW WP 1091 WITH SN B333-01705 TQ HDWR TO 115 INLB MR#
129383
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TRIM SERVO ASSY SN A5036 CB020713 0.1 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 8 - 11C06 COMPLETE MR#112290 READ .6 MILL. OHMS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

EME OPS CK DUE 0 MW020135 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

HOURS:
26-Aug-2015

8627.7

Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 11C06 COMPLETE MR#112290 READ .6 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

EME OPS CK DUE 0 MW020135 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 11C06 COMPLETE MR#112290 READ .6 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

EME OPS CK DUE 0 TLO15508 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 11C06 COMPLETE MR#112290 READ .6 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

EME OPS CK DUE 0 TLO15508 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 - 11C06 COMPLETE MR#112290 READ .9 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM EME OPS CK OF FILTERED PIN PLUG IAW WP 0140 0 MW020135 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 - 11C06 COMPLETE MR#112290 READ .9 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM EME OPS CK OF FILTERED PIN PLUG IAW WP 0140 0 MW020135 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 - 11C06 COMPLETE MR#112290 READ .9 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM EME OPS CK OF FILTERED PIN PLUG IAW WP 0140 0 TLO15508 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 - 11C06 COMPLETE MR#112290 READ .9 MILL. OHMS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM EME OPS CK OF FILTERED PIN PLUG IAW WP 0140 0 TLO15508 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 10 - 11C06 DUPLICATE ENTRY SEE ENTRY ON 13-1

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPS CK OF AFCS SYSTEM DUE 0 GS015097 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 - 11C06 DUPLICATE ENTRY SEE ENTRY ON 13-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPS CK OF AFCS SYSTEM DUE 0 GS015097 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 - 11C06 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 - 11C06 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 - 11C06 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 - 11C06 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 13 - 11C06 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR AVX DUE 0 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 13 - 11C06 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR AVX DUE 0 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 13 - 11C06 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV. FOR AVX DUE 0 TLO15508 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 13 - 11C06 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR AVX DUE 0 TLO15508 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 - 11C06 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR AVX 0 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 - 11C06 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR AVX 0 MW020135 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 - 11C06 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR AVX 0 TLO15508 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 - 11C06 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE FOR AVX 0 TLO15508 0.2 F




Report Date: 24-Mar-2016
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O:

Current Status W:

FAULT WRITE-UP:

BLACK M/R DROOP STOP STUCK IN THE OUT POSITION ON ROTOR
SHUT DOWN

WHEN HOW MAL wuc MAINT DEFERRED

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014  6:34 AM 1 X DR013714  8300.1 06-Oct-2014 8300.1 0 P 05

ACTION TAKEN:

LIFTED BLADE WITH A SCAMP AND COMPLETED A VISUAL
INSPECTION IAW EM 0013 WP 543 AND 545 NO FAULTS FOUND
DROOP STOP RELEASED BACK TO NORMAL POSITION

TIPID

MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 JG012550 0.5 F
B G 2 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 1 - 05 COMPLETED FOD INSP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JG012550 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 2 - 05 COMPLETED TOOL INVENTORY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JG012550 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2014 12:27PM 7 X TS740167 8311.2 08-Oct-2014 8311.2 0 A 02A03A
FAULT WRITE-UP: ACTION TAKEN:
COPILOT (LH) SEAT BELT INERTIA REEL WILL NOT UNLOCK INERTIA REEL ASSY REMOVED AND REPLACED IAW EM013 WP
238
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JF014874 0.6 AF026530 1.5 F
G G 2 02A03A O 0
DELAY
DOR # W91AL342810117
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 1 X 02A03A HARDWEAR REINSTALLED TQ 25 INLB MR NO. 129377
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE REMOVED FROM COPILOT INERTIA REELTO SEAT JF014874 0.2 AF026530 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 2 X 02A03A SHOULDER HARNESS RECONNCETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COPILOT INERTIA REEL SHOULDER HARNESS DISCONNECTED FROM JF014874 0.2 AF026530 0.3 F
REEL
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 3 X 02A03A NEW INERTIA REEL ASSY INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INERTIA REEL REMOVED FROM COPILOT SEAT JF014874 0.2 AF026530 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 4 - 02A03A FOD INSPECTION COMPLETED FOR 1ST SHIFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FODS INSPECTION DUE 0 BM015277 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 5 - 02A03A TOOL INVENTORY COMPLETED FOR 1ST SHIFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 BM015277 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 6 - 02A03A FOD INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 AF026530 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 7 - 02A03A TOOL INVENTORY COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 AF026530 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 8 - 02A03A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC OF INERTIA REEL DUE 0 AF026530 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 11-Oct-2014  12:07 AM 1 X AMO015683 8317 11-Oct-2014 8317 0 2 03

FAULT WRITE-UP:
LEFT MAIN TIRE HAS TWO GASHES ABOUT FOUR INCHES EACH

ACTION TAKEN:
CHECKED FOUND TO BE WITHIN LIMITS IAW TM 55-2620-200-24

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 WN026107 0.2 F
X G 2 03 o 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Oct-2014 3:13 AM 2 X JA015264  8317.5 12-Oct-2014 8317.5 0 A 03

FAULT WRITE-UP:

T/W FORK BUSHING UNSEATED AND CONTACTING BOTTOM SIDE
OF YOKE QC WRITE UP AFS 437

ACTION TAKEN:
REPLACED BUSHING IAW EM0013 WP 0472

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.3 DF026623 1 F
K G 3 03 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Oct-2014 1 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORK LOCKPIN BUSHING DL021603 0.1 DF026623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Oct-2014 2 - 03 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 DF026623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Oct-2014 3 - 03 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 DF026623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Oct-2014 4 - 03 COMP
FAULT WRITE-UP: TIPID PID MMH TYPE

MOC REQUIRED ON TAIL WHEEL LOCKPIN

TI_MMH
0 DF026623 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 16-Oct-2014  1:44 AM 1 X GS026572 8322.2 16-Oct-2014 8322.2 0 2 02

FAULT WRITE-UP:
LEFT HAND MAIN LANDING GEAR TIRE CUT DOWN TO THE CORD

ACTION TAKEN:
CHECKED FOUND TO BE WITHIN LIMITS IAW EM0013 WP-0441

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BW020224 0.2 WN026107 0.2 F
X G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  1:45 AM 2 X SP026219  8322.2 16-Oct-2014 8322.2 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
BLACK MAIN ROTOR DAMPNER NEEDS TO BE SERVICED CHECKED FOUND SERVICABLE IAW EM0013 WP-0546
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BW020224 0.2 WN026107 0.2 F
X G 2 02 O 0

DELAY
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 16-Oct-2014  1:46 AM 3 X SP026219  8322.2 16-Oct-2014 8322.2 0 A 02

FAULT WRITE-UP:

NO. 1 ENGINE IPS BLOWER DUCT HAS 5 EACH CRACKS NEEDS TO
BE REPAIRED OR REPLACED

ACTION TAKEN:
REPLACED DUCT IAW EM0013 WP-0496

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BW020224 0.8 WNO026107 0.5 F
X G 2 02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 1 X 02 REINST T/W M/R-126756 T-70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CLAMP BW020224 0.2 WNO026107 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 2 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DUCT BW020224 0.2 WNO026107 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 WNO026107 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 WNO026107 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  7:50 AM 7 X KD967027 8322.2 16-Oct-2014 8322.2 0 2 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
BLACK MR DAMPER LOW SERVICED IAW EM0013 WP1660
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AMO014615 0.2 NF012745 0.8 F
T G 5 05A01Z O 0
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 1 X 02 RESAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON BLACK MAIN ROTOR BLADE DAMPER PLUGS AM014615 0.1 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER AM014615 0.1 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 3 X 02 REINSTALLED MR#115915 TQ=65"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED AM014615 0.1 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 4 X 02 NOT REQUIRED-USED SYRINGE METHOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED AM014615 0.1 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 5 X 02 TIGHTENED MR#115915 TQ=65|"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED AM014615 0.1 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 6 - 02 COMPLETED-SERVICABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 NF012745 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 NF012745 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014 1:48 AM 1 X DO020466 8327.1 17-Oct-2014 8327.1 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
LH BRAKE PINS FLUSH INSPECTED AND FOUND TO BE WITHIN LIMITS IAW EM 0013 WP
442 AND WP 460
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 JD026612 0.3 F
X G 2 02 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

17-Oct-2014 1 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 JD026612 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

17-Oct-2014 1 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 JD026612 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

17-Oct-2014 1 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 JE026893 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Oct-2014 1 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 JE026893 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Oct-2014 2 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE 0 JD026612 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Oct-2014 2 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE 0 JD026612 0.1 F




Page 115 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Oct-2014 2 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JE026893 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JE026893 0.1 F
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 17-Oct-2014  4:09 AM 4 X LW012211 8327.1 04-Nov-2014 8327.1 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
LOWER PREA PLATE FAILED 4 TH CONSECUTIVE TQ CK. COMPLETED I/A/W EMO0013 W/P 1743

REQUIRES REMOVAL OF HEAD AND INSP OF COMPONENTS IAW
EM 0013 WP 1743 00 STEP 5

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 1 MQ012199 4.6 F
K G 1 05 F 12
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 1 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 2 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 2 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED RED MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F




Report Date: 24-Mar-2016

Page 116 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

DATE SEQNO STATUS wucC
17-Oct-2014 3 X 02

FAULT WRITE-UP:
REMOVED COTTER KEYS FROM RED MAIN ROTOR BLADE PINS (2
EACH)

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wuc
17-Oct-2014 3 X 02

FAULT WRITE-UP:
REMOVED COTTER KEYS FROM RED MAIN ROTOR BLADE PINS (2
EACH)

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 4 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE LEAD PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 4 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE LEAD PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 5 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE LAG PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 5 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE LAG PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wucC
17-Oct-2014 6 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F

DATE SEQNO STATUS wucC
17-Oct-2014 6 X 02

FAULT WRITE-UP:
REMOVED RED MAIN ROTOR BLADE

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14 RED

TIPID TI_MMH PID MMH TYPE
RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLUE MAIN ROTOR BLADE PINS (2 RV013799 0.1 CG026181 0.1 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLUE MAIN ROTOR BLADE PINS (2 RV013799 0.1 CG026181 0.1 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LEAD PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR BLADE LEAD PIN RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 11 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LAG PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 11 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LAG PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 12 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 12 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F




Report Date: 24-Mar-2016

Page 119 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

DATE SEQ NO STATUS wucC
17-Oct-2014 15 X 02

FAULT WRITE-UP:
REMOVED COTTER KEYS FROM YELLOW MAIN ROTOR BLADE PINS (2
EACH)

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID
CG026181

MMH TYPE
0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 15 X 02

FAULT WRITE-UP:
REMOVED COTTER KEYS FROM YELLOW MAIN ROTOR BLADE PINS (2
EACH)

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F

DATE SEQ NO STATUS wucC
17-Oct-2014 16 X 02

FAULT WRITE-UP:
REMOVED YELLOW MAIN ROTOR BLADE LEAD PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 16 X 02

FAULT WRITE-UP:
REMOVED YELLOW MAIN ROTOR BLADE LEAD PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 17 X 02

FAULT WRITE-UP:
REMOVED YELLOW MAIN ROTOR BLADE LAG PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F

DATE SEQ NO STATUS wuc
17-Oct-2014 17 X 02

FAULT WRITE-UP:
REMOVED YELLOW MAIN ROTOR BLADE LAG PIN

ACTION TAKEN
DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 18 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
YELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 18 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14

FAULT WRITE-UP:
REMOVED YELLOW MAIN ROTOR BLADE

YELLOW

TIPID TI_MMH
RV013799 0.1

PID MMH TYPE
CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE-ICE CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLACK MAIN ROTOR BLADE PINS (2 RV013799 0.1 CG026181 0.1 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLACK MAIN ROTOR BLADE PINS (2 RV013799 0.1 CG026181 0.1 F
EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 22 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LEAD PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 22 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR BLADE LEAD PIN RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 23 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LAG PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 23 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LAG PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 24 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 24 X 02 DUPLICATE ENTRY SEE 2408-13-1 BLADE REMOVE DATED 29 OCT 14
BLACK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 25 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE DRIP PAN 0 KC012974 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 25 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE DRIP PAN 0 KC012974 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 26 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN LHO011615 0.1 GL011225 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 26 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN LHO011615 0.1 GL011225 0.5 F




Page 122 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN LHO011615 0.1 WH012831 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 26 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN LHO011615 0.1 WH012831 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 27 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE CANON PLUGS AT DISTRIBUTOR  LH011615 0.1 KC012974 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 27 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED MAIN ROTOR DE-ICE CANON PLUGS AT DISTRIBUTOR  LH011615 0.1 KC012974 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 28 X 02 REINSTALLED TQ 110 IN LBS TW M/R# 115737

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BIFILAR COVER MOUNT BOLTS LHO011615 0.1 KC012974 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 28 X 02 REINSTALLED TQ 110 IN LBS TW M/R# 115737

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BIFILAR COVER MOUNT BOLTS LHO011615 0.1 KC012974 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 29 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR LHO011615 0.1 KC012974 0.3 F

ASSEMBLY
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 29 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR LHO011615 0.1 KC012974 0.3 F

ASSEMBLY
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 29 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR LHO011615 0.1 MQO012199 0.3 F
ASSEMBLY
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 29 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR LHO011615 0.1 MQ012199 0.3 F
ASSEMBLY
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 30 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR DE-ICE STAND PIPE LHO011615 0.1 MQO012199 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 30 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR DE-ICE STAND PIPE LHO011615 0.1 MQ012199 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 31 X 02 REINSTALLED TQ 190 INCH LBS MR # 129381 CAL DATE 19JAN15
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING BOLTS RV013799 0.1 JR026094 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 31 X 02 REINSTALLED TQ 190 INCH LBS MR # 129381 CAL DATE 19JAN15
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING BOLTS RV013799 0.1 JR026094 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 32 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING RV013799 0.1 JR026094 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 32 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR SHAFT NUT LOCK RING RV013799 0.1 JR026094 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 33 X 02 REINSTALLED STABILIZED TQ 750 IN/LB MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS RV013799 0.1 DG021550 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 33 X 02 REINSTALLED STABILIZED TQ 750 IN/LB MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS RV013799 0.1 DG021550 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 34 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 34 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 35 X 02 N/A NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT WASHER RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 35 X 02 N/A NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT WASHER RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 36 X 02 REPLACED TQ 425 IN LBS TW M/R# 129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS LHO011615 0.1 KC012974 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 36 X 02 REPLACED TQ 425 IN LBS TW M/R# 129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS LHO011615 0.1 KC012974 1 F




Page 125 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 36 X 02 REPLACED TQ 425 IN LBS TW M/R# 129724

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS LHO011615 0.1 MQ012199 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 36 X 02 REPLACED TQ 425 IN LBS TW M/R# 129724

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS LHO011615 0.1 MQ012199 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 37 X 02 RAISED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED MAIN ROTOR LOWER PRESSURE PLATE RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 37 X 02 RAISED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED MAIN ROTOR LOWER PRESSURE PLATE RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 38 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 38 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 39 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F

HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 39 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F

HARDWARE AT SWASHPLATE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 40 X 02 REINSTALLED TQ 725 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 40 X 02 REINSTALLED TQ 725 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 40 X 02 REINSTALLED TQ 725 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQO012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 40 X 02 REINSTALLED TQ 725 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 41 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 42 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 42 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F

SWASHPLATE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 42 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQO012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 42 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 43 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 44 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 44 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 44 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 44 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F

SWASHPLATE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 46 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 46 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 46 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 46 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 47 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F

HARDWARE AT SWASHPLATE




Page 129 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 48 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 48 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 48 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQO012199 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 48 X 02 REINSTALLED TQ 700 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER LHO011615 0.1 JR012193 0.3 F
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 50 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 50 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 JR012193 0.3 F

SWASHPLATE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS:
26-Aug-2015

8627.7

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 50 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 50 X 02 REINSTALLED TQ 750 IN LBS TW M/R# 128092
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT LHO011615 0.1 MQ012199 0.3 F
SWASHPLATE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY RV013799 0.1 DG021550 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 52 - 02 CHECK FAILED MR#126472 SEE 2408-13-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON LOWER PRESSURE 0 CG026181 1 F
PLATE INSERTS
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 52 - 02 CHECK FAILED MR#126472 SEE 2408-13-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON LOWER PRESSURE 0 CG026181 1 F
PLATE INSERTS
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 53 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER OUTBOARD RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 53 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER OUTBOARD RV013799 0.1 CG026181 0.1 F

HARDWARE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 54 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 54 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 55 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER INBOARD RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 55 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER INBOARD RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 56 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 56 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 57 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 57 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F




Page 132 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 58 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 58 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 59 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 59 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 60 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER INBOARD  RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 60 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER INBOARD  RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 61 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 61 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 62 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 62 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 63 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 63 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

OUTBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 64 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 64 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 65 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

INBOARD HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 65 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F

INBOARD HARDWARE
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 66 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 66 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 67 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 67 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 68 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
OUTBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 68 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
OUTBOARD HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 69 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 69 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER OUTBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 70 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER INBOARD RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 70 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER INBOARD RV013799 0.1 CG026181 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 71 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 71 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER INBOARD HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 72 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 72 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 73 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 73 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F




Page 136 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 74 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 74 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 75 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 75 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 76 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 76 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 77 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 77 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 78 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 78 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 79 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 79 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DAMPER BRACKET MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 80 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 80 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DAMPER BRACKET RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 81 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETIES FROM RED MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP BOLTS
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 81 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETIES FROM RED MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP BOLTS
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 82 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 82 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 83 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 83 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 84 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 84 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 85 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR DROOP STOP HEATER PIN CANON RV013799 0.1 CG026181 0.1 F
PLUG
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 85 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR DROOP STOP HEATER PIN CANON RV013799 0.1 CG026181 0.1 F

PLUG




Page 139 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 86 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DROOP STOP RV013799 0.1 CG026181 0.1 F
HEATER PIN
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 86 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DROOP STOP RV013799 0.1 CG026181 0.1 F
HEATER PIN
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 87 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 87 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 88 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 88 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 89 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 89 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE MOUNT HARDWARE RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 90 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 90 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 91 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 91 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 92 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 92 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 93 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP MOUNT BOLTS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 93 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP MOUNT BOLTS
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 94 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 94 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 95 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 95 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 96 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 96 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 97 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLUE DROOP STOP HEATER PIN CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 97 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLUE DROOP STOP HEATER PIN CANON PLUG RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 98 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLUE DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 98 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLUE DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 99 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 99 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 100 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 100 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 101 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 101 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 102 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 102 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 103 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 103 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 104 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 104 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 105 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM YELLOW MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F
STOP BOLTS
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 105 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM YELLOW MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP BOLTS
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 106 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 106 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 107 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 107 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 108 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 108 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 109 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED YELLOW DROOP STOP HEATER PIN CANON PLUG RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 109 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED YELLOW DROOP STOP HEATER PIN CANON PLUG RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 110 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM YELLOW DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 110 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM YELLOW DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 112 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 112 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 113 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 113 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 114 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 114 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 115 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 115 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 116 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 116 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 117 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLACK MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP BOLTS
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 117 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLACK MAIN ROTOR SPINDLE ANTI-FLAP RV013799 0.1 CG026181 0.1 F

STOP BOLTS
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 118 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 118 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 119 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 119 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 120 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 120 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRINGS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 121 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK DROOP STOP HEATER PIN CANON PLUG RV013799 0.2 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 121 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLACK DROOP STOP HEATER PIN CANON PLUG RV013799 0.2 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 122 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLACK DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 122 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER KEY FROM BLACK DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 123 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 123 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP HEATER PIN RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 124 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 124 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP CAM RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 125 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 125 X 02 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK MAIN ROTOR SPINDLE MOUNT BOLTS RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 126 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 126 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRING CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 127 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 127 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 128 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 128 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ASSEMBLY RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 129 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 129 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 130 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE SPLIT CONES RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 130 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE SPLIT CONES RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 131 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 131 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 132 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 132 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 133 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB RV013799 0.1 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 133 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN ROTOR HUB RV013799 0.1 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 134 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 134 X 02 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS RV013799 0.1 CG026181 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 JR012193 0.3 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 JR012193 0.3 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 KC012974 0.3 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 KC012974 0.3 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.3 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 135 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.3 F

ON OPERATIONS
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 136 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 CG026181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 136 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 CG026181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JR012193 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JR012193 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 KC012974 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 KC012974 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 137 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JR012193 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JR012193 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 KC012974 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 KC012974 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 138 - 02 COMPLETED FOR RECONNECTION OF LOWER P/C LINKS FOR
1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 139 - 05 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR LOWER PRESSURE PLATE & DEICE 0 KC012974 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 139 - 05 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR LOWER PRESSURE PLATE & DEICE 0 KC012974 0.3 F

DISTRIBUTOR




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

SERIAL NUMBER: 8524476

Current Status E:

HOURS:
LAST MISSION:

Current Status O:

26-Aug-2015

Page 154 of 2265

To 24-Mar-2016

8627.7

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 139 - 05 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR LOWER PRESSURE PLATE & DEICE 0 MQ012199 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 139 - 05 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE FOR LOWER PRESSURE PLATE & DEICE 0 MQ012199 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 140 - 05 COMLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR LOWER PRESSURE PLATE & DEICE 0 KC012974 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 140 - 05 COMLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR LOWER PRESSURE PLATE & DEICE 0 KC012974 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 140 - 05 COMLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR LOWER PRESSURE PLATE & DEICE 0 MQ012199 0.3 F
DISTRIBUTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Oct-2014 140 - 05 COMLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. FOR LOWER PRESSURE PLATE & DEICE 0 MQ012199 0.3 F
DISTRIBUTOR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  7:37 AM 1 X WB014881  8327.1 05-Nov-2014 8327.1 0 L 05A02
FAULT WRITE-UP: ACTION TAKEN:
RED MAIN ROTOR BLADE SN: A007-05268 REMOVED REINSTALLED I/A/W EMO0013 W/P 0585
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.2 MQ012199 1.8 F
K G 1 05A02 o} 23
DELAY
BLADE PINS LEAD SN: B941-26648, LAG B941-26663

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS: 8627.7
26-Aug-2015

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 9 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 9 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 10 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F
ON OPERATIONS
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 10 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F
ON OPERATIONS
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014 7:38 AM 2 X WB014881 83271 05-Nov-2014 8327.1 0 L 05A02
FAULT WRITE-UP: ACTION TAKEN:
YELLOW MAIN ROTOR BLADE SN: A007-07268 REMOVED REINSTALLED I/A/W EMO0013  W/P 0585
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.3 MQO012199 1.8 F
K G 1 05A02 O 23
DELAY
BLADE PINS LEAD SN: B941-26160, LAG B941-34864

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

29-Oct-2014 1 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

29-Oct-2014 1 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

29-Oct-2014 1 X 02 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

29-Oct-2014 2 X 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMP INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQO012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 12 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 12 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 12 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
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To 24-Mar-2016

8627.7

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS:
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  7:40 AM 3 X WB014881  8327.1 05-Nov-2014 8327.1 0 L 05A02
FAULT WRITE-UP: ACTION TAKEN:
BLUE MAIN ROTOR BLADE SN:A007-14006 REMOVED REINSTALLED I/A/W EMO0013 W/P 0585
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.3 MQ012199 2 F
K G 1 05A02 o} 23
DELAY
BLADE PINS LEAD SN: B941-26593, LAG B941-26571

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE MAIN ROTOR BLADE REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMP INSP OK .992 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMP INSP OK .992 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014 7:41 AM 4 X WB014881 83271 05-Nov-2014 8327.1 0 L 05A02
FAULT WRITE-UP: ACTION TAKEN:
BLACK MAIN ROTOR BLADE SN: A007-15517 REMOVED REINSTALLED I/A/W EMO0013  W/P 0585
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.3 MQO012199 1.9 F
K G 1 05A02 O 23
DELAY
BLADE PINS LEAD SN: B941-37970, LAG SN: B941-19511

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE DE-ICE CABLE DISCONNECTED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLADE SLING INSTALLED LHO011615 0.1 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING DISCONNECTED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN COTTER PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK LEAD MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN REMOVED LHO011615 0.1 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BALDE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BALDE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BALDE REMOVED LHO011615 0.1 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F




Page 171 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPL INSP OK .991 INCH MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMPL INSP OK .991 MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMPL INSP OK .991 MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 COMPL INSP OK .991 MR 126334
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG MAIN ROTOR BLADE PIN INSPECTION REQUIRED 0 MS021974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 MQ012199 0.2 F

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 HR015003 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQO012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 13 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 14 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 MQ012199 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  9:09 AM 5 X WB014881 83271 05-Nov-2014 8327.1 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
SLIDING PYLON FAIRING REMOVED REINSTALLED I/A/W EMO0013 W/P 0304
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.1 JR012193 0.8 F
K G 1 02 O 23
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
29-Oct-2014 1 - 02 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JR012193 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
29-Oct-2014 1 - 02 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JR012193 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
29-Oct-2014 1 - 02 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 RH014623 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 1 - 02 COMPLETED FOR 1ST RwWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 RH014623 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 2 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JR012193 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 2 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV. DUE 0 JR012193 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 RH014623 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 2 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 RH014623 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  9:11 AM 6 X COMGEN 8327.1 05-Nov-2014 8327.1 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
LOTO KIT INSTALLED REMOVED I/A/W EMO0013 AFS -SP032
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.3 KC012974 2.3 F
O G 1 02 O 23
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
29-Oct-2014 1 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BATTERY LOCK OUT DEVICE INSTALLED LHO011615 0.1 KC012974 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CYCLIC COVERS INSTALLED LHO011615 0.1 KC012974 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 3 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EXTERNAL POWER TAG DEVICE INSTALLED LHO011615 0.1 KC012974 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 4 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEFT HAND ENGINE PLUG INSTALLED 0 KC012974 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 5 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND ENGINE PLUG INSTALLED 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 6 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND EXHAUST PLUG INSTALLED 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 7 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT HAND EXHAUST PLUG INSTALLED 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 8 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND CABLE INSTALLED 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOTO KIT INVENTORY DUE 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 10 - 02 N/A° NOT REQUIRED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEED APU ACCUMULATOR WHEN TASK REQUIRES AS PER WORK 0 KC012974 0.1 F
PACKAGE
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 11 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 KC012974 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 12 - 02 COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 KC012974 0.2 F




Report Date: 24-Mar-2016

Page 176 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 12:07 PM 1 X CG026181 8327.1 30-Oct-2014 8327.1 0 A 05A01L

FAULT WRITE-UP:
LOWER PRESSURE PLATE THREADED INSERTS DO NOT MEET
MINIMUM BREAK AWAY TORQUE MR# 126472

WHEN HOW MAL wuc MAINT

DEFERRED

ACTION TAKEN:

REPLACED 18 INSERTS AS PER EM0013 WP 0588 TQ 90-660
IN/LBS MR # 129480 AND 129854

TIPID

MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BC013939 0.5 CG026181 2 F
K F 2 05A01L F 0
DELAY
13-2s to Follow

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 1 - 05A01L COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR WORK PERFORMED 0 CG026181 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 - 05A01L COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE IN WORK AREA 0 CG026181 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 30-Oct-2014 12:17PM 2 X MS021974 83271 31-Oct-2014 8327.1 0 C 05
FAULT WRITE-UP: ACTION TAKEN:

MAIN ROTOR BLADE PINS MISSING MORE THAN 50 % DRY FILM
COATING

WHEN HOW MAL wuc MAINT

CLEANED AND REAPPLIED DRY FILM AS PER EM0013 WP 0551

DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RV013799 0.1 CG026181 15 F
K G 2 05 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 1 - 05 CURE COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
18 HR CURE TIME COMPLETE AT 0600 HRS 31 OCT 14 0 CG026181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR WORK PERFORMED 0 CG026181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE IN WORK AREA 0 CG026181 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Nov-2014 1:42 AM 1 X COMGEN 83271 06-Nov-2014 8327.1 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A826 - 14 DAY RUN UP. Was Due at: 31-Oct-2014. Upgrade to COMPLETED IAW TM 1-1520-237-MTF TO ACCOMPLISH
Red X Status on 02-Nov-2014 MAINTENANCE TEST FLIGHT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 DHO020434 0.1 F
O O 1 00 O -4
DELAY
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 2:10 PM 1 X HRO015003 8327.1 04-Nov-2014 8327.1 0 R 05
FAULT WRITE-UP: ACTION TAKEN:
RIGGING BLADES INSTALLED REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO011615 0.2 RH014623 0.6 F
K G 2 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 1 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 RH014623 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 2 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 RH014623 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Nov-2014 5:59 PM 1 X GD027291 8327.1 06-Nov-2014 8327.1 0 2 05

FAULT WRITE-UP:
BLUE M/R DAMPER IND REQUIRES SERVICE. (NO GOLD SHOWING)
WHEN HOwW MAL wucC

ACTION TAKEN:
SERVICED IAW EM 0013 WP 1660

MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 JD026612 0.9 F
T G 5 05 F -1
DELAY
13-2s to Follow

DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON MAIN ROTOR BLADE DAMPER PLUGS RJ020141 0.2 JD026612 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER RJ020141 0.2 JD026612 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 3 X 02 REINSTALLED TORQUED TO 75 INCH POUNDS MR # 117538
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 4 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 5 X 02 REINSTALLED TORQUED TO 75 INCH POUNDS MR # 117538
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 7 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 8 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JD026612 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 11:51 PM 6 X BW021704 8329.1 07-Nov-2014 8329.1 0 A 03
FAULT WRITE-UP: ACTION TAKEN:
L/H M/L/G BRAKE PINS FLUSH REPLACED WORN BRAKE COMPONENTS IAW EM 0013 WP 460.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 D0026582 3 F
X G 1 03 O -1
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 X 02 INFLATED TO 140 PSI MR 125760.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR TIRE DEFLATED RJ020141 0.2 IE026586 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 X 02 INFLATED TO 140 PSI MR 125760.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR TIRE DEFLATED RJ020141 0.2 IE026586 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT RJ020141 0.2 D0026582 0.3 F
COTTER KEY REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT RJ020141 0.2 D0026582 0.3 F

COTTER KEY REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 3 X 02 REINSTALLED AND TORQUED AT 90 THEN 45 FTLBS MR 120885.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT RJ020141 0.2 IE026586 0.5 F
REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 3 X 02 REINSTALLED AND TORQUED AT 90 THEN 45 FTLBS MR 120885.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY RETAINING NUT RJ020141 0.2 IE026586 0.5 F
REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 4 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY OUTBOARD RJ020141 0.2 D0026582 0.3 F

BEARING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 4 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY OUTBOARD RJ020141 0.2 D0026582 0.3 F

BEARING REMOVED
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY REMOVED RJ020141 0.2 D0026582 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY REMOVED RJ020141 0.2 D0026582 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 6 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY INBOARD RJ020141 0.2 D0026582 0.3 F

BEARING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 6 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY INBOARD RJ020141 0.2 D0026582 0.3 F

BEARING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 7 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY QUICK RJ020141 0.2 D0026582 0.3 F

DISCONNECT AT DRAG BEAM DISCONNECTED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 7 X 02 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY QUICK RJ020141 0.2 D0026582 0.3 F

DISCONNECT AT DRAG BEAM DISCONNECTED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 8 X 02 DID NOT DISCONNECT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY TUBE RJ020141 0.2 D0026582 0.3 F

DISCONNECTED FROM INLET PORT OF BRAKE AND DRAG BEAM

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 8 X 02 DID NOT DISCONNECT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY TUBE RJ020141 0.2 D0026582 0.3 F

DISCONNECTED FROM INLET PORT OF BRAKE AND DRAG BEAM




Page 182 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

06-Nov-2014 9 X 02 REPLACED AND TORQUED TO 90 INLBS 126421.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY DISC RJ020141 0.2 D0026582 0.5 F

INSTALLATION BOLT/NUTS REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 9 X 02 REPLACED AND TORQUED TO 90 INLBS 126421.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY DISC RJ020141 0.2 D0026582 0.5 F

INSTALLATION BOLT/NUTS REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 10 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY ROTATING DISC RJ020141 0.2 D0026582 0.3 F

(2 EACH) REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 10 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY ROTATING DISC RJ020141 0.2 D0026582 0.3 F

(2 EACH) REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 11 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR ASSEMBLY STATIONARY DISC RJ020141 0.2 D0026582 0.3 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 11 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR ASSEMBLY STATIONARY DISC RJ020141 0.2 D0026582 0.3 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 12 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY PADS REMOVED RJ020141 0.2 IE026586 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 12 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY PADS REMOVED RJ020141 0.2 IE026586 0.3 F




Page 183 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 13 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY INSULATORS RJ020141 0.2 IE026586 0.3 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 13 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR BRAKE ASSEMBLY INSULATORS RJ020141 0.2 IE026586 0.3 F
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 14 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY BEARINGS DUE 0 D0026582 0.3 F
PACKING
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 14 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND MAIN LANDING GEAR WHEEL ASSEMBLY BEARINGS DUE 0 D0026582 0.3 F
PACKING
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 15 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INBOARD SIDE OF WHEEL FOR 0.010 INCH CLEARENCE 0 D0026582 0.3 F
BETWEEN BRAKE HOUSING AND WHEEL
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 15 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INBOARD SIDE OF WHEEL FOR 0.010 INCH CLEARENCE 0 D0026582 0.3 F
BETWEEN BRAKE HOUSING AND WHEEL
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 16 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR SERVICING OF TIRE 0 D0026582 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 16 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR SERVICING OF TIRE 0 D0026582 0.3 F




Page 184 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 17 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE TO CHECK BRAKES 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 17 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE TO CHECK BRAKES 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 18 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 18 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 IE026586 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 IE026586 0.3 F




Page 185 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 D0026582 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 IE026586 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 IE026586 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 11:52 PM 7 X BW021704 8329.1 07-Nov-2014 8329.1 0 2 03
FAULT WRITE-UP: ACTION TAKEN:
T/W STRUT LOW SERVICED LOWER STAGE T/S IAW WP 1648 TM 1-1520-237-23&P
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JA015264 0.2 IM012747 2.2 F
X G 1 03 O -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
06-Nov-2014 1 X 03 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/B ACC PNL JA015264 0.2 PG021971 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
06-Nov-2014 1 X 03 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/B ACC PNL JA015264 0.2 PG021971 0.2 F




Page 186 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER KNEELING VALVE SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER KNEELING VALVE SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 3 X 03 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LOWER KNEELING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 3 X 03 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LOWER KNEELING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 4 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER BLEED PLUG SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 4 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER BLEED PLUG SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 X 03 REINST 1/6 TO 1/3 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER BLEED PLUG JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 X 03 REINST 1/6 TO 1/3 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER BLEED PLUG JA015264 0.2 PG021971 0.2 F




Page 187 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 6 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER NITRO SERVICING VALVE SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 6 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER NITRO SERVICING VALVE SAFETY JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 7 X 03 CLOSED TQ TO 70 INLB MR# 117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LOWER NITRO SERVICING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 7 X 03 CLOSED TQ TO 70 INLB MR# 117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LOWER NITRO SERVICING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 8 X 03 REINST TQ TO 100 INLB MR# 117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER NITRO SERVICING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 8 X 03 REINST TQ TO 100 INLB MR# 117537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER NITRO SERVICING VALVE JA015264 0.2 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 9 - 03 COMP NO LEAKS NOTED AT THIS TIME
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CK DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 9 - 03 COMP NO LEAKS NOTED AT THIS TIME
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAK CK DUE 0 PG021971 0.2 F




Page 188 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 10 - 03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 10 - 03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 11 - 03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 PG021971 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 11 - 03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 PG021971 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2014 8:37 AM 1 X GG014020 8337.4 10-Nov-2014 8337.4 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
NO. FM RADIO WILL NOT X- MITT REPLACED NO. 1 FM RADIO IAW EM0013 WP 453
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.2 RC011258 0.5 O
U B 4 19 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM RADIO JL011158 0.2 GG014020 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM RADIO JL011158 0.2 GG014020 0.2 F




Page 189 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM RADIO JLO11158 0.2 RC011258 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM RADIO JLO11158 0.2 RC011258 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV CK DUE 0 GG014020 0.1 F




Page 190 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 3 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 3 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 4 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 4 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 4 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2014 4 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 RC011258 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2014 11:40AM 2 X SP238419  8339.8 10-Nov-2014 8339.8 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS HSI GLASS CRACKED TOP LEFT CORNER REPLACED COPILOTS HSI BEZEL IAW EM0013 WP 315
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.2 RC011258 0.5 F
B G 2 00 o 0
DELAY

13-2s to Follow




Page 191 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COPILOTS HSI BEZEL REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COPILOTS HSI BEZEL REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COPILOTS HSI BEZEL REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COPILOTS HSI BEZEL REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC DUE 0 RC011258 0.1 F




Page 192 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV CK DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD ISP DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD ISP DUE 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD ISP DUE 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD ISP DUE 0 RC011258 0.1 F




Page 193 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2014 11:41 AM 3 X SP238419 8339.8 10-Nov-2014 8339.8 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
#1 FM RADIO CUTS OUT DURING TRANSMISSION MOC OK IAW EM0013 WP 176
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.2 RC011258 0.5 F
G G 2 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Nov-2014 1 - 00 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR FM CUTS OUT 0 GG014020 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Nov-2014 1 - 00 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR FM CUTS OUT 0 GG014020 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Nov-2014 1 - 00 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR FM CUTS OUT 0 RC011258 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
10-Nov-2014 1 - 00 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR FM CUTS OUT 0 RC011258 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
10-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 GG014020 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 RC011258 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2014 11:42AM 4 X SP238419 8339.8 10-Nov-2014 8339.8 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
PILOTS DOOR HANDLE GETS STUCK AND IS HARD TO OPERATE REPLACED HANDLE IAW EM 0013 WP 0215 00, AND 0221 00
AND PUT INTO LOCK MODE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.3 RF015268 0.4 F
B G 2 00 O 0
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 RIENSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT DOOR OUTSIDE HANDLE HDWR REMVOED JLO11158 0.1 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 1 X 00 RIENSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT DOOR OUTSIDE HANDLE HDWR REMVOED JLO11158 0.1 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT OUSIDE DOOR HANDLE REMOVED JLO11158 0.1 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 2 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT OUSIDE DOOR HANDLE REMOVED JLO11158 0.1 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 X 00 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT OUTSIDE DOOR HANDLE DISASSEMBLED JLO11158 0.1 SH012578 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 3 X 00 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT OUTSIDE DOOR HANDLE DISASSEMBLED JLO11158 0.1 SH012578 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 X 00 REINSTALLED IN NEW HANDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT OUSIDE DOOR HANDLE LOCK REMOVED JLO11158 0.1 SH012578 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 4 X 00 REINSTALLED IN NEW HANDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PILOT OUSIDE DOOR HANDLE LOCK REMOVED JLO11158 0.1 SH012578 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK DUE 0 SH012578 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK DUE 0 SH012578 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PROSEAL DUE 0 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PROSEAL DUE 0 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 RF015268 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE 0 RF015268 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:19 PM 3 X RP013979 8345 12-Nov-2014 8345 0 B 52
FAULT WRITE-UP: ACTION TAKEN:
RIGHT HAND STAB HINGE FITTING BOLT NUT NOT TORQUED COMPLETE TQ TO 45 INLBS MR# 115395 IAW EM 0013 WP 0346
PROPERLY.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HW010655 0.6 RG022045 0.7 F
T G 2 52 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Nov-2014 1 X 52 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY HWO010655 0.2 RG022045 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Nov-2014 2 - 52 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 RG022045 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Nov-2014 3 - 52 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 RG022045 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Nov-2014 3:11 AM 1 X COMGEN 8346.4 14-Nov-2014 8346.4 0 3 00

FAULT WRITE-UP:

INSP A115 - LUBE REQUIRMENTS (ESM ONLY). Was Due at: 10-Nov-
2014 or 8357.5 Hours. Upgrade to Red X Status on 14-Nov-2014 or
8359.5 Hours

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 O 0
DELAY

ACTION TAKEN:
COMP I/A/W EM0013 WP 1713, 1717, 1718, 1719, 1720

TIPID
MMO020425

MMH
0.3

PID
JS013002

MMH TYPE
1.6 F

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN BIFILAR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN BIFILAR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE BIFILAR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE BIFILAR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND MAIN LANDING GEAR FAIRING MM020425 0.1 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND MAIN LANDING GEAR FAIRING MM020425 0.1 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND MAIN LANDING GEAR FAIRING MM020425 0.1 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RIGHT HAND MAIN LANDING GEAR FAIRING MMO020425 0.1 JS013002 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL MM020425 0.1 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL MM020425 0.1 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE LANDING GEAR STRUTS 0 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE LANDING GEAR STRUTS 0 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE STABILATOR ACTUATOR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE STABILATOR ACTUATOR 0 JB022047 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE WINDSHIELD WIPER STUDS 0 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATE WINDSHIELD WIPER STUDS 0 JS013002 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 9 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATE WINDSHIELD WIPER CONVERTER 0 JS013002 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 9 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATE WINDSHIELD WIPER CONVERTER 0 JS013002 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 10 - 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENSURE PROSEAL IS INSTALLED IAW PROSEAL CHECK LIST 0 JB022047 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 10 - 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENSURE PROSEAL IS INSTALLED IAW PROSEAL CHECK LIST 0 JB022047 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 11 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APPLY A LITE COAT OF GREASE TO THE TAIL WHEEL LOCK PIN 0 JS013002 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 11 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APPLY A LITE COAT OF GREASE TO THE TAIL WHEEL LOCK PIN 0 JS013002 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 12 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 JS013002 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 12 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 JS013002 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JS013002 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JS013002 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 7:54 AM 5 X DP014995 8346.4 14-Nov-2014 8346.4 0 P 02C15
FAULT WRITE-UP: ACTION TAKEN:
REMOVED L/H TAIL PYLON AXCESS PANEL TO INSPECT TAIL REINSTALLED
PYLON Q DS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.2 DP014995 0.4 O
K G 2 02C15 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 - 02C15 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 DP014995 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 - 02C15 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 DP014995 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 8:06 AM 7 X DP014995 8346.4 14-Nov-2014 8346.4 0 P 02C15
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON Q DS SUSPECTED LEAKING LEAK CHECK COMPLETE I/A/W EM0013 WP 701 SEE MOC
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL011158 0.3 DP014995 0.5 O
K G 2 02C15 O 0
DELAY
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 1:51 PM 8 X MW432832 8348 14-Nov-2014 8348 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
XPDR FAILS SELF TEST REPLACED J4 CONNECTOR AND TRANSPONDER R/T I/A/W
EMO0013, W/P 0558- MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SW015593 2.2 DL020213 3 F
G G 2 00 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 1 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TRANSPONDER R/T MOUNT HARDWARE DISCONNECTED SW015593 0.2 DL020213 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 1 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TRANSPONDER R/T MOUNT HARDWARE DISCONNECTED SW015593 0.2 DL020213 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 1 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TRANSPONDER R/T MOUNT HARDWARE DISCONNECTED SW015593 0.2 JM015024 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Nov-2014 1 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TRANSPONDER R/T MOUNT HARDWARE DISCONNECTED SW015593 0.2 JM015024 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Nov-2014 2 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

XPONDER ELECTRICAL CONNECTORS DISCONNECTED SW015593 0.2 DL020213 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Nov-2014 2 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

XPONDER ELECTRICAL CONNECTORS DISCONNECTED SW015593 0.2 DL020213 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER ELECTRICAL CONNECTORS DISCONNECTED SW015593 0.2 JM015024 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER ELECTRICAL CONNECTORS DISCONNECTED SW015593 0.2 JM015024 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER REMOVED SW015593 0.3 DL020213 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER REMOVED SW015593 0.3 DL020213 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER REMOVED SW015593 0.3 JM015024 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
XPONDER REMOVED SW015593 0.3 JM015024 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 19 REPLACED COAX CONNECTOR AT J4 OF TRANSPONDER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND J4 COAX CONNECTOR ON XPONDER TO BE BAD -NEEDS SW015593 0.5 DL020213 1 F
REPLACEMENT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 19 REPLACED COAX CONNECTOR AT J4 OF TRANSPONDER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND J4 COAX CONNECTOR ON XPONDER TO BE BAD -NEEDS SW015593 0.5 DL020213 1 F

REPLACEMENT
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 19 REPLACED COAX CONNECTOR AT J4 OF TRANSPONDER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND J4 COAX CONNECTOR ON XPONDER TO BE BAD -NEEDS SW015593 0.5 JM015024 1 F
REPLACEMENT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 X 19 REPLACED COAX CONNECTOR AT J4 OF TRANSPONDER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND J4 COAX CONNECTOR ON XPONDER TO BE BAD -NEEDS SW015593 0.5 JM015024 1 F
REPLACEMENT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 - 19 COMPLETE- TEST SET MR NO. 86852 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER MOC DUE 0 DL020213 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 - 19 COMPLETE- TEST SET MR NO. 86852 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER MOC DUE 0 DL020213 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 - 19 COMPLETE- TEST SET MR NO. 86852 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER MOC DUE 0 JM015024 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 - 19 COMPLETE- TEST SET MR NO. 86852 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER MOC DUE 0 JM015024 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 19 COMPLETE-MR NO. 112290-1 MILLIOHM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MILLIOHM CHECK DUE 0 DL020213 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 19 COMPLETE-MR NO. 112290-1 MILLIOHM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MILLIOHM CHECK DUE 0 DL020213 0.2 F




Page 205 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 19 COMPLETE-MR NO. 112290-1 MILLIOHM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MILLIOHM CHECK DUE 0 JM015024 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 - 19 COMPLETE-MR NO. 112290-1 MILLIOHM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MILLIOHM CHECK DUE 0 JM015024 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE 0 DL020213 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE 0 DL020213 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE 0 JM015024 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE 0 JM015024 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 DL020213 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE 0 DL020213 0.1 F




Page 206 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM015024 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM015024 0.1 F

DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 1:44 AM 1 X VM014218 8348 15-Nov-2014 8348 0 J 07A16

FAULT WRITE-UP:
#2 TRANSFER MOD QD'S LEAKING

ACTION TAKEN:

WARMED AND CHECKED IAW 1-1520-237-23 WP 701, NO LEAKAGE

OBSERVED AFTER SYSTEM WAS PROPERLY WARMED UP, SEE
ENTRY #7 ON 15 NOV 14

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BC013939 0.2 CMO020870 0.5 F
X G 2 07A16 o} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 1:45 AM 2 X VMO014218 8348 15-Nov-2014 8348 0 J 11D01

FAULT WRITE-UP:
FOWARD PRIMARY SERVO QD'S LEAKING

ACTION TAKEN:

WARMED AND CHECKED IAW 1-1520-237-23 WP 701, NO LEAKAGE
OBSERVED AFTER SYSTEM WAS PROPERLY WARMED UP, SEE
ENTRY # 8 ON 15 NOV 14

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BC013939 0.2 CMO020870 0.6 F
X G 2 11D01 O 0

DELAY




Report Date: 24-Mar-2016

Page 207 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 1:48 AM 3 X VM014218 8348 15-Nov-2014 8348 0 J 11D01
FAULT WRITE-UP: ACTION TAKEN:
LATERAL PRIMARY QD'S LEAKING WARMED AND CHECKED IAW 1-1520-237-23 WP 701, NO LEAKAGE
OBSERVED AFTER SYSTEM WAS PROPERLY WARMED UP, SEE
ENTRY # 9 ON 15 NOV 14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BC013939 0.2 CM020870 0.5 F
X G 2 11D01 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Nov-2014 3:24 AM 6 X VM014218 8348 15-Nov-2014 8348 0 2 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
YELLOW DAMPER NEEDS SERVICING SERVICED IAW EM 0013 WP 1660
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 JD026612 0.9 F
X G 2 05A01Z 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON YELLOW MAIN ROTOR BLADE DAMPER PLUGS RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 3 X 02 REINSTALLED TORQUED TO 70 INCH POUNDS MR # 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED RJ020141 0.2 JD026612 0.1 F




Page 208 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 4 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 5 X 02 REINSTALLED TORQUED TO 70 INCH POUNDS MR # 129385
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED RJ020141 0.2 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 6 - 02 COMPLETE PASSED CHECK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 7 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JD026612 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 8 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JD026612 0.1 F




Report Date: 24-Mar-2016

Page 209 of 2265
Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Nov-2014 7:57 PM 1 X RA015176 8348 17-Nov-2014 8348 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
NOSE PLATE IMPROPRERLY INSTALLED READJUSTED NOSE PLATE ON TOP OF SCREEN IAW EM0013
WP201
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 1 TS026028 1 F
K G 2 02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Nov-2014 1 X 02 REINSTALLED HARDWARE REJUSTED NOSE PLATE ON TOP OF SCREEN
IAW EM0013 WP 201
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR SCREEN HARDWARE REMOVED ES014297 0.2 TS026028 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Nov-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR SCREEN REMOVED ES014297 0.2 TS026028 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Nov-2014 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 TS026028 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Nov-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 TS026028 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Nov-2014 8:35 PM 3 X BG027369 8352.8 19-Nov-2014 8352.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
MAIN MOD LEAKING AT FILTER HOUSING REPLACED FILTER HOUSING O-RING IAW EM 0013 WP 0 657 00
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 0.5 LW012211 1 F
\Y G 2 02 F -1
DELAY

13-2s to Follow




Page 210 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 X 02 REINSTALLED M/R 129386 TQ 110 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FILTER HOUISING MNT HDWR RMVD BM020121 0.1 GR026659 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 02 TURNED ON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL FLOW SHUTOFF BM020121 0.1 SH021800 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FILTER HOUSING RMVD BM020121 0.1 SH021800 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 GR026659 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 SH021800 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 GR026659 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 SHO021800 0.2 F




Page 211 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 3:25 AM 2 X LF026464 8358.2 20-Nov-2014 8358.2 0 2 03B03B
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL LANDING GEAR TIRE LOW AIR PRESSURE (110 PSI) SERVICED TIRE TO 125 PSI IAW EM0013 WP 1649. MR#118587
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS VH020374 0.1 AF026530 0.5 F
\ G 2 03B03B F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
20-Nov-2014 1 / 02 REINSTALLED CAP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
VALVE STEM CAP REMOVED 0 AF026530 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK DUE 0 AF026530 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Nov-2014 3 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 AF026530 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 4 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 AF026530 0.1 F




Page 212 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 3:27 AM 3 X LF026464 8358.2 20-Nov-2014 8358.2 0 2 03A04B
FAULT WRITE-UP: ACTION TAKEN:
LEFT MAIN TIRE LOW AIR PRESSURE (105 PSI ). SERVICED TIRE TO 140 PSI. IAW EM0013 WP 1647. MR#118587.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS VH020374 0.1 AF026530 0.5 F
\ G 2 03A04B F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 1 / 02 REINSTALLED CAP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
VALVE STEM CAP REMOVED 0 AF026530 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 2 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK DUE 0 AF026530 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 3 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 AF026530 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Nov-2014 4 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 AF026530 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Nov-2014 1:25 PM 2 X MB507158 8374.1 24-Nov-2014 8374 .1 0 2 05

FAULT WRITE-UP:

RED MAINROTOR DAMPER EMPTY OF FLUID, NO GOLD BAND
SHOWING

ACTION TAKEN:
SERVICED DAMPER IAW EM 0013 WP 1660 00

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.3 SHO012578 0.1 F
T G 5 05 O 0
DELAY

13-2s to Follow




Page 213 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 1 X 02 RESAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SAFETY CUT ON RED MAIN ROTOR BLADE DAMPER PLUGS JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 1 X 02 RESAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SAFETY CUT ON RED MAIN ROTOR BLADE DAMPER PLUGS JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 2 X 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 2 X 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 3 X 02 REINSTALLED 75 IN LBS MR# 126755

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OUTBOARD DAMPER PLUG REMOVED JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 3 X 02 REINSTALLED 75 IN LBS MR# 126755

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OUTBOARD DAMPER PLUG REMOVED JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 4 X 02 DISCONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SERVICE POT HOSE CONNECTED JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 4 X 02 DISCONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SERVICE POT HOSE CONNECTED JLO11158 0.1 DS014069 0.1 F




Page 214 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS:
26-Aug-2015

8627.7

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Nov-2014 5 X 02 RETORQUED 75 IN LBS MR# 126755
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INBOARD PLUG LOOSENED JLO11158 0.1 DS014069 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 5 X 02 RETORQUED 75 IN LBS MR# 126755

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INBOARD PLUG LOOSENED JLO11158 0.1 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 6 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAD/LAG CHECK DUE 0 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 6 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAD/LAG CHECK DUE 0 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 7 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 7 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 8 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DS014069 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Nov-2014 8 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DS014069 0.1 F




Page 215 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 24-Nov-2014 5:00 PM 3 X MB507158 8376.5 25-Nov-2014 8376.5 0 A 05A01
FAULT WRITE-UP: ACTION TAKEN:
DURING FLIGHT ROTOR SYSTEM HAD A4 TO 1 VERTICAL REPLACED DAMPER IAW EM0013 WP 576

VIBRATION, FROM MODERATE TO SEVERE. RED MAIN ROTOR
DAMPER WAS EMPTY ON PREFLIGHT, SERVICED AND FOUND
EMPTY ON POSTFLIGHT, SUSPECT RED MAINROTOR DAMPER

FAILURE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SR020200 1.5 JA021772 2 F
G K 3 05A01 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY REMOVED FROM FILLER PLUGS ES014297 0.2 SS026006 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 2 X 02 REINSTALLED TORQUED AT 70 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FILLER PLUGS REMOVED (2 EACH) ES014297 0.2 SS026006 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 3 X 02 REPLACED INDICATOR AND TORQUED TO 300 IN LBS I/A/W EM0013 WP
568 MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INDICATOR REMOVED ES014297 0.2 SS026006 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 4 - 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DAMPER DUE SERVICING 0 SS026006 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 §S026006 0.3 F




Page 216 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 SS026006 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 7 X 05A01 REPLACED DAMPER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DURING LEAD \ LAG CHECK DAMPER LEAKED EXCESSIVELY FROM SR020200 0.2 JA021772 0.5 F
WEEP HOLE
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 8 X 05A01 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (2EA) DAMPER HRDWR COTTER KEYS SR020200 0.2 JA021772 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 9 X 05A01 REINST, TQ'D TO 1320 IN/LBS MR# 128810
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (2EA) DAMPER HRDWR SR020200 0.2 JA021772 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 10 X 05A01 RMVD S/N: A108-02037 AND RPLACED WITH S/N: A106-05770
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DAMPER SR020200 0.2 JA021772 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 11 - 05A01 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ 0 JA021772 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Nov-2014 12 - 05A01 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JA021772 0.1 F




Page 217 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 8:44 AM 1 X KM483821 8379.8 03-Dec-2014 8379.8 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
BOAST CAUTION DID NOT APPEAR DURING HYD LEAK TEST REPLACED BOOST PRESSURE SWITCHES, COLLECTIVE AND
YAW, IAW EM 0013 WP 1094 AND WP 1099.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JLO11158 0.3 RC011258 3 F
T G 5 19 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Dec-2014 1 X 19 CONNECTED ELECTRICAL CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM COLLECTIVE BOOST JL011158 0.2 GG014020 0.1 F
PRESSURE SWITCH
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Dec-2014 1 X 19 CONNECTED ELECTRICAL CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM COLLECTIVE BOOST JL011158 0.2 GG014020 0.1 F
PRESSURE SWITCH
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Dec-2014 1 X 19 CONNECTED ELECTRICAL CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM COLLECTIVE BOOST JL011158 0.2 RC011258 0.1 F
PRESSURE SWITCH
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Dec-2014 1 X 19 CONNECTED ELECTRICAL CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM COLLECTIVE BOOST JL011158 0.2 RC011258 0.1 F
PRESSURE SWITCH
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Dec-2014 2 X 19 RE-SAFETIED PRESSURE SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM COLLECTIVE BOOST PRESSURE SWITCH JL011158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Dec-2014 2 X 19 RE-SAFETIED PRESSURE SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM COLLECTIVE BOOST PRESSURE SWITCH JL011158 0.1 GG014020 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 19 RE-SAFETIED PRESSURE SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM COLLECTIVE BOOST PRESSURE SWITCH JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 19 RE-SAFETIED PRESSURE SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM COLLECTIVE BOOST PRESSURE SWITCH JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 19 REPLACED PRESSURE SWITCH IAW EM 0013 WP 1099
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 19 REPLACED PRESSURE SWITCH IAW EM 0013 WP 1099
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 19 REPLACED PRESSURE SWITCH IAW EM 0013 WP 1099
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 19 REPLACED PRESSURE SWITCH IAW EM 0013 WP 1099
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 - 19 CHECKED OK NO LEAKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING COLLECTIVE BOOST 0 GG014020 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 4 - 19 CHECKED OK NO LEAKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING COLLECTIVE BOOST 0 GG014020 0.1 F

PRESSURE SWITCH
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 4 - 19 CHECKED OK NO LEAKS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING COLLECTIVE BOOST 0 RC011258 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 4 - 19 CHECKED OK NO LEAKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING COLLECTIVE BOOST 0 RC011258 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 5 X 19 INSTALLED CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM YAW BOOST JLO11158 0.1 GG014020 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 5 X 19 INSTALLED CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM YAW BOOST JLO11158 0.1 GG014020 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 5 X 19 INSTALLED CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM YAW BOOST JLO11158 0.1 RC011258 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 5 X 19 INSTALLED CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR DISCONNECTED FROM YAW BOOST JLO11158 0.1 RC011258 0.1 F

PRESSURE SWITCH

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 6 X 19 RE-SAFETIED SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM YAW BOOST PRESSURE SWITCH JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 6 X 19 RE-SAFETIED SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SAFETIES REMOVED FROM YAW BOOST PRESSURE SWITCH JLO11158 0.1 GG014020 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 19 RE-SAFETIED SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM YAW BOOST PRESSURE SWITCH JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 19 RE-SAFETIED SWITCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM YAW BOOST PRESSURE SWITCH JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 19 REPLACED SWITCH IAW EM 0013 WP 1094
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 19 REPLACED SWITCH IAW EM 0013 WP 1094
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 GG014020 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 19 REPLACED SWITCH IAW EM 0013 WP 1094
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 19 REPLACED SWITCH IAW EM 0013 WP 1094
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST PRESSURE SWITCH REMOVED JLO11158 0.1 RC011258 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 - 19 CHECKED OK NO LEAKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING YAW BOOST PRESSURE 0 RC011258 0.1 F
SWITCH
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 - 19 CHECKED OK NO LEAKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK REQUIRED FOR REPLACING YAW BOOST PRESSURE 0 RC011258 0.1 F

SWITCH
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE COLLECTIVE BOOST PRESSURE SWITCH TO 142-157 INCH 0 GG014020 0.1 F
POUNDS

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE COLLECTIVE BOOST PRESSURE SWITCH TO 142-157 INCH 0 GG014020 0.1 F
POUNDS

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE COLLECTIVE BOOST PRESSURE SWITCH TO 142-157 INCH 0 RC011258 0.1 F
POUNDS

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE COLLECTIVE BOOST PRESSURE SWITCH TO 142-157 INCH 0 RC011258 0.1 F
POUNDS

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE YAW BOOST PRESSURE SWITCH TO 142-157 INCH POUNDS 0 GG014020 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE YAW BOOST PRESSURE SWITCH TO 142-157 INCH POUNDS 0 GG014020 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE YAW BOOST PRESSURE SWITCH TO 142-157 INCH POUNDS 0 RC011258 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 - 19 TORQUED TO 150 IN. LBS WITH MR # DPEZ5295
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TORQUE YAW BOOST PRESSURE SWITCH TO 142-157 INCH POUNDS 0 RC011258 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015

Current Status A: X Current Status E:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 11 - 19 MOC OK. MTP MOC ENTERED ON 13-1 FOR HYD LEAK TEST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR REPLACING YAW BOOST AND COLLECTIVE 0 GG014020 0.3 F

BOOST PRESSURE SWITCHES

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 11 - 19 MOC OK. MTP MOC ENTERED ON 13-1 FOR HYD LEAK TEST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR REPLACING YAW BOOST AND COLLECTIVE 0 GG014020 0.3 F

BOOST PRESSURE SWITCHES

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 11 - 19 MOC OK. MTP MOC ENTERED ON 13-1 FOR HYD LEAK TEST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR REPLACING YAW BOOST AND COLLECTIVE 0 RC011258 0.3 F

BOOST PRESSURE SWITCHES

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 11 - 19 MOC OK. MTP MOC ENTERED ON 13-1 FOR HYD LEAK TEST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR REPLACING YAW BOOST AND COLLECTIVE 0 RC011258 0.3 F
BOOST PRESSURE SWITCHES
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 12 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 12 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 12 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 12 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 RC011258 0.1 F




Report Date: 24-Mar-2016

Page 223 of 2265
Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 - 19 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 - 19 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 GG014020 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 - 19 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 - 19 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 RC011258 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 - 19 NOTED..INFO ONLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
THE TORQUE WRENCH USED WAS MR # 129723. THE S/N OF THE 0 RC011258 0.1 F
WRENCH , DPEZ5295, WAS MISTAKENLY LISTED AS THE MR #.
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 - 19 NOTED..INFO ONLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
THE TORQUE WRENCH USED WAS MR # 129723. THE S/N OF THE 0 RC011258 0.1 F
WRENCH , DPEZ5295, WAS MISTAKENLY LISTED AS THE MR #.
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:04 AM 3 X SH012578 8379.8 03-Dec-2014 8379.8 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
SLIDING PYLON COVER REMOVED FOR AVIONICS (BOOST REINSTALLED IAW EM0013 WP 304
CAUTION DID NOT APPEAR DURING HYD LEAK TEST)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 1.5 DD026178 15 F
K G 1 02 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
03-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DD026178 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
03-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 DD026178 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 5:36 PM 6 X JP020866  8379.8 03-Dec-2014 8379.8 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
HYD DECK WASH NEEDED FOR EXCESSIVE HYD FLUID HYDRAULIC DECK WASH COMPLETED IAW TM 1-1520-237-23 WP
1496.
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 0.5 JS021107 2 F
K G 3 02 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
03-Dec-2014 1 / 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED INLET PLUGS 0 JS021107 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 / 02 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED MAIN ROTOR SLIDING PYLON COVER 0 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED COVER ON HYDRAULIC RESERVOIR JD020647 0.1 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED MIXER COVERS JD020647 0.1 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 02 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED CYCLIC COVERS JD020647 0.1 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HYDRAULIC DECK WASH DUE 0 JS021107 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JS021107 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JS021107 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 12:50 AM 2 X KM021457 8383.1 10-Dec-2014 8383.1 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL FORK LOCK PIN BUSHING UNSEATED REPLACED BUSHING IAW EM0013 WP# 472
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM020425 0.1 JG026597 0.4 F
X G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 DD026609 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 DD026609 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JG026597 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
10-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JG026597 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DD026609 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
10-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DD026609 0.2 F




Page 227 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JG026597 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JG026597 0.2 F

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 12:51AM 3 X KM021457 8383.1 10-Dec-2014 8383.1 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
RED TAIL ROTOR BLADE ZIP TIE CLIPS INSTALLED IMPROPERLY CHECKED FOUND SERVICABLE IAW EM0013 WP# 597
(MISALIGNED)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM020425 0.1 DD026609 0.2 F
X G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
10-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 DD026609 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
10-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DD026609 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 1:03 AM 4 X IE026586  8383.1 10-Dec-2014 8383.1 0 2 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
BLACK DAMPER NEEDS SERVICED SERVICED IAW EM0013 WP# 1660
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MMO020425 0.4 DD026609 1.6 F
K G 2 05A01Z F 0
DELAY

13-2s to Follow




Page 228 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 SAFETIED IAW EM0013 WP# 1660
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON BLACK MAIN ROTOR BLADE DAMPER PLUGS MM020425 0.1 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER MM020425 0.1 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 3 X 02 REINSTALLED IAW EM0013 WP# 1660 TQ: 70 IN LBS MR# 120831
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED MMO020425 0.1 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 4 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED MM020425 0.1 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 5 X 02 REINSTALLED IAW EM0013 WP# 1660 TQ: 70 IN LBS MR# 120831
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED MM020425 0.1 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DD026609 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DD026609 0.2 F




Page 229 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 1:04 AM 5 X IE026586 8383.1 10-Dec-2014 8383.1 0 2 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
BLUE DAMPER NEEDS SERVICED SERVICED IAW EM0013 WP# 1660
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM020425 0.4 JG026597 1.6 F
K G 2 05A01Z F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 1 X 02 SAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON MAIN ROTOR BLADE DAMPER PLUGS MM020425 0.1 JG026597 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Dec-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER MM020425 0.1 JG026597 0.2 F

DATE SEQNO STATUS wucC ACTION TAKEN
10-Dec-2014 3 X 02 REINSTALLED IAW EM0013 WP# 1660 TQ: 70 IN LBS MR# 120831
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED MMO020425 0.1 JG026597 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
10-Dec-2014 4 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED MMO020425 0.1 JG026597 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
10-Dec-2014 5 X 02 REINSTALLED IAW EM0013 WP# 1660 TQ: 70 IN LBS MR# 120831
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED MMO020425 0.1 JG026597 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
10-Dec-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 JG026597 0.2 F




Report Date: 24-Mar-2016

Page 230 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JG026597 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JG026597 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 1:31 PM 7 X PS507699  8383.1 10-Dec-2014 8383.1 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
XSMN IMPENDING BYPASS BUTTON POPPED. RESET BUTTON, CHECKED AND FOUND MAIN MOD TO BE
SERVICABLE IAW EM0013 WP 626
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 3.5 DD026178 3.5 F
T G 5 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 - 02 1335
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOTE TIME FLIGHT LINE PERSONNEL WAS NOTIFIED OF THE ENTRY 0 DG014786 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 - 02 1335
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOTE TIME FLIGHT LINE PERSONNEL WAS NOTIFIED OF THE ENTRY 0 DG014786 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 2 - 02 1336
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOTE TIME TI WAS NOTIFIED BY FLIGHT LINE PERSONNEL 0 DG014786 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 2 - 02 1336
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

NOTE TIME TI WAS NOTIFIED BY FLIGHT LINE PERSONNEL

0 DG014786 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 3 - 02 1337

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ARRIVAL TIME FOR INSPECTOR 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 3 - 02 1337

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ARRIVAL TIME FOR INSPECTOR 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 4 - 02 VERIFIED BUTTON POPPED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENTRY REQUIRES FURTHER EVALUATION TO DETERMINE VALIDITY 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 4 - 02 VERIFIED BUTTON POPPED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENTRY REQUIRES FURTHER EVALUATION TO DETERMINE VALIDITY 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 5 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 5 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 6 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DG014786 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 6 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DG014786 0.1 F




Page 232 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 7 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER BOWL MOUNTING HARDWARE ES014297 0.2 DD026178 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 7 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER BOWL MOUNTING HARDWARE ES014297 0.2 DD026178 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER BOWL ES014297 0.2 DD026178 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER BOWL ES014297 0.2 DD026178 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 9 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FIRST STAGE FILTER ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 9 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FIRST STAGE FILTER ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 10 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SECOND STAGE FILTER ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 10 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SECOND STAGE FILTER ES014297 0.2 DD026178 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 11 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FILTER BOWL O'RING ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 11 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FILTER BOWL O'RING ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 12 X 02 TORQUE CHECKED AT 5 IN LBS MR# 129477

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CHECK DRAG TORQUE ON MOUNTING BOLTS ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 12 X 02 TORQUE CHECKED AT 5 IN LBS MR# 129477

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CHECK DRAG TORQUE ON MOUNTING BOLTS ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 13 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 13 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 14 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DD026178 0.2 D
DATE SEQ NO STATUS wuc ACTION TAKEN

10-Dec-2014 14 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DD026178 0.2 D




Report Date: 24-Mar-2016

Page 234 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 15 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY ON RIGHT HAND INPUT MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.5 F
MOUNT BOLT
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 15 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY ON RIGHT HAND INPUT MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.5 F
MOUNT BOLT
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 16 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY ON LEFT HAND INPUT MODULE CHP DETECTOR ES014297 0.2 DD026178 0.5 F
MOUNT BOLT
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 16 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY ON LEFT HAND INPUT MODULE CHP DETECTOR ES014297 0.2 DD026178 0.5 F
MOUNT BOLT
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 17 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR MOUNT BOLT ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 17 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR MOUNT BOLT ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 18 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECTOR MOUNT BOLT ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 18 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECTOR MOUNT BOLT ES014297 0.2 DD026178 0.3 F




Page 235 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 19 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 19 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 20 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECOTR ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 20 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECOTR ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 21 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR RECEPTICAL ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 21 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR RECEPTICAL ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 22 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODLE CHIP DETECTOR RECEPTICAL ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 22 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LEFT HAND INPUT MODLE CHIP DETECTOR RECEPTICAL ES014297 0.2 DD026178 0.3 F




Page 236 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 23 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 23 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND INPUT MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 24 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 24 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND INPUT MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 25 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE CHIP DETECTOR MOUNT BOLTS ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 25 X 02 REINSTALLED TORQUED AT 110 IN LBS MR# 106935
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE CHIP DETECTOR MOUNT BOLTS ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 26 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 26 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MODULE CHIP DETECTOR ES014297 0.2 DD026178 0.2 F




Page 237 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 27 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 27 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MODULE CHIP DETECTOR SCREEN ES014297 0.2 DD026178 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 28 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE OF MAIN MODULE DUE 0 DD026178 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 28 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE OF MAIN MODULE DUE 0 DD026178 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 29 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENSURE FOLLOW ON ENTRY TO PERFORM A MAINTENANCE TEST 0 DD026178 0.2 F
FLIGHT IS ENTERED IF FUNCTIONAL TEST WAS DONE BECAUSE OF AN
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 29 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENSURE FOLLOW ON ENTRY TO PERFORM A MAINTENANCE TEST 0 DD026178 0.2 F
FLIGHT IS ENTERED IF FUNCTIONAL TEST WAS DONE BECAUSE OF AN
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 30 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DD026178 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Dec-2014 30 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DD026178 0.2 F




Report Date: 24-Mar-2016

Page 238 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 31 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 31 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DD026178 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 11:22 AM 1 X JLO11158  8383.1 17-Dec-2014 8383.1 0 A 07
FAULT WRITE-UP: ACTION TAKEN:
FWD PRIMARY SERVO LEAKING STATIC FROM WEEP HOLE ON REPLACED SERVO IAW EM 0013 WP 1104
BYPASS ASSY EXCESSIVE IAW EM0013 WP 0701
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HW010655 2 KC021671 2 F
K G 3 07 O -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 07 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA. CANNON PLUGS SW015593 0.2 JB026301 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 07 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA. CANNON PLUGS SW015593 0.2 JB026301 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CONTROL ROD FROM OUTPUT END TO HWO010655 0.2 JW021278 0.2 F
SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CONTROL ROD FROM OUTPUT END TO HWO010655 0.2 JW021278 0.2 F

SERVO




Page 239 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

11-Dec-2014 3 X 07 REINSTALLED; TQ. 650 IN. LBS. MR# 129880

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD FROM OUTPUT END OF HWO010655 0.2 JW021278 0.2 F

PRIMARY SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 3 X 07 REINSTALLED; TQ. 650 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD FROM OUTPUT END OF  HWO010655 0.2 JW021278 0.2 F

PRIMARY SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 4 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA. COTTER KEYS FROM CONTROL ROD BETWEEN MIXER HWO010655 0.2 JW021278 0.2 F
AND SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 4 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA. COTTER KEYS FROM CONTROL ROD BETWEEN MIXER HWO010655 0.2 JW021278 0.2 F
AND SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 5 X 07 REINSTALLED; TQ. 100 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD BETWEEN MIXER AND HWO010655 0.2 JW021278 0.2 F
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 5 X 07 REINSTALLED; TQ. 100 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD BETWEEN MIXER AND HWO010655 0.2 JW021278 0.2 F
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE SAFETIES 3 EA. HWO010655 0.2 JW021278 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MOUNT HARDWARE SAFETIES 3 EA. HWO010655 0.2 JW021278 0.4 F




Page 240 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE SAFETIES 3 EA. HWO010655 0.2 KC021671 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE SAFETIES 3 EA. HWO010655 0.2 KC021671 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 KC021671 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 KC021671 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 - 07 COMPLETE PASSED AT 15 IN. LBS. MR# 129349
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TQ. DUE FOR BARREL-NUTS 0 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 - 07 COMPLETE PASSED AT 15 IN. LBS. MR# 129349
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAKAWAY TQ. DUE FOR BARREL-NUTS 0 JW021278 0.3 F




Page 241 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 KC021671 0.1 F




Page 242 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 JW021278 0.1 F




Page 243 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 X 07 REPLACED; TQ. 150 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 X 07 REPLACED; TQ. 150 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 16 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 16 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 16 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 16 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 17 X 07 REPLACED OLD S\N- B303-03661B WITH S\N-B303-11767B
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVO HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 17 X 07 REPLACED OLD S\N- B303-03661B WITH S\N-B303-11767B
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SERVO HWO010655 0.2 JW021278 0.3 F




Report Date: 24-Mar-2016

Page 244 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 17 X 07 REPLACED OLD S\N- B303-03661B WITH S\N-B303-11767B
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVO HWO010655 0.2 KC021671 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 17 X 07 REPLACED OLD S\N- B303-03661B WITH S\N-B303-11767B
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVO HWO010655 0.2 KC021671 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 11:25AM 2 X JLO11158  8383.1 16-Dec-2014 8383.1 0 A 07
FAULT WRITE-UP: ACTION TAKEN:
FWD PRIMARY SERVO QD'S LEAKING EXCESSIVLY IAW EM0013 WP REPLACED SERVO QD'S SEE ENTRY DATED 11 DEC. 2014 FAULT
0701 NO. 1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HW010655 0.2 KC021671 0.1 F
K G 3 07 O -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 11:27 AM 3 X JLO11158  8383.1 17-Dec-2014 8383.1 0 A 07
FAULT WRITE-UP: ACTION TAKEN:
LAT PRIMARY SEVO HAS STATIC LEAK FROM WEEP HOLE ON REPLACED SERVO IAW EM 0013 WP 1104
BYPASS ASSY EXCESSIVELY IAW EM0013 WP 0701
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HWO010655 1.5 KC021671 0.5 F
K G 3 07 O -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA. CANNON PLUGS HWO010655 0.2 JW021278 0.2 F




Page 245 of 2265

Report Date: 24-Mar-2016 To 24-Mar-2016

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 1 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA. CANNON PLUGS HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 2 X 07 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CONTROL ROD TO OUTPUT END OF SR020200 0.2 CB022119 0.5 F
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 2 X 07 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CONTROL ROD TO OUTPUT END OF SR020200 0.2 CB022119 0.5 F
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 3 X 07 TORQUED 700 IN LBS MR 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDW. FROM CONTROL ROD TO OUTPUT END OF SERVO  SR020200 0.2 CB022119 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 3 X 07 TORQUED 700 IN LBS MR 129880
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDW. FROM CONTROL ROD TO OUTPUT END OF SERVO  SR020200 0.2 CB022119 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 4 X 07 INSTALLED 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA. COTTER KEYS FROM CONTROL ROD BETWEEN MIXER SR020200 0.2 CB022119 0.5 F
AND SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 4 X 07 INSTALLED 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA. COTTER KEYS FROM CONTROL ROD BETWEEN MIXER SR020200 0.2 CB022119 0.5 F
AND SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 5 X 07 TORQUED 100 IN LBS MR 128044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD BETWEEN MIXER AND SR020200 0.2 CB022119 0.5 F

SERVO




Page 246 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 5 X 07 TORQUED 100 IN LBS MR 128044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CONTROL ROD BETWEEN MIXER AND SR020200 0.2 CB022119 0.5 F
SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 3 EA. SAFETIES FROM MOUNT HARDWARE HWO010655 0.2 JW021278 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 3 EA. SAFETIES FROM MOUNT HARDWARE HWO010655 0.2 JW021278 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED; TQ. 400 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 X 07 REPLACED SN: B303-07327
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVO SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 X 07 REPLACED SN: B303-07327
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVO SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE PASSED AT 15 IN. LBS. MR# 129349
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAKAWAY TQ. CHECK DUE FOR BARREL-NUTS 0 JW021278 0.2 F




Page 247 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMPLETE PASSED AT 15 IN. LBS. MR# 129349
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TQ. CHECK DUE FOR BARREL-NUTS 0 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED; TQ. 150 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED; TQ. 150 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA. FEMALE QD'S HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 JW021278 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 KC021671 0.1 F




Report Date: 24-Mar-2016

Page 249 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 KC021671 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 11:30AM 4 X JL0O11158  8383.1 16-Dec-2014 8383.1 0 A 07

FAULT WRITE-UP:

LAT PRIMARY SERVO QD'S LEAKING STATIC EXCESSIVELY IAW
EMO0013 WP 701.0

ACTION TAKEN:

REPLACED SERVO QD'S SEE ENTRY DATED 11 DEC. 2014 FAULT
NO. 3

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HWO010655 0.2 KC021671 0.1 F
K G 3 07 o -5
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 11:39AM 5§ X JL011158  8383.1 16-Dec-2014 8383.1 0 A 07

FAULT WRITE-UP:

#2 XFER MOD QD'S STATIC LEAKING EXCESSIVELY IAW EM0013
WP0701.0

ACTION TAKEN:
REPLACED QD'S IAW EM 0013 WP 748 AND 736

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS HWO010655 2 KC021671 2 F
K G 3 07 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 07 DUPLICTAE ENTRY SEE FWD PRIMARY SERVO 2408-13-2
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S SR020200 0.2 RE020459 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 07 DUPLICTAE ENTRY SEE FWD PRIMARY SERVO 2408-13-2
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (6EA) HYD PUMP QD'S SR020200 0.2 RE020459 0.3 F




Page 250 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (3EA) ELEC CONN HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (3EA) ELEC CONN HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (3EA) ELEC CONN HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN (3EA) ELEC CONN HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 3 X 07 REINSTALLED; TQ. 170 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (3EA) MOUNT NUTS HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 3 X 07 REINSTALLED; TQ. 170 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (3EA) MOUNT NUTS HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 4 X 07 REINSTALLED; TQ. 200 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MOUNT BOLT HWO010655 0.2 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 4 X 07 REINSTALLED; TQ. 200 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MOUNT BOLT HWO010655 0.2 JW021278 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 5 X 07 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TRANSFER MOD HWO010655 0.2 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 5 X 07 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TRANSFER MOD HWO010655 0.2 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (4) TRANSFER MOD QD SAFETIES SR020200 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (4) TRANSFER MOD QD SAFETIES SR020200 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (4) TRANSFER MOD QD SAFETIES SR020200 0.2 JA021772 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (4) TRANSFER MOD QD SAFETIES SR020200 0.2 JA021772 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED, TQ'D TO 300 IN/LBS MR# 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7EA) TRANSFER MOD "MALE" QD'S SR020200 0.2 DD026178 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 07 REINSTALLED, TQ'D TO 300 IN/LBS MR# 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD (7EA) TRANSFER MOD "MALE" QD'S SR020200 0.2 DD026178 0.2 F




Page 252 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7EA) MALE QD PACKINGS SR020200 0.2 JA021772 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 8 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7EA) MALE QD PACKINGS SR020200 0.2 JA021772 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR 2RWW OT 0 DD026178 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR 2RWW OT 0 DD026178 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR 2RWW OT 0 JA021772 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 9 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR 2RWW OT 0 JA021772 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE FOR 2RWW OT 0 DD026178 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE FOR 2RWW OT 0 DD026178 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE FOR 2RWW OT 0 JA021772 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 10 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE FOR 2RWW OT 0 JA021772 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7TEA)FEMALE QD PACKINGS HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7TEA)FEMALE QD PACKINGS HWO010655 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7TEA)FEMALE QD PACKINGS HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 11 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7TEA)FEMALE QD PACKINGS HWO010655 0.2 KC021671 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 X 07 REPLACED TQ. 300 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (7TEA)FEMALE QDS HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 12 X 07 REPLACED TQ. 300 IN. LBS. MR# 124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD (7TEA)FEMALE QDS HWO010655 0.2 JW021278 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QDS HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 13 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QDS HWO010655 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 14 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 JW021278 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 JW021278 0.1 F




Report Date: 24-Mar-2016

Page 255 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 KC021671 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Dec-2014 15 - 07 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. DUE 0 KC021671 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Dec-2014 2:13 PM 1 X COMGEN  8383.1 18-Dec-2014 8383.1 0 I 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A893 - AIRCRAFT WASH DUE. Was Due at: 10-Dec-2014. COMPLETED IAW EM0013 WP 1683, 1684, 1685, 1686, 1702
Upgrade to Red X Status on 15-Dec-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LS015405 0.8 LF026464 22 F
o o 1 00 o -3
DELAY
13-2s to Follow
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Dec-2014 1 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED MAIN ROTOR SLIDING PYLON COVER 0 JC014621 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Dec-2014 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED MIXER ASSEMBLY COVER LS015405 0.2 JC014621 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Dec-2014 3 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED COCKPIT DASH COVER LS015405 0.2 LF026464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Dec-2014 4 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED FLIGHT CONTROL COVERS LS015405 0.2 LF026464 0.1 F




Page 256 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 5 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED ENGINE INLET PLUGS 0 LF026464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 6 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT WASH DUE 0 JC014621 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 6 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT WASH DUE 0 LF026464 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 7 X 02A REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED COVER ON HYDRAULIC RESERVOIR LS015405 0.2 LF026464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 8 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APPLY CPC TO TAIL ROTOR PITCH BEAM NUT 0 JC014621 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 9 X 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FLIGHT CRITICAL FOD INSPECTION OF HYDRAULIC DECK, ENGINE LS015405 0.2 JC014621 0.2 F

COMPARTMENT, APU COMPARTMENT, AND TRANSMISSION AREA
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 10 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK ARE DUE 0 JC014621 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Dec-2014 11 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 LF026464 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 15-Dec-2014 5:16 PM 2 X KC021671  8383.1 16-Dec-2014 8383.1 0 A 05

FAULT WRITE-UP:

YELLOW\BLUE SCISSOR LINK BEARING OUT OF LIMITS MEASURED
.042 IN.

ACTION TAKEN:
REPLACED IAW EM 0013 WP 0577

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SR020200 1.6 JW021278 15 F
K G 2 05 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 1 X 05 REINSTALLED; TQ. 110 IN. LBS. MR# 128044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER HARDWARE SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 2 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY SR020200 0.2 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 4 X 05 REINSTALLED; TQ. 850 IN. LBS. MR#124399
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER LINK HARDWARE SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 5 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BEARING SR020200 0.2 JW021278 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 6 - 05 COMPLETE PASSED AT 15 IN. LBS. MR# 129349
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RETAINER INSERTS DRAG TORQUE DUE 0 JW021278 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 7 - 05 COMPLETE MEASURED AT 1.71 MR# 95680
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BEARING BORE \D MEASUREMENT DUE 0 JW021278 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 8 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE 0 JW021278 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 9 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP. DUE 0 JW021278 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 6:40 PM 3 X KC021671 8383.1 18-Dec-2014 8383.1 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
R\H LOWER CARGO DOOR TRACK WEAR STRIP WORN; FRONT SET REPLACED IAW EM 0013 WP 401
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK011549 0.1 RY021666 0.5 F
K G 2 02 O -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 6:45 PM 4 X KC021671 8383.1 18-Dec-2014 8383.1 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
R\H LOWER CARGO DOOR TRACK WEAR STRIP WORN; 2ND FROM REPLACED IAW EM 0013 WP 401
FROM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK011549 0.1 RY021666 0.5 F
K G 2 02 O -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 6:46 PM 5 X KC021671 8383.1 18-Dec-2014 8383.1 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
L\H LOWER CARGO DOOR TRACK WEAR STRIP WORN; 2ND FROM REPLACED IAW EM 0013 WP 401
FRONT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK011549 0.1 RY021666 0.5 F
K G 2 02 O -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 1 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 RY021666 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Dec-2014 2 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RY021666 0.2 F
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Report Date: 24-Mar-2016 To 24-Mar-2016

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 3:53 PM 11 X THO021312  8383.1 18-Dec-2014 8383.1 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
FWD PRIMARY SERVO LEAKING AT THE QD'S. FOUND TO BE WITHIN LIMITS NO LEAKS NOTED IAW WP 0701 00
EMO0013
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 0.4 JT026092 0.4 F
L G 5 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JT026092 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE

0 JT026092 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 3:55 PM 12 X THO021312  8383.1 19-Dec-2014 8383.1 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
LAT PRIMARY SERVO LEAKING AT QD'S. FOUND TO BE WITHIN LIMITS NO LEAKS NOTED IAW WP 070100
EMO0013
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 0.4 LH021226 0.4 F
L G 5 02 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
18-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 LH021226 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
18-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 LH021226 0.2 F




Report Date: 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A

Page 264 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 3:57 PM 13 X THO021312  8383.1 19-Dec-2014 8383.1 0 G 02

FAULT WRITE-UP:

EXCESSIVE OIL LEAKING FROM M/XMSN DRIP PAN. SOURCE IS
UNKNOWN.

ACTION TAKEN:

FOUND TO BE FLUID FROM PREVIOUSLY LEAKING COMPONENTS
THAT HAVE BEEN REPLACED SEE ENTRY FAULT NO. 1-5 DATED

11 DEC 2014 - SERVICABLE IAW EM0013 WP 0701
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 0.4 JT026092 0.4 F
L G 4 02 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Dec-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JT026092 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Dec-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 JT026092 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Dec-2014 11:27 AM 1 X 8385.5 31-Dec-2014 8385.5 0 3 17B
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED INSP IAW INSP A496
INSPECTION. WAS DUE AT: 10-DEC-2014. UPGRADE TO RED X BOTTLES DATED 24 FEB 2015
STATUS ON 29-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 KF022167 0.5 F
O O 1 17B F -2
DELAY




Page 265 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 30-Dec-2014 7:44 AM 1 X 8385.5 31-Dec-2014 8385.5 0 G 00

FAULT WRITE-UP:

INSP A115 - LUBE REQUIRMENTS (ESM ONLY). WAS DUE AT: 26-
DEC-2014 OR 8419.8 HOURS. UPGRADE TO RED X STATUS ON 30-
DEC-2014 OR 8421.8 HOURS

ACTION TAKEN:
COMP IAW TM 1-1520-237-23 WP 1713 1717-1720

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 SP026219 0 F
O O 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 1 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN BIFILAR 0 SP026219 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE BIFILAR 0 SP026219 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 3 X 00 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND MAIN LANDING GEAR FAIRING RJ020141 0.2 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 4 X 00 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND MAIN LANDING GEAR FAIRING RJ020141 0.2 FL026459 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 5 X 00 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL RJ020141 0.2 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Dec-2014 6 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE LANDING GEAR STRUTS 0 FL026459 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 7 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE STABILATOR ACTUATOR 0 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 8 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE WINDSHIELD WIPER STUDS 0 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 9 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBRICATE WINDSHIELD WIPER CONVERTER 0 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 10 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENSURE PROSEAL IS INSTALLED IAW PROSEAL CHECK LIST 0 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 11 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY A LITE COAT OF GREASE TO THE TAIL WHEEL LOCK PIN 0 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 12 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 SP026219 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Dec-2014 13 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 FL026459 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2015 4:23 AM 3 X VMO014218 8398.6 13-Jan-2015 8398.6 0 A 07A12
FAULT WRITE-UP: ACTION TAKEN:
# 1 TRANSFER MOD LEAKING FROM FWD END PRESSURE CAP REPLACED WITH SNB30504133 IAW EM 0013 WP 731/733
THAT HAS SAFETY WIRE. CLEANED 3 TIMES FLUID TRAIL
RETURNED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 1 LH021226 2 F
X G 2 07A12 F -4
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Jan-2015 1 X 07A12 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 3 HYD PUMP QDS DISC BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Jan-2015 2 X 07A12 IINSTALLED TQ NUTS 170 INLBS TQ BOLT 200 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MNT HDWR RMVD 3 EA BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Jan-2015 3 X 07A12 RECONNECTED AND RECLOCKED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
3 EA CANNON PLUGS DISC BM020121 0.1 AV015418 2.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Jan-2015 3 X 07A12 RECONNECTED AND RECLOCKED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
3 EA CANNON PLUGS DISC BM020121 0.1 JW021288 2.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Jan-2015 4 X 07A12 REPLACED WITH SN B30504133
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSFER MOD RMVD S/N C305-08590 BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Jan-2015 5 X 07A12 INSTALLED TQ 500 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RETURN LINE RMVD FROM TRANSFER MOD BM020121 0.1 LH021226 0.2 F




Report Date: 24-Mar-2016

Page 268 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 6 X 07A12 INSTALLED TQ 500 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PREA LINE RMVD FROM TRANSFER MOD BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 7 X 07A12 INSTALLED TQ 300 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RETURN LINE FITTING RMVD FROM TRANSFER MOD BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 8 X 07A12 INSTALLED TQ 290 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PREA LINE FITTING RMVD FROM TRANSFER MOD BM020121 0.1 LH021226 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 9 - 07A12 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 LH021226 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 10 - 07A12 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 LH021226 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2015 4:30 AM 4 X VMO014218 8398.6 12-Jan-2015 8398.6 0 A 12C03
FAULT WRITE-UP: ACTION TAKEN:
FIRE BOTTLE DIRECTIONAL CONTROL VALVE WOULD NOT REPLACED IAW TM 1-1520-237-23 WP 1213
ACTUATE. HANDLE BECAME LOOSE AND ROTATED FREELY.
( REMOVED VALVE HANDLE FOR FOD CONTROL )
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LHO11615 0.3 RH014623 25 F
X G 2 12C03 F -3
DELAY
DUO #5009 0115
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 1 X 12C03 RECONNECTED WIRES AND INSTALLED TERMINAL COVER. TORQUED

FAULT WRITE-UP:

REMOVE TERMINAL COVER AND DISC. WIRES FROM TERMINAL BLOCK LH011615 0.1

NUT ON TERMINAL #1 TO 6 IN/LBS AND NUT ON TERMINAL #2 TO 14
IN/LBS. TORQUE WRENCH MR #76619

TIPID TI_MMH PID
LH012103

MMH TYPE
0.7 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 1 X 12C03 RECONNECTED WIRES AND INSTALLED TERMINAL COVER. TORQUED

NUT ON TERMINAL #1 TO 6 IN/LBS AND NUT ON TERMINAL #2 TO 14
IN/LBS. TORQUE WRENCH MR #76619

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE TERMINAL COVER AND DISC. WIRES FROM TERMINAL BLOCK LH011615 0.1 SK015001 0.7 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 2 X 12C03 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCCONNECT TUBES FROM DIRECTIONAL VALVE LHO011615 0.1 RH014623 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 3 X 12C03 REINSTALLED MR 120796 TQ 50 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE MOUNT HARDWARE FROM APU COMPARTMENT DECK LHO011615 0.1 RH014623 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 4 X 12C03 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE DIRECTIONAL VALVE LHO011615 0.1 RH014623 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 5 - 12C03 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV. DUE 0 RH014623 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 6 - 12C03 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 RH014623 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 7 - 12C03 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INVENTORY DUE 0 LH012103 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Jan-2015 7 - 12C03 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVIONICS TOOL INVENTORY DUE 0 SK015001 0.1 F




Page 270 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 8 - 12C03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSPECTION DUE 0 LH012103 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jan-2015 8 - 12C03 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AVIONICS FOD INSPECTION DUE 0 SK015001 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2015 10:08 AM 5 X CMO020870 8398.6 13-Jan-2015 8398.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 TRANSFER MODULE IS LEAKING FROM QD'S. (EVALUATED REPLACED QD'S IAW EM 0013 WP 0731,0747, AND 0748
AFTER BEING CLEANED AND 15 MINUTE GROUND RUN)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 BH012760 1.2 F
L G 5 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

13-Jan-2015 1 X 02 CONNECTED QD'S

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED HYD PUMP QD'S JB014458 0.1 BHO012760 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 1 X 02 CONNECTED QD'S

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED HYD PUMP QD'S JB014458 0.1 BHO012760 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 2 X 02 INSTALLED TQ TO 170 IN LBS MR# 62686

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSFER MOD NUTS (3EA) JB014458 0.1 BH012760 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 2 X 02 INSTALLED TQ TO 170 IN LBS MR# 62686

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSFER MOD NUTS (3EA) JB014458 0.1 BH012760 0.2 F




Page 271 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 02 INSTALLED TQ TO 210 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSFER MOD BOLT JB014458 0.1 BHO012760 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 02 INSTALLED TQ TO 210 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSFER MOD BOLT JB014458 0.1 BHO012760 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 02 CONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUGS (3EA) JB014458 0.1 CM012991 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 02 CONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUGS (3EA) JB014458 0.1 CM012991 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 02 INSTALLED TRANSFER MOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSFER MOD JB014458 0.1 BHO012760 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 02 INSTALLED TRANSFER MOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSFER MOD JB014458 0.1 BHO012760 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 X 02 REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM MALE QD'S JB014458 0.1 CM012991 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 X 02 REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETIES FROM MALE QD'S JB014458 0.1 CMO012991 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 X 02 REPLACED QD'S TQ TO 315 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MALE QD'S JB014458 0.1 CM012991 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 X 02 REPLACED QD'S TQ TO 315 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MALE QD'S JB014458 0.1 CM012991 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 X 02 REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S JB014458 0.1 BHO012760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 X 02 REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM FEMALE QD'S JB014458 0.1 BHO012760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 9 X 02 REPLACED QD'S TQ TO 315 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FEMALE QD'S JB014458 0.1 BHO012760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 9 X 02 REPLACED QD'S TQ TO 315 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FEMALE QD'S JB014458 0.1 BHO012760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 10 - 02 COMPLETED TOOL INV
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 CM012991 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 10 - 02 COMPLETED TOOL INV
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 CMO012991 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 11 - 02 COMPLETED FOD INSP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 BHO012760 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 11 - 02 COMPLETED FOD INSP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 BHO012760 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2015 10:13AM 6 X CMO020870 8398.6 13-Jan-2015 8398.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP PRESSURE LINE IS LEAKING FROM THE UPPER HALF REPLACED QD'S IAW EM 0013 WP 0722
OF THE PUMP QUICK DISCONNECT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 BH012760 1 F
L G 5 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

13-Jan-2015 1 X 02 CONNECTED PRESSURE LINE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED PRESSURE LINE JB014458 0.1 BHO012760 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 2 X 02 SERVICED HYD PUMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DESERVICED HYD PUMP JB014458 0.1 BHO012760 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 3 X 02 REPLACED SAFETY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM QD JB014458 0.1 BH012760 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

13-Jan-2015 4 X 02 REPLACED QD TQ TO 120 IN LBS MR#106935

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MALE QD JB014458 1 BH012760 0.2 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
LAST MISSION:

Current Status O:

26-Aug-2015

Page 274 of 2265

To 24-Mar-2016

8627.7

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 02 REPLACED TQ TO 510 IN LBS MR# 62686
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FEMALE QD JB014458 0.1 CM012991 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 02 COMPLETED TOOL INV
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 BHO012760 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 02 COMPLETED FOD INSP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 BHO012760 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2015 11:55PM 9 X DS013129 8398.6 14-Jan-2015 8398.6 0 A 07
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP RETURN LINE LEAKING AT QD REPLACED RETURN Q/D IAW EM 0013 WP 0722
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB020168 1.1 20021182 1.6 F
L G 4 07 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 1 X 07 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED #1 HYD PUMP JB020168 0.1 20021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 2 X 07 RECONN 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN #1 HYD PUMP Q/D'S ( 2EA) JB020168 0.1 20021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 07 REPLACED, MR# 129724 TQ: 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 RETURN FEMALE Q/D JB020168 0.1 20021182 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 RETURN MALE Q\D SAFETY JB020168 0.1 720021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 07 REPLACED, MR# 129724 TQ: 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 RETURN MALE Q\D JB020168 0.1 720021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEED #1 HYD PUMP DUE 0 20021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENT DUE 0 720021182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 - 07 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 20021182 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2015 11:55PM 10 X BG027369 8398.6 14-Jan-2015 8398.6 0 A 09
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT BATTERY HAS NO CHARGE REPLACED BATTERY IAW EM 0013 WP 0870 00.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JH020997 0.4 JR013970 1.8 F
L G 4 09 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
13-Jan-2015 1 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE BATTERY COVER JH020997 0.1 JL022058 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 1 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY COVER JH020997 0.1 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 1 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY COVER JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 1 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY COVER JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 2 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CONNECTOR P140. JH020997 0.1 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 2 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CONNECTOR P140. JH020997 0.1 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 2 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CONNECTOR P140. JH020997 0.1 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 2 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CONNECTOR P140. JH020997 0.1 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 09 INSTALLED LOCKWIRE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE LOCKWIRE. JH020997 0.1 JL022058 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 09 INSTALLED LOCKWIRE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOCKWIRE. JH020997 0.1 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 09 INSTALLED LOCKWIRE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOCKWIRE. JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 3 X 09 INSTALLED LOCKWIRE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOCKWIRE. JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 09 TIGHTENED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED MOUNTING HARDWARE. JH020997 0.1 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 09 TIGHTENED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED MOUNTING HARDWARE. JH020997 0.1 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 09 TIGHTENED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED MOUNTING HARDWARE. JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 4 X 09 TIGHTENED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED MOUNTING HARDWARE. JH020997 0.1 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 09 REPLACED BATTERY SN# 40397563 WITH SN# 40523378.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE BATTERY JH020997 0.1 JL022058 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 09 REPLACED BATTERY SN# 40397563 WITH SN# 40523378.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY JH020997 0.1 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 09 REPLACED BATTERY SN# 40397563 WITH SN# 40523378.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY JH020997 0.1 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 5 X 09 REPLACED BATTERY SN# 40397563 WITH SN# 40523378.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BATTERY JH020997 0.1 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 09 MOC OK IAW EM 0013 WP 0106 00.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELECTRICAL SYSTEM MOC DUE 0 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 09 MOC OK IAW EM 0013 WP 0106 00.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELECTRICAL SYSTEM MOC DUE 0 JL022058 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 09 MOC OK IAW EM 0013 WP 0106 00.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELECTRICAL SYSTEM MOC DUE 0 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 6 - 09 MOC OK IAW EM 0013 WP 0106 00.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DC ELECTRICAL SYSTEM MOC DUE 0 JR013970 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE. 0 JL022058 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE. 0 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE. 0 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 7 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE. 0 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE IN WORK AREA. 0 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE IN WORK AREA. 0 JL022058 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE IN WORK AREA. 0 JR013970 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2015 8 - 09 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE IN WORK AREA. 0 JR013970 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jan-2015 1:03 AM 1 X JH015230 8411 17-Jan-2015 8411 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
RH FIRE EXTINGUISHER BRACKET LATCH BROKE REPLACED FIRE EXTINGUISHER BRACKET IAW EM0013 WP 0265
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RJ020141 0.2 KF022167 15 F
X G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jan-2015 1 / 02 REINSTALLED BROOM CLOSET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND BROOM CLOSET 0 KM021457 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jan-2015 2 X 02 REINSTALLED AND TIGHTENED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET FIRE EXTENGUISHER BRACKET RJ020141 0.2 KM021457 0.2 F
HARDWARE
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jan-2015 3 X 02 REPLACED BRACKET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET FIRE EXTENGUISHER BRACKET RJ020141 0.2 KM021457 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jan-2015 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 KM021457 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 KM021457 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 7:55 PM 4 X CL561143 84215 21-Jan-2015 8421.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG WILL NOT START. (EXCITER) ADDITIONAL INFORMATION REQUIRED FOR TROUBLESHOOTING
PER TM 1-2840-248-23&P. FUEL FLOW NEEDS TO BE VERIFIED.
REFER TO ENTRY DATED 21 JAN 2015 FOR M/T/P EVALUATION.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AD012616 0.1 DL020213 0.5 F
G G 5 02 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 1 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 AWO021149 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 1 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 AWO021149 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 1 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 DL020213 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2015 1 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 DL020213 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 2 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE. 0 AWO021149 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2015 2 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE. 0 AWO021149 0.1 F
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

Report Date: 24-Mar-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 2 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE. 0 DL020213 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 2 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE. 0 DL020213 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 21-Jan-2015 11:05PM 6 X BG027369 8421.5 22-Jan-2015 8421.5 0 A 04

FAULT WRITE-UP:

DURING MTP EVAL #1 ENG FAILED TO START. NG INCREASED TO
28.1%, NO RISE IN TGT, AND NO CLICKING HEARD FROM IGNITORS,
ENG WAS PRIMED PRIOR TO START ATTEMP VERIFYING FUEL
FLOW. SUSPECT EXCITER BOX OR FAULTY IGNITORS.

ACTION TAKEN:

REPLACED #1 ENG. EXCITER. SEE TEST PILOT MOC ON FOLLOW-
UP. REF; TM 1-2840-248-23&P WP-426.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AD012616 1.3 WJ020244 3 F
L G 5 04 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 1 X 04 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELEC. CONN. TO #1 ENG. EXCITER. ADO012616 0.3 WJ020244 0.3 F

DATE SEQNO STATUS wucC ACTION TAKEN
21-Jan-2015 2 X 04 REINSTALLED. TORQUED BOLTS TO 20 IN/LBS MR# 120796.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE TO #1 ENG. EXCITER. AD012616 0.5 WJ020244 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
21-Jan-2015 3 X 04 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. EXCITER BOX. AD012616 0.5 WJ020244 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jan-2015 4 - 04 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV. DUE. 0 WJ020244 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jan-2015 5 - 04 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 WJ020244 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 7:20 AM 6 X DCO017410 84215 22-Jan-2015 8421.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE WILL NOT START FUEL IN ENGINE EXHAUST FUEL REPLACED INBOARD AND OUTBOARD ENG IGNITERS ON #1 ENG
COMING OUT OF DRAIN LINE IAW EM0271 WP0422, SEE TEST PILOT MOC DATED 22JAN15
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JW011943 0.1 BW013028 25 F
L G 4 02 D 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED OUTBOARD ENGINE IGNITER CONNECTOR JWO011943 0.1 BW013028 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED OUTBOARD ENGINE IGNITER CONNECTOR JWO011943 0.1 BW013028 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED OUTBOARD ENGINE IGNITER CONNECTOR JWO011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jan-2015 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED OUTBOARD ENGINE IGNITER CONNECTOR JWO011943 0.1 CM012632 0.5 F

DATE SEQNO STATUS wuc ACTION TAKEN
22-Jan-2015 2 X 02 REPLACED OUTBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 BW013028 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
22-Jan-2015 2 X 02 REPLACED OUTBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS

FAULT WRITE-UP:
REMOVED OUTBOARD ENGINE IGNITER #1 ENGINE

MR#129724

TIPID
JW011943

TI_MMH
0.1

PID
BW013028

MMH TYPE
0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 2 X 02 REPLACED OUTBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 2 X 02 REPLACED OUTBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INBOARD ENGINE IGNITER CONNECTOR #1 ENGINE JW011943 0.1 BW013028 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INBOARD ENGINE IGNITER CONNECTOR #1 ENGINE JW011943 0.1 BW013028 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INBOARD ENGINE IGNITER CONNECTOR #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INBOARD ENGINE IGNITER CONNECTOR #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 02 REPLACED INBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 BW013028 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 02 REPLACED INBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 BW013028 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 02 REPLACED INBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 02 REPLACED INBOARD ENGINE IGNITER #1 ENGINE TQ 145 IN/LBS
MR#129724
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD ENGINE IGNITER #1 ENGINE JW011943 0.1 CM012632 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 BW013028 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 BW013028 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 BW013028 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 BW013028 0.2 F




Report Date: 24-Mar-2016

CLOSED FAULT REPORT

Selection Range : 01-Jan-1980

Page 287 of 2265
To 24-Mar-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CM012632 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CM012632 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 5:20 PM 1 X MB507158 8421.5 27-Jan-2015 8424.4 0

FAULT WRITE-UP:

ACTION TAKEN:
NUMBER ONE ENGINE ANTI ICE ADVISORY AND ENGINE INLET

ADVISORY LIGHT DO NOT COME ON WHEN TURNED ON

P 09

FOUND AND REMOVED DEBRIS PREVENTING CANON PLUG P815
FROM PROPERLY SECURING. GROUND MOC OK ON APU POWER
IAW EM 0013 [WP 0081] SEE MTP MOC ENTRY BELOW DATED 27-

JAN-2015 FAULT NO.1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JH020997 0.5 JW021288 3.3 F
G C 3 02 -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 02 RECONNECTED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG P815 FOR TROUBLESHOOTING (WHITE ~ JH020997 0.1 AV015418 0.3 F
HARNESS AT #1 ENG FIRE WALL)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 02 RECONNECTED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG P815 FOR TROUBLESHOOTING (WHITE ~ JH020997 0.1 AV015418 0.3 F
HARNESS AT #1 ENG FIRE WALL)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 02 RECONNECTED AND SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG P815 FOR TROUBLESHOOTING (WHITE ~ JH020997 0.1 JW021288 0.3
HARNESS AT #1 ENG FIRE WALL)
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

26-Jan-2015 1 X 02 RECONNECTED AND SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG P815 FOR TROUBLESHOOTING (WHITE JH020997 0.1 JW021288 0.3 F

HARNESS AT #1 ENG FIRE WALL)

DATE SEQ NO STATUS wuc ACTION TAKEN

26-Jan-2015 2 - 02 COMPLETED, 28V DC PRESENT AT J815-36 MR# 290030

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VOLTAGE CHECK DUE 0 AV015418 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Jan-2015 2 - 02 COMPLETED, 28V DC PRESENT AT J815-36 MR# 290030

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VOLTAGE CHECK DUE 0 AV015418 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Jan-2015 2 - 02 COMPLETED, 28V DC PRESENT AT J815-36 MR# 290030

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VOLTAGE CHECK DUE 0 JW021288 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Jan-2015 2 - 02 COMPLETED, 28V DC PRESENT AT J815-36 MR# 290030

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VOLTAGE CHECK DUE 0 JW021288 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Jan-2015 3 / 02 REMOVED DEBRIS, CANON PLUG SEATED PROPERLY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOUND DEBRIS IN J815 LODGED BETWEEN CENTER PINS AND CASING 0 AV015418 0.2 F

PREVENTING CANON PLUG P815 FROM PROPERLY SECURING.

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 3 / 02 REMOVED DEBRIS, CANON PLUG SEATED PROPERLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND DEBRIS IN J815 LODGED BETWEEN CENTER PINS AND CASING 0 AV015418 0.2 F

PREVENTING CANON PLUG P815 FROM PROPERLY SECURING.

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 3 / 02 REMOVED DEBRIS, CANON PLUG SEATED PROPERLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND DEBRIS IN J815 LODGED BETWEEN CENTER PINS AND CASING 0 JW021288 0.2 F

PREVENTING CANON PLUG P815 FROM PROPERLY SECURING.
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 3 / 02 REMOVED DEBRIS, CANON PLUG SEATED PROPERLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOUND DEBRIS IN J815 LODGED BETWEEN CENTER PINS AND CASING 0 JW021288 0.2 F

PREVENTING CANON PLUG P815 FROM PROPERLY SECURING.

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 4 - 02 COMPLETED MOC OK, ENG ANTI-ICE ON ADV LIGHT CAME ON WITH APU
POWER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND MOC DUE FOR #1 ENG ANTI-ICE ON ADVISORY WITH APU 0 AV015418 0.3 F

POWER

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 4 - 02 COMPLETED MOC OK, ENG ANTI-ICE ON ADV LIGHT CAME ON WITH APU
POWER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND MOC DUE FOR #1 ENG ANTI-ICE ON ADVISORY WITH APU 0 AV015418 0.3 F

POWER

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 4 - 02 COMPLETED MOC OK, ENG ANTI-ICE ON ADV LIGHT CAME ON WITH APU
POWER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND MOC DUE FOR #1 ENG ANTI-ICE ON ADVISORY WITH APU 0 JW021288 0.3 F

POWER

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 4 - 02 COMPLETED MOC OK, ENG ANTI-ICE ON ADV LIGHT CAME ON WITH APU
POWER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GROUND MOC DUE FOR #1 ENG ANTI-ICE ON ADVISORY WITH APU 0 JW021288 0.3 F
POWER
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 AV015418 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 AV015418 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JW021288 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JW021288 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 AV015418 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 AV015418 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JW021288 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JW021288 0.2 F




Report Date: 24-Mar-2016
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jan-2015 10:30 AM 3 X SE564186  8431.3 29-Jan-2015 8434.1 0 J 19E05
FAULT WRITE-UP: ACTION TAKEN:
BOTH RADAR ALT SHUTOFF IN FLIGHT. TIGHTENED COAX CONNECTOR IAW EM 0013 159
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK011549 0.1 CL012819 1 F
G G 2 19E05 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jan-2015 1 - 19E05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CL012819 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jan-2015 2 - 19E05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 CL012819 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jan-2015 3 - 19E05 CHECKED OKAY AFTER TIGHTENING COAX. SHOOK ALL WIRING GOING

FAULT WRITE-UP:
MOC DUE AFTER TIGHTENING OF COAX

TO CP RADAR ALTIMETER AND DIDN'T HAVE THE PROBLEM

TIPID TI_MMH PID MMH TYPE
0 CL012819 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 31-Jan-2015 1:13 AM 1 X CS026098 8438.7 31-Jan-2015 8438.7 0 B 02A

FAULT WRITE-UP:

LH UPPER AND LOWER TRANSMISSION FAIRING GIMBLE MOUNT
BOLTS HAVE NO THREAD PROTUSION

WHEN HOW

ACTION TAKEN:

TIGHTENED UPPER AND LOWER TRANSMISSION FAIRING GIMBLE
MOUNT BOLTS IAW EM0013 WP-0309

MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BW020224 0.4 JR026447 1 F
X G 1 02A D 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jan-2015 1 - 02A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 JR026447 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jan-2015 2 - 02A COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JR026447 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Feb-2015 12:31 AM 1 X AMO015683 8441.5 03-Feb-2015 8441.5 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
BLUE MAIN /R BLADE DAMPER NEEDS SERVICING SERVICED BLUE M/R DAMPER, IAW EM 0013, WP 1660
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JH020997 0.3 FL026459 1 F
X G 2 02 F 0
DELAY
MME DEFAULTS TO THE BLACK M\R DAMPER FOR SERVICING
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 1 X 02 RESAFETIED PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON BLACK MAIN ROTOR BLADE DAMPER PLUGS JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 2 X 02 BLOCKS REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER JH020997 0.1 FL026459 0.2 F




Report Date: 24-Mar-2016

Page 293 of 2265

Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
26-Aug-2015

8627.7
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 3 X 02 REINSTALLED PLUG. TQ TO 75 IN LBS. MR #126420
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 4 X 02 POT DISCONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 5 X 02 TIGHTENED PLUG. TQ TO 75 IN LBS. MR #126420
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 FL026459 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 FL026459 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 FL026459 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Feb-2015 12:38AM 3 X AMO015683  8441.5 03-Feb-2015 8441.5 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
BLACK MAIN/R BLADE DAMPER NEEDS SERVICING SERVICED BLACK M/R DAMPER, IAW EM 0013, WP 1660
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JH020997 0.3 FL026459 1 F
X G 2 02 F 0
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 1 X 02 RESAFETIED PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON BLACK MAIN ROTOR BLADE DAMPER PLUGS JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 2 X 02 BLOCKS REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGGING BLOCK INSTALLED ON MAIN ROTOR DAMPER JH020997 0.1 FL026459 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 3 X 02 REINSTALLED PLUG. TQ TO 75 IN LBS. MR #126420
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD DAMPER PLUG REMOVED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 4 X 02 POT DISCONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE POT HOSE CONNECTED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 5 X 02 TIGHTENED PLUG. TQ TO 75 IN LBS. MR #126420
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD PLUG LOOSENED JH020997 0.1 FL026459 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAD/LAG CHECK DUE 0 FL026459 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 FL026459 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 FL026459 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Feb-2015 12:52 AM 3 X JD026612 8445.8 04-Feb-2015 8445.8 0 A 03A04A
FAULT WRITE-UP: ACTION TAKEN:
L/H TIRE PRESSURE LOW SUSPECT VALVE CORE TO BE LOOSE REPLACED TIRE IAW EM0013 WP 0459 00
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 1 PP013922 1 F
X G 2 03A04A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 1 / 03A04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD VALVE STEM CAP 0 BK021367 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 1 / 03A04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD VALVE STEM CAP 0 BK021367 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 2 X 03A04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MLG AXEL NUT COTTER KEY BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Feb-2015 2 X 03A04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MLG AXEL NUT COTTER KEY BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 3 X 03A04A REINST MR 102885 TQ 90-45 FTLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AXEL NUT BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Feb-2015 3 X 03A04A REINST MR 102885 TQ 90-45 FTLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AXEL NUT BM020121 0.1 BK021367 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS: 8627.7
26-Aug-2015

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 4 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OB MLG BEARING BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 4 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OB MLG BEARING BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 5 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD WHEEL ASSY BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 5 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD WHEEL ASSY BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 6 - 03A04A SERVICED MR 150623 140 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TIRE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 6 - 03A04A SERVICED MR 150623 140 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TIRE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 7 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD IB MLG BEARING BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 7 X 03A04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD IB MLG BEARING BM020121 0.1 PP013922 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS:
26-Aug-2015

8627.7

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 8 - 03A04A COMP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAK CK DUE FOR LH MLG WHEEL ASSY 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 8 - 03A04A COMP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEAK CK DUE FOR LH MLG WHEEL ASSY 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 9 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LH MLG BEARINGS DUE PACKING 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 9 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LH MLG BEARINGS DUE PACKING 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 10 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 10 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 11 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 11 - 03A04A COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 BK021367 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Feb-2015 1254 AM 4 X JD026612  8445.8 06-Feb-2015 8445.8 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
1ST STAGE AND 2ND STAGE TAIL ROTOR LINE QD'S LEAKING AT QDS REPLACED EM 0013 0750 AND 1733
TAIL BOOM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL014680 1.1 TB012181 1.9 F
X G 2 00 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 1 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU RUN DUE FOR LEAK CHECK 0 MP021789 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVT DUE 0 MP021789 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 3 - 00 COMP, FAILED LEAK CRITERIA IAW EM 0013 W/P 0701
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU GROUND RUN DUE FOR LEAK CHECK 0 MP021789 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Feb-2015 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVT DUE 0 MP021789 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2015 5 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MP021789 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Feb-2015 6 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS (3EA) NEARIGB TO F.O.M. JL014680 0 DE012288 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 6 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELECTRICAL CONNECTORS (3EA) NEAR IGB TO F.O.M. JL014680 0 MD014287 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 7 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED COAX CONNECTORS (5 EA) NEAR IGB TO F.O.M. JL014680 0 DE012288 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 7 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED COAX CONNECTORS (5 EA) NEAR IGB TO F.O.M. JL014680 0 MD014287 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 8 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE FOR 20WW AV 0 MJ026637 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 9 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE FOR 20WW AV 0 MJ026637 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 10 X 00 ENTER IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM COAX CONNECTOR P350 JL014680 0 JW012665 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 11 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR GEAR BOX FAIRING REMOVED JL014680 0 TB012181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Feb-2015 12 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TIE DOWN STRAPS INSTALLED ON QUADRANT JL014680 0 TB012181 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
IGB FAIRING REMOVED JL014680 0 TB012181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT AND RIGHT ACCESS FAIRINGS REMOVED JL014680 0 TB012181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 15 X 00 RESAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONTROL CABLE QD SAFETY REMOVED JL014680 0 JW012665 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 16 X 00 REINSTALLED TQ 50 IN LBS MR # 115395
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONTROL CABLES LOCKNUTS REMOVED JL014680 0 JW012665 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 17 X 00 RECONNECTED TQ 328 INLBS MR 129725
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRIVE SHAFT HDW REMOVED AT FLEXIBLE COUPLING JL014680 0 GJ014395 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 18 X 00 REPLACED HDW DRAG TQ PASSED AT 35 INCH LBS MR 120796 TQ TO
1440 INCH LBS MR 129810
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PYLON TO TAIL CONE BULKHEAD MOUNTING HDW REMOVED JD020647 0.1 MD026760 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 19 X 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL PYLON FOLDED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 20 X 00 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PYLON STRUT INSTALLED JD020647 0.1 MD026760 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 21 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER AFT PRESSURE LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 22 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER AFT RETURN LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 23 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER FWD PRESSURE LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 24 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER FWD RETURN LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 25 X 00 REINSTALLED TQ TO 45 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER AFT QD MOUNT HDW REMOVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 26 X 00 REINSTALLED TQ TO 45 INCHLBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER FWD QD MOUNT HDW REMOVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 27 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER AFT QD REMOVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UPPER FWD QD REMOVED JD020647 0.1 MD026760 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 29 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER AFT PRESSURE LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 30 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER AFT RETURN LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 31 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER FWD PRESSURE LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 32 X 00 CONNECTED TQ TO 145 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER FWD RETURN LINE DISCONNECTED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 33 X 00 REINSTALLED TQ TO 45 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER AFT QD MOUNT HDW REMOVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 34 X 00 REINSTLLED TQ TO 45 INCH LBS MR 125044
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER FWD QD MOUNT HDW REMOIVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 35 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER AFT QD REMOVED JD020647 0.1 MD026760 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 36 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER FWD QD REMOVED JD020647 0.1 MD026760 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 37 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 MD026760 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 38 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 MD026760 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Feb-2015 1258 AM 5 X JD026612  8445.8 05-Feb-2015 8445.8 0 2 03A02B
FAULT WRITE-UP: ACTION TAKEN:
PILOT LEFT HAND BREAK PEDAL HAS NO PRESSURE BLED IAW EM 0013 W/P 0466
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JA015264 0.2 MP021789 25 F
X G 2 03A02B F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
04-Feb-2015 1 X 03A02B REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS O/B PEDAL BOOT RMVD JA015264 0.2 MP021789 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
04-Feb-2015 2 X 03A02B REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS I/B PEDAL BOOT RMVD JA015264 0.2 MP021789 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
04-Feb-2015 3 X 03A02B REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS FLOOR T-PANEL RMVD JA015264 0.2 MP021789 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
04-Feb-2015 4 X 03A02B RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

L/H DRAG BEAM BRAKE LINE QD DISCONNECTED JA015264 0.2 MP021789 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 5 X 03A02B RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H DRAG BEAM BRAKE LINE QD DISCONNECTED JA015264 0.2 MP021789 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 6 X 03A02B RMVD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEED POT CONNECTED JA015264 0.2 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 7 X 03A02B RESAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON PILOTS O/B MASTER CYLINDER BLEED PLUG JA015264 0.2 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 8 X 03A02B RESAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY CUT ON PILOTS I/B MASTER CYLINDER BLEED PLUG JA015264 0.2 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 9 X 03A02B REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
0O/B MASTER CYLINDER BLEED PLUG RMVD JA015264 0.2 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 10 X 03A02B REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
1/B MASTER CYLINDER BLEED PLUG RMVD JA015264 0.2 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 11 - 03A02B COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEED DUE 0 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 12 - 03A02B COMP IAW EM 0013 W/P 0073, OPS CHECK GOOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPS CHECK DUE 0 MP021789 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 13 - 03A02B COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVT DUE 0 MP021789 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2015 14 - 03A02B COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MP021789 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Feb-2015 1:32 AM 1 X 8445.8 06-Feb-2015 8445.8 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A893 - AIRCRAFT WASH DUE. WAS DUE AT: 01-FEB-2015. AIRCRAFT WASH COMPLETED IAW TM 1-1520-237-23 WP 1682 &
UPGRADE TO RED X STATUS ON 06-FEB-2015 1684.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DJ020310 0.9 JS021107 3.5 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Feb-2015 1 / 00 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED MAIN ROTOR SLIDING PYLON COVER 0 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Feb-2015 2 X 00 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED MIXER ASSEMBLY COVER DJ020310 0.2 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Feb-2015 3 X 00 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED COCKPIT DASH COVER DJ020310 0.2 JS021107 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Feb-2015 4 X 00 REMOVED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED FLIGHT CONTROL COVERS DJ020310 0.2 JS021107 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8524476

LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X

HOURS: 8627.7
26-Aug-2015

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 5 / 00 REMOVED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED ENGINE INLET PLUGS 0 JS021107 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 6 - 00 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT WASH DUE 0 JS021107 1.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 7 X 00 REMOVED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED COVER ON HYDRAULIC RESERVOIR DJ020310 0.2 JS021107 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 8 - 00 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APPLY CPC TO TAIL ROTOR PITCH BEAM NUT 0 JS021107 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 9 X 00 INSPECTION COMPLETE.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FLIGHT CRITICAL FOD INSPECTION OF HYDRAULIC DECK, ENGINE DJ020310 0.2 JS021107 1.5 F

COMPARTMENT, APU COMPARTMENT, AND TRANSMISSION AREA
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 10 - 00 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK ARE DUE 0 JS021107 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Feb-2015 11 - 00 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JS021107 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Feb-2015 3:04 PM 2 X MP012830 8445.8 09-Feb-2015 8445.8 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
DURING REMOVAL OF IR FILTER, FOUND IR SEARCH LIGHT BULB REPLACED CONTROLLABLE SEARCHLIGHT LAMP IAW AIRFRAME
TO BE FROSTY WHITE AND CRACKED. EM 0013 WP 0931.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AD012616 0.5 MP012830 0.7 F
K G 4 19 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
09-Feb-2015 1 X 19 INSTALLED HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE. AD012616 0.2 MP012830 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Feb-2015 2 X 19 REPLACED LAMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEARCHLIGHT LAMP. AD012616 0.2 MP012830 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Feb-2015 3 - 19 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK DUE. 0 MP012830 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Feb-2015 4 - 19 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE. 0 MP012830 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Feb-2015 5 - 19 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

F.O.D. INSPECTION DUE. 0 MP012830 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 11-Feb-2015 12:57 AM 1 X DO0026582 8448.2 11-Feb-2015 8448.2 0 A 05

FAULT WRITE-UP:

RED/ BLACK SPHERICAL BEARING MEASURES OUT OF LIMITS AT
.041.

ACTION TAKEN:
REPLACED BEARING IAW EM 0013 WP 577

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BM020121 1 PP013922 0.9 F
K G 1 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING COTTER PIN BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING COTTER PIN BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 2 X 05 INSTALLED TQ 820 INLBS MR 129372
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE FROM SPHERICAL BEARING BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 2 X 05 INSTALLED TQ 820 INLBS MR 129372
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE FROM SPHERICAL BEARING BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 3 X 05 INSTALLED TQ 115 INLBS MR 129282
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER PLATE BOLTS BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 3 X 05 INSTALLED TQ 115 INLBS MR 129282
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER PLATE BOLTS BM020121 0.1 PP013922 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER PLATE BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER PLATE BM020121 0.1 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 5 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 5 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING BM020121 0.1 PP013922 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 6 - 05 20/15 INLBS MR 76619
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAG TORQUE REQUIRED ON RETAINER PLATE INSERT BOLTS 0 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 6 - 05 20/15 INLBS MR 76619
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAG TORQUE REQUIRED ON RETAINER PLATE INSERT BOLTS 0 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 7 - 05 COMP 1.7482 MR 130777
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSIDE DIAMETER CHECK REQUIRED ON SPHERICAL BEARING BORE 0 BK021367 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Feb-2015 7 - 05 COMP 1.7482 MR 130777
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSIDE DIAMETER CHECK REQUIRED ON SPHERICAL BEARING BORE 0 BK021367 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

11-Feb-2015 8 - 05 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Feb-2015 8 - 05 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 PP013922 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Feb-2015 9 - 05 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 BK021367 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Feb-2015 9 - 05 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 BK021367 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Feb-2015 12:13 AM 1 X JH015230 8454.3 14-Feb-2015 8454.3 0 2 03
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL TIRE PRESSURE LOW SERVICED TO 120 PSI IAW EM 0013 WP 1649 SERVICE KIT MR #
122394
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS VH020374 0.1 JD026612 0.5 F
X G 2 03 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
14-Feb-2015 1 / 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
VALVE STEM CAP REMOVED 0 JD026612 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
14-Feb-2015 2 - 03 COMPLETE NO LEAKS FOUND
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEAK CHECK DUE 0 JD026612 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
14-Feb-2015 3 - 03 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 JD026612 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
14-Feb-2015 4 - 03 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 JD026612 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Feb-2015 4:37 PM 8 X EB665587  8454.3 18-Feb-2015 8456.8 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
AFCS LIGHTS ON LOWER CONSOLE WILL NOT ILLUMINATE REPLACED AFCS PANEL IAW EM0013 WP 0388
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 SK015001 2.7 F
G G 3 19 F -1
DELAY

13-2s to Follow
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED DZUS FASTENERS ON AFCS CONTROL SW015593 0.2 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED DZUS FASTENERS ON AFCS CONTROL SW015593 0.2 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED DZUS FASTENERS ON AFCS CONTROL SW015593 0.2 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED DZUS FASTENERS ON AFCS CONTROL SW015593 0.2 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 2 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUSE FROM AFCS CONTROL SW015593 0.2 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 2 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUSE FROM AFCS CONTROL SW015593 0.2 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 2 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUSE FROM AFCS CONTROL SW015593 0.2 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 2 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUSE FROM AFCS CONTROL SW015593 0.2 MB015321 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 3 - 19 MOC FAILED SAS 1 LIGHT WILL NOT COME ON.. REPLACEMENT SWITCH
WAS SUBBED IN WITH NO CHANGE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE ON FUSE REPLACEMENT 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 3 - 19 MOC FAILED SAS 1 LIGHT WILL NOT COME ON.. REPLACEMENT SWITCH
WAS SUBBED IN WITH NO CHANGE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE ON FUSE REPLACEMENT 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 3 - 19 MOC FAILED SAS 1 LIGHT WILL NOT COME ON.. REPLACEMENT SWITCH
WAS SUBBED IN WITH NO CHANGE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE ON FUSE REPLACEMENT 0 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 3 - 19 MOC FAILED SAS 1 LIGHT WILL NOT COME ON.. REPLACEMENT SWITCH
WAS SUBBED IN WITH NO CHANGE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE ON FUSE REPLACEMENT 0 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 4 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 2 RWW AVIONICS 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 4 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 2 RWW AVIONICS 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 4 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 2 RWW AVIONICS 0 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 4 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 2 RWW AVIONICS 0 MB015321 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 2 RWW AVIONICS 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 2 RWW AVIONICS 0 JB021805 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 2 RWW AVIONICS 0 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 2 RWW AVIONICS 0 MB015321 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 6 X 19 TIGHTENED FASTENERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EA MOUNTING FASTENERS ON AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 6 X 19 TIGHTENED FASTENERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EA MOUNTING FASTENERS ON AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 6 X 19 TIGHTENED FASTENERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EA MOUNTING FASTENERS ON AFCS PANEL JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 6 X 19 TIGHTENED FASTENERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED 4 EA MOUNTING FASTENERS ON AFCS PANEL JB014458 0.1 SK015001 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 7 X 19 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA CANNON PLUGS FROM AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 7 X 19 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA CANNON PLUGS FROM AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 7 X 19 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA CANNON PLUGS FROM AFCS PANEL JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 7 X 19 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA CANNON PLUGS FROM AFCS PANEL JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 8 X 19 INSTALLED NEW AFCS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 8 X 19 INSTALLED NEW AFCS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFCS PANEL JB014458 0.1 LH012103 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 8 X 19 INSTALLED NEW AFCS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFCS PANEL JB014458 0.1 SK015001 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 8 X 19 INSTALLED NEW AFCS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFCS PANEL JB014458 0.1 SK015001 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 9 - 19 MOC OK IAW EM0013 WP 168 AND 172
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQ ON AFCS PANEL 0 LH012103 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 9 - 19 MOC OK IAW EM0013 WP 168 AND 172
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQ ON AFCS PANEL 0 LH012103 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 9 - 19 MOC OK IAW EM0013 WP 168 AND 172
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQ ON AFCS PANEL 0 SK015001 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 9 - 19 MOC OK IAW EM0013 WP 168 AND 172
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQ ON AFCS PANEL 0 SK015001 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 10 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR AVN 0 LH012103 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 10 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR AVN 0 LH012103 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 10 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV REQ FOR AVN 0 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 10 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV REQ FOR AVN 0 SK015001 0.1 F




Report Date: 24-Mar-2016

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

HOURS:
LAST MISSION:

Current Status O:

26-Aug-2015

Page 317 of 2265
To 24-Mar-2016

8627.7

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 11 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ FOR AVN 0 LH012103 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 11 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ FOR AVN 0 LH012103 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 11 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ FOR AVN 0 SK015001 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2015 11 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ FOR AVN 0 SK015001 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2015 9:24 AM 3 X KM021457 8456.8 20-Feb-2015 8456.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
RIGHT HAND SLIDING PYLON WEAR PAD WORN BEYOND LIMITS REPLACED WEAR PADS IAW EM0013 WP 0411
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JD020647 0.5 MB026724 15 F
X G 2 02 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 HH022098 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 HH022098 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 HH022098 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 NK021929 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 NK021929 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM TOOL INVENTORY DUE 0 NK021929 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM FOD INSPECTION DUE 0 HH022098 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM FOD INSPECTION DUE 0 HH022098 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM FOD INSPECTION DUE 0 HH022098 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SM FOD INSPECTION DUE 0 NK021929 0.3 F




Page 319 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM FOD INSPECTION DUE 0 NK021929 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SM FOD INSPECTION DUE 0 NK021929 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2015 9:25 AM 4 X KM021457 8456.8 25-Feb-2015 8456.8 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
NUMBER 1 HYDRAULIC PUMP PRESSURE QD LEAKING CHECKED FOUND SERVICABLE IAW EM 0013 WP 701
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LG013721 0.1 CW021786 0.5 F
X G 2 02 F -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVT DUE 0 CW021786 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 CW021786 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2015 9:27 AM 5 X NC026113  8456.8 18-Feb-2015 8456.8 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
L/H TIRE UNDERSERVICED CHECKED AND TIRE PRESSURE IS 130 PSI MR# 125758 IAW EM
0013 WP 1647
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 0.7 JW021278 0.7 F
K G 2 02A F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JW021278 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 JW021278 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2015 9:28 AM 6 X NC026113  8456.8 18-Feb-2015 8456.8 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
TAILWHEEL YOKE LOCKPIN BUSHING UNSEATED UPON ARRIVAL TO ACFT FOUND LOCK PIN BUSHING SEATED
IAW EM 0013 WP 0471
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 0.6 JW021278 0.6 F
K G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JW021278 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JW021278 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Feb-2015 9:29 AM 7 X NC026113  8456.8 25-Feb-2015 8456.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
LH UPPER CARGO DOOR TRACK CRACKED IN CENTER OF DOOR REPAIRED IAW MEC F196274
OPENEING MARKED IN BLACK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014879 0.3 WT021652 4 F
K G 2 02 F -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 STOP DRILL COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOP DRILL OF CRACK DUE 0 RM015365 1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8524476
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8861.5

HOURS:
26-Aug-2015

8627.7

Current Status A: X

DATE SEQNO STATUS wucC

Current Status E:

Current Status O:

ACTION TAKEN

Current Status W:

18-Feb-2015 1 - 02 STOP DRILL COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOP DRILL OF CRACK DUE 0 RM015365 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 1 - 02 STOP DRILL COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOP DRILL OF CRACK DUE 0 WT021652 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 1 - 02 STOP DRILL COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOP DRILL OF CRACK DUE 0 WT021652 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 2 - 02 TOOL INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR FIRST SHIFT S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 2 - 02 TOOL INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR FIRST SHIFT S/M 0 RMO015365 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 2 - 02 TOOL INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR FIRST SHIFT S/M 0 WT021652 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 2 - 02 TOOL INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR FIRST SHIFT S/M 0 WT021652 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Feb-2015 3 X 02 REPLACED FASTNERS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE FASTENERS AS REQUIERED TO FACILITATE REPAIR ON L/H JB014879 0.2 RMO015365 1 F

UPPER CARGO DOOR TRACK
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 3 X 02 REPLACED FASTNERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE FASTENERS AS REQUIERED TO FACILITATE REPAIR ON L/H JB014879 0.2 RM015365 1 F
UPPER CARGO DOOR TRACK
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 3 X 02 REPLACED FASTNERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE FASTENERS AS REQUIERED TO FACILITATE REPAIR ON L/H JB014879 0.2 WT021652 1 F
UPPER CARGO DOOR TRACK
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 3 X 02 REPLACED FASTNERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE FASTENERS AS REQUIERED TO FACILITATE REPAIR ON L/H JB014879 0.2 WT021652 1 F
UPPER CARGO DOOR TRACK
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER FOR L/H UPPER TRACK 0 RM015365 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER FOR L/H UPPER TRACK 0 RMO015365 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER FOR L/H UPPER TRACK 0 WT021652 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER FOR L/H UPPER TRACK 0 WT021652 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 5 / 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY 9309 NA TO REPAIR 0 RMO015365 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 5 / 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY 9309 NA TO REPAIR 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 5 / 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY 9309 NA TO REPAIR 0 WT021652 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 5 / 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY 9309 NA TO REPAIR 0 WT021652 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 6 - 02 FOD INSPECTTION COMPLETE FOR FIRST SHIFT S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR 1ST SHIFT S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 6 - 02 FOD INSPECTTION COMPLETE FOR FIRST SHIFT S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR 1ST SHIFT S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 6 - 02 FOD INSPECTTION COMPLETE FOR FIRST SHIFT S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR 1ST SHIFT S/M 0 WT021652 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 6 - 02 FOD INSPECTTION COMPLETE FOR FIRST SHIFT S/M
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE FOR 1ST SHIFT S/M 0 WT021652 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 18-Feb-2015 9:30 AM 8 X NC026113  8456.8 18-Feb-2015 8456.8 0 6 02

FAULT WRITE-UP:
#1 HIRSS EXTENDER I/B AFT STRUTS UPPER SIDE HDW LOOSE
WHEN HOwW MAL

ACTION TAKEN:
TQ'D HARDWARE TO 45 INLBS MR# 126755 IAW EM0013 WP 0504

wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 0.8 JW021278 0.8 F
K G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JW021278 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JW021278 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2015 9:31 AM 9 X NC026113  8456.8 18-Feb-2015 8456.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
TAILWHEEL FORK LOCKPIN BUSHING UNSEATED REPLACED BUSHING IAW EM 0013 WP 0472
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES014297 0.8 JW021278 0.8 F
K G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 JW021278 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 JW021278 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Feb-2015 8:56 AM 1 X EC011502 8456.8 19-Feb-2015 8456.8 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
L/H GRAVITY FUEL DOOR REMOVED FOR REPAIR INSTALLED L/H GRAVITY FUEL DOOR IAW EM 0013 W/P 0418
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014458 0.1 JC014602 1 F
K G 1 02 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

19-Feb-2015 1 X 02 REPLACED RIVETS IN LATCH

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRILL OUT RIVETS FROM DOOR LATCH JB014879 0.1 RM015365 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

19-Feb-2015 1 X 02 REPLACED RIVETS IN LATCH

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRILL OUT RIVETS FROM DOOR LATCH JB014879 0.1 RM015365 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

19-Feb-2015 2 X 02 REPLACED LATCH

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE BROKEN LATCH JB014879 0.1 RM015365 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Feb-2015 2 X 02 REPLACED LATCH

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE BROKEN LATCH JB014879 0.1 RMO015365 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Feb-2015 3 / 02 STOPED DRILLTWO EACH CRACKS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOP DRILL 2 EACH CRACK 0 RM015365 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Feb-2015 3 / 02 STOPED DRILLTWO EACH CRACKS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOP DRILL 2 EACH CRACK 0 RM015365 0.5 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER 0 RM015365 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 4 / 02 FABRICATION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FABRICATE REPAIR DOUBLER 0 RM015365 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 5 - 02 FOD INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 5 - 02 FOD INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 6 - 02 TOOL INVENTORY COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR S/M 0 RM015365 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Feb-2015 6 - 02 TOOL INVENTORY COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR S/M 0 RM015365 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Feb-2015 9:14 PM 2 X NK021929 8456.8 24-Feb-2015 8456.8 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
RH SLIDING PYLON NEWLY INSTALLED WEAR PADS HAVE CURE COMPLETED
TIME DUE DATE 21 FEB 15 AT 2100 HRS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JB014879 0.1 RM014921 0.1 F
K G 2 02 F -4
DELAY
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 9:19 AM 1 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
NO 1 ENG INLET REMOVED TO FOM REINSTALLED EM0013 WP 493
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.3 DH026838 1 F
K G 1 04 F -2
DELAY
WP0493
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 1 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818/P823 FROM INLET DL021603 0.1 DH026838 0.2 F
RECEPTACLE
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 2 X 04 RECONNECTED TQ: 45" LBS MR: 126421
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLEXIBLE (HOSE) COUPLING AND BLEED AIR TUBE DL021603 0.1 DHO026838 0.2 F
FROM AIR INLET
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 3 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WATERWASH HOSE FROM INLET DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 4 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM FIREWALL DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 5 X 04 REINSTALLED TQ: 70" LBS MR: 126421
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED V-BAND CLAMP FROM INLET TO SWIRL FRAME DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 6 X 04 REINSTALLED TQ: 50" LBS MR: 126421
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH BOLT DL021603 0.1 DH026838 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 7 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE INLET CROTCH DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 8 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE INLET ASSEMBLY INLET ASSEMBLY DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 9 X 04 RMVD

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INLET SCREEN INSTALLED ON ENGINE DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 10 X 04 RMVD

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PLUG INSTALLED IN ENGINE AIR TUBE FLEXIBLE HOSE COUPLING DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 11 X 04 REINSTALLED TQ: 50" LBS MR: 126421

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE SECURING FAIRING BELOW INLET (EYEBROW)  DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 12 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FAIRING BELOW INLET (EYEBROW) DL021603 0.1 DH026838 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 13 - 04 N/A NONE REQUIRED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE DUE 0 DH026838 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Feb-2015 14 X 04 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TI FOD INSPECTION DUE OF ENGINE INLET AREA PRIOR TO INLET DL021603 0.2 DH026838 0.1 F

INSTALLATION
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 15 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DH026838 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 16 - 04 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DH026838 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 11:52 AM 2 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
LEFT SIDE TROOP/CARGO DOOR REMOVED REINSTALLED CARGO DOOR EM0013 WP 251
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.1 GJ026862 1 F
K G 1 02 F -2
DELAY
WP0251

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
24-Feb-2015 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE UPPER TRACK STOP HARDWARE DL021603 0.1 DH026838 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
24-Feb-2015 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE UPPER TRACK STOP HARDWARE DL021603 0.1 DH026838 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
24-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE UPPER TRACK STOP DL021603 0.1 DH026838 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
24-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE UPPER TRACK STOP DL021603 0.1 DH026838 0.2 F




Page 331 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER TRACK STOP HARDWARE DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER TRACK STOP HARDWARE DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER TRACK STOP DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LOWER TRACK STOP DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 5 X 02 N/A NOT RMVD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HIRSS EXTENDER OUTBOARD STRUT HARDWARE DL021603 0.1 GJ026862 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 5 X 02 N/A NOT RMVD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HIRSS EXTENDER OUTBOARD STRUT HARDWARE DL021603 0.1 GJ026862 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 6 X 02 N/A NOT RMVD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HIRSS EXTENDER OUTBOARD STRUT DL021603 0.1 GJ026862 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 6 X 02 N/A NOT RMVD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE HIRSS EXTENDER OUTBOARD STRUT DL021603 0.1 GJ026862 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE DOOR DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE DOOR DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE DOOR DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE DOOR DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DH026838 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 DH026838 0.2 F




Page 333 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 11:56 AM 3 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
TROOP/CARGO DOOR UPPER FAIRINGS REMOVED REINSTALLED FAIRINGS EM0013 WP 261
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.1 GJ026862 2 F
K G 1 02 F -2
DELAY
WP0261
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 1 X 02 DUPLICATE ENTRY SEE 2408 13-1 FOR INLET RMVL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE SECURING EYEBROW FAIRING REMOVED DL021603 0.1 GJ026862 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 1 X 02 DUPLICATE ENTRY SEE 2408 13-1 FOR INLET RMVL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE SECURING EYEBROW FAIRING REMOVED DL021603 0.1 GJ026862 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EYEBROW FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EYEBROW FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 3 X 02 REINSTALLED UPPER TROOP DOOR FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE SECURING ENGINE FAIRING REMOVED DL021603 0.1 GJ026862 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 3 X 02 REINSTALLED UPPER TROOP DOOR FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

HARDWARE SECURING ENGINE FAIRING REMOVED

DL021603 0.1 GJ026862 0.4 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 4 X 02 REINSTALLED UPPER TROOP DOOR FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 4 X 02 REINSTALLED UPPER TROOP DOOR FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 5 X 02 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE SECURING UPPER FUSELAGE FAIRING REMOVED DL021603 0.1 GJ026862 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 5 X 02 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE SECURING UPPER FUSELAGE FAIRING REMOVED DL021603 0.1 GJ026862 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER FUSELAGE FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER FUSELAGE FAIRING REMOVED DL021603 0.1 GJ026862 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 GJ026862 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 GJ026862 0.1 F
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Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

Report Date: 24-Mar-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 GJ026862 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Feb-2015 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 GJ026862 0.1 F




Page 336 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 12:15PM 4 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
LEFT SIDE UPPER ESSS FITTING FAIRING AND PLATFORM REINSTALLED ESSS FAIRINGS EM0013 WP 300
REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.2 DH026838 1 F
K G 1 02 F -2
DELAY
WP0300
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ESSS CAP FAIRING REMOVED (WP0300) DL021603 0.1 DHO026838 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 2 X 02 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STUDS AND SCREWS SECURING FRONT ESSS FAIRING UNFASTENED DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 3 X 02 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STUDS AND SCREWS SECURING CENTER PLATFORM AND HINGED DL021603 0.1 DHO026838 0.2 F
REAR FAIRING UNFASTENED
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FAIRING AND PLATFORM REMOVED DL021603 0.1 DH026838 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Feb-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DH026838 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Feb-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 DH026838 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 12:49 PM 5 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 10
FAULT WRITE-UP: ACTION TAKEN:
ESSS FIXED BLEED AIR LINE DISCONNECTED ABOVE LEFT SIDE REINSTALLED BLEED AIR LINE TQ: 150" LBS MR: 128125 EM0013
UPPER CABIN DOOR FAIRING (WP1011) WP 1011
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.1 GJ026862 0.2 F
K G 1 10 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
24-Feb-2015 1 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 GJ026862 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
24-Feb-2015 2 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 GJ026862 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2015 12:56 PM 6 X RM014921 8456.8 26-Feb-2015 8456.8 0 L 10
FAULT WRITE-UP: ACTION TAKEN:
ESSS FIXED FUEL LINE DISCONNECTED AT ELBOW BELOW LEFT REINSTALLED TQ: 330" LBS MR: 128125 EM0013 WP 1012
SIDE UPPER CARGO DOOR FAIRING (WP1012)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.1 DH026838 0.3 F
K G 1 10 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
24-Feb-2015 1 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 DH026838 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
24-Feb-2015 2 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 DH026838 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Feb-2015 2:36 AM 1 X MP021789 8456.8 25-Feb-2015 8456.8 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
T/R PITCH LINK HARDWARE CORRODED (ORIGINAL WRITE UP CLEANED IAW EM 0013 WP 594
OVER 30 DAY OLD)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LG013721 0.1 CW021786 1 F
K F 1 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
25-Feb-2015 1 - 02 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVT DUE 0 CW021786 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
25-Feb-2015 2 - 02 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 CW021786 0.2 F




Page 340 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Feb-2015 9:42 PM 8 X TB026543 8456.8 26-Feb-2015 8456.8 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED L/H ENGINE COWLING RE-INSTALLED IAW EM0013 WP0321
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL021603 0.1 PK026748 1 F
K G 1 02 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Feb-2015 1 X 02 INSTALLED AND TORQUED TO 100 INCH POUNDS MR 129386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR HH015718 0.1 EF026781 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Feb-2015 1 X 02 INSTALLED AND TORQUED TO 100 INCH POUNDS MR 129386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR HH015718 0.1 TB026543 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE PRIOR TO TASK COMPLETION 0 EF026781 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Feb-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE PRIOR TO TASK COMPLETION 0 TB026543 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Feb-2015 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE AFTER TASK COMPLETION 0 EF026781 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Feb-2015 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE AFTER TASK COMPLETION 0 TB026543 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 02-Mar-2015 12:47 AM 1 X 8457.3 12-Mar-2015 8457.3 0 2 10D

FAULT WRITE-UP:

INSP A665 - REPLACEMENT OF UPPER AND LOWER FUEL HOSE O-
RINGS. WAS DUE AT: 30-JAN-2015. UPGRADE TO RED X STATUS
ON 02-MAR-2015

ACTION TAKEN:

REPLACED UPPER AND LOWER FUEL LINE HOSES IAW H-60-14-
AMAM-14

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BC013939 1 TMO015016 1 F
O O 1 10D F -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 1 X 10D RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER #1 FUEL CELL LINE BC013939 0.2 TM015016 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 2 X 10D FIT CHECK CAP INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER #1 FUEL CELL LINE BC013939 0.2 TM015016 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 3 X 10D REPLACED O-RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER #1 FUEL LINE O-RING BC013939 0.2 TM015016 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 4 X 10D REPLACED O-RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER #1 FUEL LINE O-RING BC013939 0.2 TM015016 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 5 X 10D RECONNECTED UPPER LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER #2 FUEL CELL LINE BC013939 0.2 TM015016 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 6 X 10D INSTALLED FIT CHECK CAP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER #2 FUEL CELL LINE BC013939 0.2 TM015016 0.2 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Mar-2015 7 X 10D REPLACED O-RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER #2 FUEL LINE O-RING BC013939 0.2 TM015016 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Mar-2015 8 X 10D REPLACED O-RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER #2 FUEL LINE O-RING BC013939 0.2 TM015016 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Mar-2015 9 - 10D COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 TM015016 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Mar-2015 10 - 10D COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 TM015016 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Mar-2015 12:47 AM 2 X 8457.3 16-Apr-2015 8457.3 0 2 02

FAULT WRITE-UP:

INSP A670 - CABIN TUB INSPECTION. WAS DUE AT: 30-JAN-2015.
UPGRADE TO RED X STATUS ON 02-MAR-2015

ACTION TAKEN:
INSP A670 CABIN TUB INSPECTION COMP IAW EM0013 WP 1759

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WC011539 0.5 TMO015016 24 F
O O 1 02 F -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 1 X 02 REINSTALLED BROOM CLOSET SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BROOMCLOSET SOUNDPROOFING PANEL WC011539 0.2 TM015016 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 2 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H BROOMCLOSET SOUNDPROOFING PANEL WC011539 0.2 PS015137 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 3 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD A/C BATTERY SW015593 0.2 AW021149 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 3 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD A/C BATTERY SW015593 0.2 DL020213 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BATTERY JUNCTION BOX SW015593 0.3 AW021149 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BATTERY JUNCTION BOX SW015593 0.3 DL020213 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 5 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CRASH AXE WC011539 0.1 PS015137 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 6 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H KICK PANEL HDWR WC011539 0.2 PS015137 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 7 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H KICK PANEL WC011539 0.1 PS015137 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 8 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H KICK PANEL HDWR WC011539 0.2 PS015137 0.5 F




Page 344 of 2265

Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 9 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H KICK PANEL WC011539 0.1 PS015137 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 10 X 02 INSTALLED, TORQUE TO 280 IN/LBS MR#129379 IAW EM 0013 WP0243
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MISSION OPERATORS SEAT PALLET MNT HDWR JF014874 0.3 JC021388 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 10 X 02 INSTALLED, TORQUE TO 280 IN/LBS MR#129379 IAW EM 0013 WP0243
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MISSION OPERATORS SEAT PALLET MNT HDWR JF014874 0.3 RG020585 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 11 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MISSION OPERATORS SEAT & PALLET ASSY JF014874 0.2 JC021388 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 11 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MISSION OPERATORS SEAT & PALLET ASSY JF014874 0.2 RG020585 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 12 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CABIN FLOOR PANEL HDWR HH015718 0.1 PK026748 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 13 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CABIN FLOOR PANEL HH015718 0.1 PK026748 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 14 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CABIN CENTER FLOOR PANEL MNT HDWR HH015718 0.1 PK026748 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 15 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN CENTER FLOOR PANEL HH015718 0.1 PK026748 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 16 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN AFT FLOOR PANEL MNT HDWR HH015718 0.1 PK026748 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 17 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN AFT FLOOR PANEL HH015718 0.1 PK026748 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 18 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN TUB INSP DUE AFTER CLEANING 0 MD026760 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 19 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT FOD INSP DUE FOR 2ND RWW 0 TL012323 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 20 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL CONTROL INVENTORY DUE FOR 2ND RWW 0 TL012323 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 21 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE FOR 2ND SHIFT MECH OT 0 JB020649 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Mar-2015 22 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE FOR 2ND SHIFT MECH OT 0 JB020649 0.3 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7

NEXT PHASE: 8861.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

26-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 23 - 02 COMP 2ND OWW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 MD026760 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 24 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND OWW FOD INSPECTION DUE 0 MD026760 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 25 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW O/T END OF SHIFT TOOL INVENTORY DUE 0 PK026748 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 26 - 02 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW O/T END OF SHIFT FOD CHECK DUE 0 PK026748 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 27 - 02 COMPLETE.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 AW021149 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 27 - 02 COMPLETE.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION. 0 DL020213 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 28 - 02 COMPLETE.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE. 0 AW021149 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 28 - 02 COMPLETE.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE. 0 DL020213 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Mar-2015 8:43 AM 9 X RB013078 8457.3 17-Apr-2015 8457.3 0 2 10
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT DEFUELED PRESSURE REFUELED AIRCRAFT IAW EM0013 WP 1662
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK011549 0.1 RB013078 0.3 F
K G 2 10 F -16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Mar-2015 1:13 PM 11 X 8457.3 16-Apr-2015 8457.3 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
LOTO KIT INSTALLED REMOVED IAW AFS SP032
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WC011539 0.4 RB013078 2 F
0 G 2 02 F -15
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
02-Mar-2015 1 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BATTERY LOCK OUT DEVICE INSTALLED WC011539 0.1 RB013078 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
02-Mar-2015 2 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CYCLIC COVERS INSTALLED WC011539 0.1 RB013078 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
02-Mar-2015 3 X 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EXTERNAL POWER TAG DEVICE INSTALLED WC011539 0.1 RB013078 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
02-Mar-2015 4 / 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEFT HAND ENGINE PLUG INSTALLED 0 RB013078 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8861.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8524476
LAST MISSION:

Current Status O:

HOURS:
26-Aug-2015

Current Status W:

8627.7

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 5 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND ENGINE PLUG INSTALLED 0 RB013078 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 6 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LEFT HAND EXHAUST PLUG INSTALLED 0 RB013078 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 7 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND EXHAUST PLUG INSTALLED 0 RB013078 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 8 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

GROUND CABLE INSTALLED 0 RB013078 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 9 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOTO KIT INVENTORY DUE 0 RB013078 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 10 - 02 NOT REQUIRED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLEED APU ACCUMULATOR WHEN TASK REQUIRES AS PER WORK 0 RB013078 0.1 F

PACKAGE
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 11 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 RB013078 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Mar-2015 12 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 RB013078 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 03-Mar-2015 11:46 PM 3 X DD026178  8457.3 09-Apr-2015 8457.3 0 A 02

FAULT WRITE-UP:

BOTH LEFT AND RIGHT HAND PITOT STATIC TUBE DRAIN ELBOWS
RUSTED

ACTION TAKEN:
ELBOWS REPLACED IAW EM 0013 WP 780.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WC011539 1 PS015137 0.1 F
K G 2 02 F -7
DELAY
UNDER FORWARD FLOOR DOR # 5093-0113 & 5093-0114
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 1 X 02 REINSTALLED. MR # 124399. TORQUE 270 INLBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OBSERVER SEAT MOUNT HARDWARE REMOVED. WC011539 0.2 PS015137 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 2 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OBSERVER SEAT AND PALLET REMOVED. WC011539 0.1 PS015137 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 3 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM FARWARD CABIN FLOOR PANEL WC011539 0.2 PS015137 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 3 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM FARWARD CABIN FLOOR PANEL WC011539 0.2 TM015016 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD CABIN FLOOR PANEL WC011539 0.1 PS015137 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 4 X 02 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD CABIN FLOOR PANEL WC011539 0.1 TM015016 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN

03-Mar-2015 5 X 02 REPLACED LEFT AND RIGHT PITOT STATIC TUBE DRAIN ELBOWS IAW
EM0013 WP 0780. TORQUE TO 50 INCH POUNDS WITH TW MR# 120989

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT AND RIGHT HAND PITOT STATIC TUBE DRAIN ELBOWS BC013939 0.2 DwW026040 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 5 X 02 REPLACED LEFT AND RIGHT PITOT STATIC TUBE DRAIN ELBOWS IAW

EM0013 WP 0780. TORQUE TO 50 INCH POUNDS WITH TW MR# 120989

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT AND RIGHT HAND PITOT STATIC TUBE DRAIN ELBOWS BC013939 0.2 RR014572 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Mar-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR REPLACING LEFT AND RIGHT PITOT 0 DwW026040 0.1 F

DRAIN TUBES ELBOWS

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Mar-2015 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR REPLACING LEFT AND RIGHT PITOT 0 RR014572 0.1 F

DRAIN TUBES ELBOWS

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Mar-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE FOR REPLACING LEFT AND RIGHT PITOT DRAIN TUBES 0 DW026040 0.1 F
ELBOWS
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Mar-2015 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE FOR REPLACING LEFT AND RIGHT PITOT DRAIN TUBES 0 RR014572 0.1 F
ELBOWS
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Mar-2015 8 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
1ST RWW FOD INSPETION DUE. 0 PS015137 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Mar-2015 9 - 02 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

1ST RWW TOOL INVENTORY DUE. 0 PS015137 0.1 F
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Report Date: 24-Mar-2016 Selection Range : 01-Jan-1980 To 24-Mar-2016

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8524476 HOURS: 8627.7
NEXT PHASE: 8861.5 LAST MISSION: 26-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Mar-2015 11:56 PM 4 X DD026178 8457.3 05-Mar-2015 8457.3 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
MIDDLE FLOORING CENTER SHIMS DEBONDED 2(EA) INSTALLED SHIMS ON CENTER FLOOR PANEL IAW EM 0013 WP
0410
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SR020200 0.5 MB026724 3 F
K G 2 02 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Mar-2015 1 X 02 REINSTALLED SHIMS IAW EM 0013 WP 0410
FAULT WRITE-